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IEVADS

Gruntstdens, virszemes tdens, sadzives notekidenu un infiltrata attiriSanas monitorings Grobinas
sadzives atkritumu poligona ,Kivites”, ko 2023. gada veica SIA ,Geo Consultants” saskana ar
SIA , Liepajas RAS” pasttijumu un ietvéra sekojoso:

= gruntstdens [imena mérijumus 4 monitoringa urbumos,

= virszemes dens kvalitates novérojumus 3 novérojumu punktos,
= sadzives notekddenu kvalitates novérojumus,

= infiltrata kvalitates novérojumus,

= attirita infiltrata sastava novérojumus,

= nonemto paraugu kimiskas analizes,

= jeglto datu analizi un atskaites sagatavoSanu par veiktajiem darbiem.

Lauka darbu izpildi nodrosinaja SIA ,,Geo Consultants” specialisti.

2023. gada paraugu kimiskas analizes nodroSinaja “Vides audits” testéSanas laboratorija, kura ir
akreditéta Gdens kimisko analizu veiksanai (LATAK-T-261) un “ALS Czech Republic s.r.o0.” testésanas
laboratorija, kura ir akreditéta Gdens kimisko analizu veiksanai (L-1163).

Pamatojoties uz lauka pétijumiem un laboratorijas analizu rezultatiem SIA ,Geo Consultants”
sagatavoja parskatu par veiktajiem darbiem.

1. POLIGONA RAKSTUROJUMS UN FIZIOGEOGRAFISKIE APSTAKLI

Grobinas sadzives atkritumu poligons , Kivites” atrodas Dienvidkurzemes novada Grobinas pagasta,
apméram 2 km attaluma no pilsétas (skat. 1. att.).

Poligons atrodas Vartajas morénas vilnota lldzenuma uz robeZas ar Piejuras zemieni. Poligona
teritorijas platiba 29 ha. Teritorija ir lidzena ar atseviSskam parmitras ieplakam, kuros novérojams
parpurvosanas process. Zemes virsmas absol{tas augstumu atzimes ir 26 —29 mv. j. I. Reljefa vid€ja
amplitida ir ap 3 m.

Poligona ,Kivites” teritorija atrodas Alandes upes baseina. DrenaZas gravju sistéma poligona
,Kivites” apkartné vieta ir salidzinosi labi attistita, attadlums no poligona lidz Alandes upei ir 3950 m.

Poligona darbiba uzsakta 2004.g. septembri.

SIA Geo Consultants, 2023 4
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Poligona novietojums.  Mg&rogs 1 : 50000.

1.attéls. Sadzives atkritumu poligona “Kivites” novietojums

2. GEOLOGISKA UZBUVE UN HIDROGEOLOGISKIE APSTAKLI

Kvartara nogulumu kopéjais biezums poligona ,Kivites” apkartné ir 10 — 15 m, tie parsedz
pirmskvartara iezus, ko veido devona nogulumi. Lielako dalu geologiska griezuma — vismaz [idz 8 m
dzilumam veido Latvijas leduslaikmeta morénas nogulumi. Tos veido viendabigs, vid€ji blivs, brins,
vai pelékbrins morénas smilSmals ar paaugstinatu mala un aleirita saturu un malsmilts ar grants un
olu piejaukumu. Vietam moréna ir sastopamas smilts Iécas un starpslani Iidz 0,5 m biezi.
Dienvidrietumos no poligona morénas nogulumus parklaj Baltijas ledus ezera glaciolimniskie
nogulumi (skat. 2. att.).

Poligona teritorija hidrogeologiskie apstakli ir vienkarsi. Pazemes tGdens poligona un ta apkartné
parsvara ir saistits ar smilts Iecam un starpslanisiem morénnogulumos. Poligona apkartné dominé
virszemes notece, ko regulé labi attistita melioracijas gravju sistéma, kas savukart saistita ar Alandes
upi.

Ketleru un Zagares pazemes Gdenu horizontus parklaj biezs morénas smilimala slanis, kas
ievérojami ierobezo piesarnojuso vielu iesp&jamo migraciju ka dziluma.
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APZIMEJUMI M&rogs 1:25000

- Proluvialie un deluvialie nogulumi (pdQ,). Smilts, grants, malsmilts - Glacigenie nogulumi (gQ,ltv). Morénas malsmilts un smil§mals

Purvu nogulumi (bQ,). Kiidra
Aluvidlie nogulumi (aQ,). Smilts, aleiritiska smilts, grants

|:, Baltijas ledus ezera nogulumi (IgQ.ltv"). Smilts, grants, oli, aleirits O Poligona atraSanas vieta
Ezeru nogulumi (1Q,). Smilts, mals, sapropelis, dunas

2.attéls. Sadzives atkritumu poligona “Kivites” geologiska karte [2]
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3. DARBU METODIKA UN APJOMI

Gruntstdens, virszemes tdens, sadzives notekidenu un infiltrata attiriSanas monitorings Grobinas
sadzives atkritumu poligona , Kivites”, ko 2023. gada veica SIA ,,Geo Consultants” ietvéra sekojoso:

= gruntstdens [imena mérijjumus 4 monitoringa urbumos,

= esoSo 3 monitoringa urbumu paraugosanu,

= virszemes udens kvalitates novérojumus 3 novérojumu punktos,
= sadzives notekldenu kvalitates novérojumus,

= infiltrata kvalitates novérojumus,

= attirita infiltrata sastava novérojumus,

= nonemto paraugu kimiskas analizes,

= jeglto datu analizi un atskaites sagatavosanu par veiktajiem darbiem.

3.1. Virszemes adens un attirita infiltrata paraugosana

Virszemes Gdeni tika pétiti gravi, posma gar poligonu tika noteikti Gdens hidrokimiskie parametri,
kas ietvéra tGdens pH, elektrovaditspéjas un temperatiras mérijjumus 3 punktos. Paraugi tika pilditi
atbilstosas pudelés. Paraugi kimiskajam analizém tika nogadati “ALS Czech Republic s.r.0.”.
TransportéSanas laika paraugi tika uzglabati aukstumkasté, bet lldz nodoSanai laboratorija —
ledusskapt. Mérijumu punkti atainoti 3. un 4. attéla.

Gruntstidens monitoringa novérojumi tika veikti esoSajos 4 monitoringa urbumos, urbumu
izvietojums ir sniegts 3. attéla. Pirms urbumu atstiknésanas urbumos tika noteikts gruntstudens
[Tmenis, izmantojot elektrisko Gdens l[imena méritaju ,SEBA KLL 15” (Vacija). Gruntslidens paraugu
nonemsanai tika izmantots mazjaudas iegremdéjamais stknis ,Whale” (Vacija), debits 0,2 I/s. Visu
urbumu atsuknésanas gaita tika veikti pH un Gdens elektrovaditspéjas meérijumi. Gruntstudens
hidrokimiskie parametri — pH un elektrovaditspéja — noteikti izmantojot mikroprocesorus , WTW
330i” un ,WTW LF 330”, un atbilsto3os elektrodus Sen Tix41 un Tetra Con 325 (Vacija). Udens
paraugi kimiskajam analizém tika nonemti tikai péc So parametru stabilizacijas.

Infiltrata paraugs nonemts no infiltrata baseina, savukart attirita infiltrata un sadzives notekidenu
paraugi nonemti to izteces vieta.

3.2. Laboratorijas analizes
Nonemto paraugu kimiskas analizes veica SIA “Vides audits”, testéSanas laboratorija.

Cetriem gruntsidens, tris virszemes Gdens paraugiem un attirita infiltrata paraugam tika veikta
pilna kimiska analize, kas ietver sekojosu parametru analizi:

- hloridi (Cl-); kopéjais slapekla daudzums (Nkop.);

- kopéjais fosfora daudzums (Pkop.); kimiskais skabekl|a patérins (KSP);

- sulfatus (S042-);

- amonija slapekli (N-NH4+);

- nitritus (N-NO2-);

- nitratus (N-NO3-);

- boru (B);

- permanganata indeksu (PO);

- biokimiska skabekla patérins (BSP5);

- feonolu indeksu;

- metalus — cinks (Zn), dzelzs (Fe), dzivsudrabs (Hg), hroms (Cr), kadmijs (Cd), kobaltu (Co),

mangans (Mn), svinu (Pb) un varu (Cu).

Analizes metodes un 2023. gada decembra novérojumos iegltie rezultati ir noraditi testéSanas
parskata, kas pievienots 4. pielikuma.

SIA Geo Consultants, 2023 7
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Apziméjumi
2 Novérojumu urbums.
Augsa ta numurs.
. Apaksa gruntsiidenu
26,43 limena absolita atzime
(mvj.l)

GA-I-1  Infiltrata parauga
nemsanas punkts

GAP-V-1 Virszemes iidens parauga
nemsanas punkts

GAP-SN-1 Notekiidens parauga
nemsanas punkts

b Gruntsidenu pliismas
virziens

°/
/'L\' Hidroizohipsas (m v.j.1.)

3.attéls. Sadzives atkritumu poligona “Kivites” vides monitoringa tikls un gruntsidens
plismas virziens (shéma) [5]
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Apziméjumi

2 Novérojumu urbums.
Augsa ta numurs.
. Apaksa gruntsadenu
27,60 Ilimena absoliita atzime
(mwv.j.l)

GA-I-1  Infiltrita parauga
A nemsanas punkts

GAP-V-1 Virszemes iidens parauga
nemsanas punkts

GAP-SN-1 Notekidens parauga

nemsanas punkts

Gruntstudenu plasmas
virziens

AL Hidroizohipsas (m v.j.1.)

4.atteéls. Sadzives atkritumu poligona “Kivites” vides monitoringa tikls un gruntsudens
plismas virziens (shéma) [5]
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4. POLIGONA IETEKME UZ VIDI

4.1. Poligona ietekme uz gruntsideniem

Gruntstdens piesarnojuma izpéte Grobinas sadzives atkritumu poligona , Kivites” veikta saskana ar
LR MK noteikumu Nr. 1032 (2011. gada 27. decembri) “Atkritumu poligonu iertkosanas, atkritumu
poligonu un izgaztuvju apsaimniekos$anas, slégSanas un rekultivacijas noteikumi” [3] prasibam.
Gruntstdens piesarnojums novértéts salidzinot iegutos rezultatus ar fona koncentraciju
gruntslidenos Latvija, ka arT ar MK noteikumos noraditajam robezvértibam (MK noteikumi Nr. 118
»Noteikumi par virszemes un pazemes tdenu kvalitati”) [4].

Gruntsldens piesarnojuma raksturosanai tiek izdalitas sekojosas kategorijas (2. tabula).

2. tabula
Pazemes tidenu piesarnojuma kategorijas un robezveértibas
Kategorija Skaidrojums
mérklielums Vaji piesarnots vai zema dabiska kvalitate
mérklieluma un robezlieluma -
Cymem oo Piesarnots
vidéja vértiba '
robezlielums Stipri piesarnots
Minéto kategoriju robezvértibas un urbumu analiZu rezultati salidzinati 3. tabula.
3. tabula
Konstatétas koncentracijas
@ j g < ,3_37 g (26.04.2023.)
5 ' 3 Ees|l 2
£ 2 ] SEZ| 2
o 2 Z | 229 7B
& v @ o~ 2 2.urb. | 3.urb. | 4.urb. | 5.urb.
e 2 £ £S5 o
Elektro-
vaditspéja | uS/cm 745
(20°C)
cr mg/| 6,0 23,4 5,7 6,0
Nkop mg/| 3 26.5 50 0,275 4,19 10,9 0,141
Piop mg/I| 0,059 | 0,071 0,077 0.054
KSP mg/! 40 170 | 300 22,0 <6 20 <6

Ka redzams 3. tabul3, $.g. aprili veikta monitoringa laika konstatéts, ka 3. un 4. urbuma kopéja
slapekla koncentracija nedaudz parsniedz mérklielumu, noradot uz vaju piesarnojumu, savukart 3.,
4. un 5. urbuma tiek sasniegta elektrovaditspéjas fona vértiba Latvijas nogulumu gruntsidenos.
Paréjie piesarnojuma raditaji atrodas pielaujamajas robezas.

Izvértéjot visus laboratorijas datus varam secinat, ka poligona ietekme uz gruntsiideniem netiek
noveérota.

195% nodrosinatibas vértiba Latvijas gruntstidenu horizontos ar zemu dabisko organisko vielu, hloridu un sulfatu koncentraciju
(ko var izmantot ,A” robezvértibas raditajiem, kuri nav minéti MK noteikumu Nr. 118 pielikuma) [5].

SIA Geo Consultants, 2023 10
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4.tabula
- Konstatétas koncentracijas
£ ."5 § % g § (18.12.2023.)
& 8 s |SEE 2
= 2 £ | 229 3
S g |qE) g E Jej 2. urb. 3. urb. 4. urb. 5. urb.
o
Elektro-
vaditspéja | uS/cm
(20°C)
sausne mg/| 568 552 488 628
(o} mg/| 4.13 16.9 6.11 5.79
Nkop mg/| 3 26,5 50 <1.0 1.4 8.9 <1.0
Pkop mg/| <0.050 0.075 0.184
KSP mg/| 40 170 300 14.7 13.8 14.3 14.7
S04 % mg/| 0.782 18.2 6.07 16.6
BSPs mg/| <1.0 <1.0 1.5 2.1
N/NH 4* mg/| 0.044 0.934 0.258
N/NO 2~ mg/| <0.002 <0.002 <0.002 0.0041
N/NOs mg/| <0.060 <0.060 <0.060 <0.060
Kopéjie
naftas mg/| 1,0 <0.050 <0.050 <0.050 <0.050
produkti
B g/l 12.4 50.3 20.9
PO mg/| 3.43 6.76 3.31 2.20
Zn ug/| 14.5 4.7 6.6 14.6
Cu ug/l 10 42,5 75 <1.0 <1.0 <1.0 <1.0
Cd ug/l 1 3,5 6 <0.020 <0.020 <0.020 <0.020
Cr ug/l 10 20 30 <0.20 <0.20 <0.20 <0.20
Pb ug/l 10 42,5 75 <0.050 <0.050 <0.050 <0.050
Hg ug/l 0.05 0,175 0,3 <0.01 <0.01 <0.01 <0.01
Mn ug/l 126
Co ug/l 10 55 100 0.711 0.260 0.332 0.882
Fe mg/| 2.40 8.27 13.1 7.62

Ka redzams 3. tabula, $.g. decembri veikta monitoringa laika konstatéts, ka visos novérojuma
punktos tiek parsniegta elektrovaditspéjas fona vertiba Latvijas gruntsidenos. Kopéja slapekla
koncentracija parsniedz meérklielumu 4. urbuma apkartné, noradot uz vaju piesarnojumu $t urbuma
apkartné. Kopéjais fosfors parsniedz fona vértibu Latvijas gruntstdenos 5. urbuma apkartné.
Amonija slapeklis un bors parsniedz fona vértibu Latvijas gruntsidenos 4. urbuma apkartne.
Mangana koncentracija parsniedz fona vértibu Latvijas gruntsiidenos 2., 3. un 5. urbuma apkartné.

Izvértéjot visus laboratorijas datus varam secinat, ka poligona ietekme uz gruntsideniem netiek
noveérota.

4.2. Poligona ietekme uz virszemes udeniem

2023. gada 18. decembri nonemto virszemes Udens parauga analiZzu rezultati sniegti 4. tabul3,
testésanas parskata kopija — 3. pielikuma.

Analizéjot 4. tabula apkopotos datus, redzams, ka piesarnojuma raditaji, parsvara, ir stabili visos
virszemes denu novéroSanas punktos (GAP-V-1, GAP-V-2 un GAP-V-3).

Svarigi atzimét, ka piesarnojuma raditaju vértibu atskiriba visos punktos nav liela, turklat, galveno
piesarnojuma raditaju vértibas ir salidzinosi zemas.

SIA Geo Consultants, 2023 11
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4. tabula
Virszemes udenu paraugosanas rezultati
Noveérotas koncentracijas
Para- Meérvie-
metrs niba GAR-V:L GAP-V-2 GAP-V-3
12.2022. | 03.2023. | 05.2023. | 09.2023. | 12.2023. | 12.2022. | 03.2023. | 05.2023. | 09.2023. | 12.2023. 12.2022 03.2023 05.2023 09.2023 12.2023
(ZE(:{DSC) us/cm 594 1032 783 384 82.5 1293 195 2710 607 180.7 1288 426 923 53.1 194.2
cl - 32.1 12.8 17.7 17.7 4.92 131 58,8 66.5 88.5 7.95 144 21.1 195 73.5 8.29
Nios - 1.72 2.11 2.16 1.60 1.5 11.2 135 18.8 9.06 2.6 113 4.23 84.3 9.58 2.9
Prop mg/| 0.251 0.128 0.069 0.091 <0.050 0.56 1.64 0.092 0.024 0.074 0.54 0.047 0.117 0.187 0.081
Ksp mg0y/| 53 49 76 86 61.9 123 9 53 9% 53.1 104 43 255 47 50.2
SO - 39.8 3.03 131 12.1 109 118 12.5
Sausne mg/| 380 117 850 179 820 - 180
N-NHa mg/| 0.37 0.112 <0.8 0.312 <0.8 - 0.340
N-NO, - 0.44 0.0072 0.026 0.047 0.0137 1.77 0.0038
N-NOs - 0.126 0.246 30.2 0.874 30.4 0.77 1.29
PO mg/| 15.7 22.0 32 20.6 28 43 19.2
BSPs mg0y/| 13.0 <1.0 12.0 <1,0 4.0 6,83 1.0
. ug/! <0.04 <50.0 0.70 <50.0 0.61 3.06 <50.0
7n ug/l <10 16.8 93 11.0 95 <0.04 <10.0
Cu pg/l 4.2 <5.0 24 <5.0 28 8.85 <5.0
cd pg/l <0.02 <0.10 0.22 <0.10 0.20 <0.12 <0.10
Cr ug/! 5.0 1.35 18 1.23 17 17.4 1.39
Pb ug/l 0.8 0.518 39 0.424 37 16.2 0.41
Hg ug/l <0.07 0.011 <0.07 <0.010 <0.07 0.18 <0.010
Mn ug/l 1270 1.54 1930 1.32 1090 0.650 1.57
Co ug/! <0.4 <0.250 25 <2.50 2.7 <3.82 <0.250
Fe me/| 0.77 468 6.3 372 6.4 0.33 388
Fenolu il <0.003 <0.005 <0.003 <0.005 0.003 <0.02 <0.005
indekss
Nafta me/| <0.02 <0.050 <0.02 <0.050 0.069 - <0.050

SIA Geo Consultants, 2023
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4.3. Infiltrata attirisanas kvalitate

2023. gada decembri veikto attirita infiltrata analiZzu rezultati sniegti 5. tabula. Ka redzams, attirita
infiltrata piesarnojuma raditaji atbilst normai. AttiriSana notiek pietiekami kvalitativi.

Péc iegltajiem rezultatiem jasecina, ka piesarnojumu raksturojoso galveno raditaju koncentracijas
infiltrata péc attirisanas ir pietiekami zemas.

Attirita infiltrata analizes raditaji

5. tabula

Parametrs Mé&rvieniba infiltrats Attirits infiltrats
03.2022. | 05.2022. | 05.2023. | 03.2023. | 05.2023. | 09.2023. | 12.2023.
Ph 8.41 8.54 8.23 6.36 6.13 6.46 6.24
elektrovaditspéja mS/cm 12300 13300 14190 327 482 620 833
Sausne mg/| 9100 375
S0;2 mg/I 196 48.7 120
cl mg/I 2590 2350 1808 48.3 121 74.1 76.5
Nkop mg/| 890 1500 2394 15.90 35.9 22.1 49.3
Pxop mg/| 14.5 17.2 6.61 0.067 0.271 0.112 0.896
KSP mg/| 2690 3200 4648 <6 72 12 75.8
BSPs mg/I 150 1.71 2.1
N-NHa mg/| 1490 57.6
N-NO: mg/| <0.001 <0.003 0.0071
Fe pg/l 18.2 0.41 219
Mn ug/l 302 0.058 24.6
Zn pg/l 84 <0.04 24.4
Cu ug/l 8.7 7.54 7.2
Cr ug/| 8.8 3.81 22.9
Pb ug/l 6.5 4.33 4.62
Hg ng/l <0.1 <0.11 <0.010
Co ug/l 1.9 <3.82 0.925
cd ug/l <0.1 <0.12 <0.10
PO mg/| 1280 1.92 21.7
Fenolu indekss mg/| 0.038 <0.02 <0.005
Naftas produkti mg/| 0.10 <0.50
B ug/l 380 1250
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4.4. Sadzives notekidenu kvalitate

2023. gada septembri veikto sadzives notekldenu paraugu analizu rezultati ar attiecigiem
robeZlielumiem sniegti 6. tabula.

legltie dati liecina, ka visi galvenie piesarnojuma raditaji notekidenos atbilst normai, salidzinot ar
iepriekSejiem novérojumu datiem redzams, ka koncentracijas svarstas ilggadigo novérojumu
rezultatu robezas, kopuma vérojams gandriz visu piesarnojoso koncentraciju samazinajums.

6. tabula
Sadzives notekudenu kvalitate
Novérotas k tracij
Parametrs Meérvieniba | Robeizlielums overotas koncentractjas
06.2020. | 06.2021. | 05.2022. | 09.2023.

EVS (20°C) uS/cm 301 765 737 46,1

BSPs mg/I 16,1 15,4 14,1 1,57

Suspend&tas mg/| 35 17 15 12 12

vielas

Niop mg/I 3,2 17,8 15,1 1,39

Pkop mg/I 0,188 0,210 0,320 0,093

KSP mg 0,/I 125 90,1 83,2 72,8 15
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SECINAJUMI

v 2023.gada SIA ,,Geo Consultants” vides kvalitates novérojumus 2023. gada monitoringa ietvaros
Grobinas sadzives atkritumu poligona , Kivites”.

v Si gada aprili veiktd monitoringa laikd konstatéts, ka 3. un 4. urbuma kopéja slapekla
koncentracija nedaudz parsniedz mérklielumu, noradot uz vaju piesarnojumu, savukart 3., 4. un
5. urbuma tiek sasniegta elektrovaditspéjas fona vértiba Latvijas nogulumu gruntstdenos.

v §.g. decembri veiktd monitoringa laika konstatéts, ka visos novérojuma punktos tiek parsniegta
elektrovaditspéjas fona vertiba Latvijas gruntsiidenos. Kopéja slapek|a koncentracija parsniedz
mérklielumu 4. urbuma apkartné, noradot uz vaju piesarnojumu ST urbuma apkartné. Kopéjais
fosfors parsniedz fona vértibu Latvijas gruntstidenos 5. urbuma apkartné. Amonija slapeklis un
bors parsniedz fona vértibu Latvijas gruntsiidenos 4. urbuma apkartné. Mangana koncentracija
parsniedz fona vértibu Latvijas gruntsiidenos 2., 3. un 5. urbuma apkartné.

v" Redzams, ka piesdrnojuma raditaji, parsvara, ir stabili visos virszemes Gdenu novéro$anas
punktos (GAP-V-1, GAP-V-2 un GAP-V-3). Svarigi atzimét, ka piesarnojuma raditaju vértibu
atskirtba visos punktos nav liela, turklat, galveno piesarnojuma raditaju vertibas ir salidzinosi
zemas.

- —v

v K& redzams, attirita infiltrata piesarnojuma raditaji atbilst normai. Attiriana notiek pietiekami
kvalitativi. Péc iegltajiem rezultatiem jasecina, ka piesarnojumu raksturojoso galveno raditaju
koncentracijas infiltrata péc attiriSanas ir pietiekami zemas.

v/ Sadzives notekidenu galvenie piesarnojuma raditaji atbilst normai, salidzinot ar iepriek$éjiem

novérojumu datiem redzams, ka koncentracijas svarstas ilggadigo novérojumu rezultatu
robezas, kopuma vérojams gandriz visu piesarnojoso koncentraciju samazinajums.
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1. pielikums
Zemes dzilu izmantosanas licences (kopija)

Valsts vides dienests

Rilpniccibas icla 23, Riga, LV-1045, talr. 67084200, c-pasts pai@vvd.gov.lv, www.vvd.gov.lv

ZEMES DZILU IZMANTOSANAS LICENCE
Nr. AP227Z.D0207

Izsniegta Sabiedribai ar ierobeZotu atbildibu ,,GEO CONSULTANTS?, registracijas
numurs: 40003340949, e-pasts: dainis.klavinskis@geoconsultants.lv,
ge@geoconsultants.lv
(pasvaldibas nosaukums, komersanta firma un registracijas numurs vai fiziskas

personas vards, uzvards un personas kods)

Zemes dzilu monitoringa sistémas izveide vai monitoringa veikiana
(zemes dzilu izmantosanas veids)

Piesiarnotas vai potenciali piesarnotas vietas, degvielas uzpildes stacijas, naftas bazes,
katlu mijas, izgiztuves, atkritumu poligoni
(licencétais objekts)

Latvijas teritorija
(licencéta objekta administrativa piederiba, ja iespéjams, adrese)

Licence izsniegta Riga Dokumenta datums ir ta elektroniskis parakstiSanas datums
un deriga lidz 2023. gada 10. decembrim
Pielikuma:
Nr. p. k. Pielikuma nosaukums Lpp. skaits
1. zemes dzilu izmantosanas nosacijumi 2
2. karte vai plans, kura att€lo atradnes robeZu, licences adresata IpaSuma vai

noma esoSo zemesgabala robezas, licences laukuma robezu ar -
robezpunktiem; tabula ar robeZpunktu koordinatam LKS-92 TM sistéma

3. derigo izraktenu ieguves limits -
Licences pielikumi ir tis neatnemama sastavdala

Atlauju parvaldes
Piesarnojuma un dabas resursu departamenta
Resursu parvaldibas dalas vaditaja A. Andrejeva

SIS DOKUMENTS IR PARAKSTITS AR DROSU ELEKTRONISKO PARAKSTU UN
SATUR LAIKA ZIMOGU

Zemes dzilu izmantosanas licenci vai taja noteiktos nosacijumus ménesa laika no pazinosanas dicnas var parsadzét
Vides parraudzibas valsts birojam, iesniegumu par apstridésanu iesniedzot Valsts vides dienesta, Ripniecibas icla
23, Riga, LV-1045, e-pasta adrese: pa(@vvd.gov.lv. Saskana ar Pazinosanas likuma 9. panta otro dalu zemes dzilu
izmantoSanas licence uzskatama par pazinotu otraja darba diena péc tas nosutiSanas.
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Pielikums licencei Nr. AP22ZD0207
1.lapa

ZLemes dzilu izmantodanas nosacijumi

L. Vispirigie zemes dzilu izmanto¥anas nosacijumi

1. Licences deriguma

2022. gada 11. decembris Itdz 2023. gada 10. decembris.

terming

2. Licences a) Likuma ,.Par zemes dzilém” 10. panta pirmas dalas 3. punkta ,.e”
izsniegianas apak3spunkts un 2'.dala;
pamatojums b) Ministru kabineta 2011. gada 6. septembra noteitkumu Nr. 696

»~Zemes dzilu 1zmantosanas licen¢u un bieZ1 sastopamo derigo
tzraktenu leguves atlauju izsniegSanas kartiba, ki ari publiskas
personas zemes 1znomasanas kartiba zemes dzilu izmantoSanai™
(turpmak — MK noteikumi Nr. 696) 4.2. apak3punkts.

3.  Grozijumi

NepiecieSamibas gadfjuma 1esniegt 1esnlegumu  grozijumu
veikSanai licencg un grozijumu pamatojumu Valsts vides dienesta
(turpmak — VVD) (MK noteikumu Nr. 696 34. punkts).

4. Zemes dzilu

Zemes dzilu izmanto$ana var tikt ierobeZota, apturéta un licence

izmanto3anas atcelta likuma ,,Par zemes dz1lém™ 16. panti noteiktajos gadijumos
ierobeZoiana, un noteiktaja kartiba.
apturéiana

5. VVDinformésana

Informét VVD elektroniski (e-pasts: ap(@vvd.gov.lv):

a) pirms (vélams 5 darba dienas) monitoringa sistémas izveides
un/vai veikSanas konkréta objektd (MK noteikumu Nr. 696
25. punkts);

b) par nodotajiem parskatiem valsts SIA ,Latvijas Vides,
geologijas un meteorologijas centrs™ (turpmiak — LVGMC).

I1. Monitoringa

sistémas izveides vai monitoringa veikianas nosacijumi

6. Normativie akti

a) Likums . Par piesamojumu”, Ministru kabineta: 2002. gada
22. janvara noteikumi Nr. 34 | Noteikumi par piesarnojoso vielu
emisiju tdent”, 2002. gada 12. marta noteikumi Nr. 118§
»~Noteitkumi par virszemes un pazemes UOdenu kvalitat”,
2005. gada 25. oktobra noteikumi Nr. 804 ., Augsnes un grunts
kvalitates normativi”, 2011. gada 27. decembra noteikumi
Nr. 1032 , Atkritumu poligonu iertkofanas, atkritumu poligonu
un izgaztuvju apsaimniekoS$anas, slégSanas un rekultivicijas
noteikumi”, 2009. gada 17. februara noteikumi Nr. 158
»Noteikumi par prasibam attiecibd uz vides monitoringu un ta
veikSanas kartibu, piesarmojoSo vielu registra izveidi un
informacijas piegjamibu sabiedribai”, 2004. gada 17. februara
noteikumi Nr. 92, Prasibas virszemes idenu, pazemes fidenu un
aizsargdjamo  teritorijju  monitoringam un  monitoringa
programmu izstradei™;

b) Nemt vera, ka licence neatbrivo no Latvijas Republikas likumu
un citu normativo aktu prasibu ieverosanas, ka arl paredz&tajam
ekspertizém un saskanoSanam.

7. Monitoringa
sistémas izveide un
monitoringa
veikiana

a) Noslégt ligumu ar zemes Tpasnieku, tiesisko valditdgju vai
pilnvarotu personu par tiestbam wveikt monitoringa sistémas
1zveidi vai veik$anu (MK notetkumu Nr. 696 25. punkts);

b) Sastadit monitoringa sistémas izveides wvai  veikSanas
programmu un saskanot to ar darbu pastititaju (MK noteikumu
Nr. 696 25. punkts);

c) Veikt teritorijas apsekoSanu daba, izvértet Valsts geologijas
fonda piegjamos materidlus un visu pasiifitija sniegto
informaciju par objektu;
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Pielikums licencei Nr. AP22ZD0207
2.lapa

7. Monitoringa
sistémas izveide
un monitoringa
veikSana

d) Izstradou tiklu veidot un ierikot ta, lai kontrolétu piepliistosa
un aizpliistosi fidens kvalitdti un pazemes tidenu [imenus:

e) Urbuma dzilumu noteikt atkarlbd no objekta geologmski-
hidrogeologiskajiem apstikliem. Urbums jaieriko 2-3 m dzilak
par gruntsiidens horizonta virsmu;

f) Urbumu urbsanas gaitd aprakstit atsegtos 1ezus lauku Zurnila;

g) Gruntsiidens kvalitates noteikSanai un Kkontrolei, izurbtajos
urbumos lerikot gruntsiidens novérosanas akas (turpmak —
aka). Filtru aka jalevieto ta, la1 gruntstidens virsma skérsotu to
pa vidu;

h) Noteikt akam atveru absoliito augstumu, izmantojot Eiropas
Vertikillas atskaites sistémas realizacyu Latvijas tertorija
un koordindtas, 1zmantojot Latvijas 1992, gada geodEzisko
koordinatu sistemu {LKS-92 TM};

1) Aprikot aku atveres un veikt aku krasofanu un mark&sanu
(akas numuru u.c.) un teritorijas labiekartosanu ap akam;

1) Veikt aku dziluma un gruntsiidens [Tmena mérfjumus. Ja
merTjum Javeic piesarnota objekta, visas darbibas javeic, sakot
ar tirako aku;

k) Pims paraugu nonemsanas katru novéroSanas aku atsiiknét.
Katrd konkréta)a aka veikt atsmelami Gdens tilpuma aprékinu
un sekot lidzi Gidens atdzidrindSanas pakdpes un dinamiska
limena 1zmainam;

) Pazemes fidenu un grunts paraugu analizes veikt akreditétd
laboratorija;

m) Degvielas uzpildes stacijas un naftas bazés pazemes fidenu un
grunts paraugus atlauts nemt akreditétam laborator)jim un
akreditétiem  komersantiem (MK noteitkumu  Nr. 409
12. punkts);

n) Monitoringa sistémas 1zveidel val monitoringa veikSanai
derigo izraktenu atradnu teritoryds un to apkirtng
nepieciedams sapemt atsevisku licenct VVD.

8. Geologiska
informicija

a) Rezultatus apkopot monitoringa veik$anas darbu parskata;

b) Parskatu elektroniskd vai papira formd nodot LVGMC Iidz
licences derfguma termuna beigam (Mimstru  kabineta
2012, gada 28. augusta noteikumu Nr. 578 ,Noteikumi par
geologiskas informacijas sistemu” 4. punkis).

9. Vides aizsardziba

a) Nepielaut grunts, zemes dzilu, virszemes un pazemes fidenu
piesarnojumu vai citu kaitgjumu vider;

b) Paredzét pasakumus, lai tehnikas darbibas laika netiktu
pérsniegtas trok$nu emisiju pielaujamas vertibas;

¢) Savakt un nodot atkritumu apsaimniekotijiem monitoringa
veiksanas laika raduSos atkritumus;

d) Apturét vai lerobeZzot monitoringa darbus, ja atkldjas zinitnel,
kult@irai un vides aizsardzibai nozZimig geologiskie veidojum
vai citi objekti, nekavgjoties zinot par atklajumu VVD.

Atlauju parvaldes

Piesarpojuma un dabas resursu departamenta
Resursu parvaldibas dalas vaditaja A. Andrejeva

SIS DOKUMENTS IR PARAKSTITS AR DROSU ELEKTRONISKO PARAKSTU UN

Eihenberga 68206892
antra.ethenberga@vvd. gov.lv

SATUR LAIKA ZIMOGU
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ZEMES DZILU IZMANTOSANAS LICENCE
Nr. APZAZD0268

Izsniegta sabiedribai ar ierobeZotu atbildibu “GEO CONSULTANTS", registricijas
numurs: 40003340949, e-pasts: gc@reoconsultants.lyv
(pasvaldibas nosaukims, fomersanta firma wn registrdeiias numrs vai fziskds
personas Vards, wevards un personas kods)

Zemes dzilu monitoringa sistémas izveide vai monitoringa veikSana
{zemes dELiu izmamtofamnas veids)

Piesdrnotas vai potenciili piesarnotas vietas, degvielas uzpildes stacijas, naftas bazes,
katlu majas, izgaztuves. atkritumu poligoni
(licencetais objekis)

Latvijas teritorija
(licencetd obfelia administraiivd plederiba, ja iespdiams, adrese)

Licence izzniegta Rigd 01.12.2023

un deriga 10.12.2024
+ Pielikuma:
Nr.p. kL Pielikuma nozaukujmns Lpp. skaitz
1. zemes dzilu izmantodanas nosaciiomi 2

L karte vai plans, b attElo atradnes robein, licences adressta Tpaduma val
nomi esoio zemesgzbala robeZas, licences laukuma robefu ar -
robezpunktien:; tabula ar robefpunktu koordingtam LES-92 Thi sistéma
3 derizo 1zraktenn leguves linmits -

mmwmmm

Atlanju parvaldes
Piesarnojuma un dabas resursu departamenta
Eesursu parvaldibas dalas vaditdja vietnieks A Tunkurs

418 DOKUMENTS IR PARAKSTITS AR DRDE;[: ELEETRONISEO PARAKSTUUN
SATUER LAIEA ZIMOGU

Zenes dzile izmantofanas heanel val ta)3 notetkdos nosaceljumms ménsia lakd no parmodanas dienas var parsid=zst
Vides pErrandrihas valsts bargjam, 1esmepunm par apstridéiam 1emmadzot Valsts vides diensstd, Rfipmecibas 1eld
23, Big3, LV-10435, e-pasta adrese: pastefivvd goviv val izmantojot efAdresi. Saskand ar Pazipedanas likoma
9. panta otro daju zemes dziln izmantodanas hicence nzzkatima par pazipotu otraji darba diend pSc {35 nositiEanas.
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Pielikums licencei Nr. AP23ZD0268
1lapa

Zemes dzilu izmantofanas nosacljumi

I. Visparigie zemes dzilu izmantoianas nosacijumi

Licences deriguma
.

11.12.2023 Irdz 10.12.2024

=

Licences
IEsniegsanas
pamatojums

a) Likuma “Par zemes dzf1m” 10. panta pirm3as dalas 3. punkta “e”
apakipunits un 21 dala;

b)) Ministru kabineta 06.09 201 1. noteiloumu Nr. 696 “Zemes dzilu
izmantodanas licenfu un bief sastopamo derigo izraldenu
ieguves atlauju izsniegianas kartiba, k3 arf publiskas personas
zemes iznomEianas kartiba zemes dzilu izmantodanai”™ (turpmak
— ME noteilumi Nr. 696) 4.2 apakipunids.

Grozijumi

Nepieciefzmibas gadfjum3 iesniegt iesniegumu  grozijumu
veikEanai licence un grozijumu pamatojumuy Valsts vides dienesta
(turpmak — VVD) (ME noteilumu Nr. 626 34. punlds).

Zemes dzilu
iZmantoianas
ierobeioiana,
apturéiana

Zemes dzilu izmantofana var tikt ierobeZota, apturSta un licence
atcelta lilum3 “Par zemes dzilém™ 16, pant3 noteildtajos gadijumos
un noteiltajd kirtiba.

VVD informésana

Informét VVD elektroniski (e-pasts: ap@hvd.gov.Iv):

a) pirms (vElams 5 darba dienas) monitoringa sistSmas izveides
un'val veikianas konkr®td objeltd (ME noteillumu Nro 696
25, punkts);

b) par nodotajiem parskatiern  valstz  SIA “Latvijas  Vides,
geologijas un meteorologijas centrs” [turpmak — LVGMC).

I1. Monitoringa sistémas izveides vai monitoringa veikSanas nosacijumi

Normativie akii

a) Likums “Par piesZmojumu”, Ministro kabineta (Turpmak: — ME
noteikmi): 22.01.2002. ME noteilmi Nr. 34 “Noteilumi par
piesdrmojofo vielu emisiju Gdent”, 12.05.2002. MK noteikumi
Nr. 118 “Noteiloumi par virszemes un pazemes Gdenu kovalitat™,
25102005 ME noteibumi Nr. 804 “Augsnes un grunts
lvalitdtes normatti™, 27.12.2011. ME notetkumi Nr. 1032
“Atkribinu poligonu  derikodanas, athkritumu  polizonu un
izgiztuviju apsaimniekoZanas, slScifanas un  rekultivicijas
noteikumi”, 17.02.2000. ME notedkumi Nr. 158 “Noteiloumi par
prasibam attiecibd vz vides monttoringu un t2 veikianas kartibu,
piesErojofo vielu registra izveidi un informacijas pieejamibu
sabiedrfbai™, 17.02.2004. ME noteibmmi Nr. 92 “Prasibas
virszemes Gdenu, pazemes Gdenu un aizsargdjamo teritoriju
monitoringam un monitoringa programmu izstrader’™;

b) MNemt vErd, ka licence neatbrTve no Latvijas Fepublikas lilnimu
un city normativo akte prastbu ievErodanas, k3 arf paredzetajam
ekspertizém un saskanoianam.

Monitoringa
sistémas izveide un
monitoringa
veikiana

a) MNoslégt ligumu ar zemes Ipadnielm, tiesisko valdftgu wvai
pilovaroty personu par tesibEm veikt monitoringa sist®mas
izveidi vai vetkfanu (ME notetkumu Nr. 696 23, punldts);

b) Sastidit monitoringa sistémas  1zveides val  veik¥anas
programmu un saskanot to ar darbu pasaitta (ME notetkumu
Nr. 696 25. punkts);

¢) Veikt teritorijas apsekofanu dabd, izvertst Valstz geologijas
fonda piesjamos materiflus un  visu pasOfitda  sniegto
informaciju par objeldu;
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Pielikume: licencei Nr. APZIZD268
2 lapa

7. Monitorings
sistémas izveide
un monitoringa
veilZana

d} Izstr3doun fiklo verdot un 1erikot 13, la kentrol@tu preplistodd
un aizpliistodd Gdens kvalitit un pazemes Gdenu [Imenus;

g) Urbuma dzilumu noteilkt atkaribd no objekta Zeologiski-
hidrogeslogizkajiem apstikliem. Urhums jFiariko 2-3 m d=il3k
par gruntsidens horizonta virsmu;

f) Urbumu urbéanas gaiti aprakstit atzegtos 1afus lanka Zum3l3;

g} Gruntsidens kvalitites noteikfanal un konfroler, 1zurbtajos
urbumoeos lerikot grumitsfidens novsrofanas akas (turpmik —
aka). Filiru ak3 jFieviato 13, lal prumfzidens virsma ikér=otu to
pa vidu;

h) MNoteikt zkim atvern zbsolito avgstomu, izmantojot Eiropasz
Vertik3lizs atskartes =ist@mas realizdenu Latvijas tertom)a
un koordmitas, izmantojot Latvijas 1992, zada Zeodémsko
koordmdtu sist@mu {LES-52 ThM};

1) Aprikot zku atveres un wveilkt aku kr3sofanu un markdiamn
(akzs numurs we ) un teritoryas labiekdrtofann ap akim;

1) Velkt akun dziluma un grunts@dsme lEmena mérmumuos. Ja
merfjumi javele plesdrnots objektd, vizas darbibas j3veie, sikot
ar tirako aku;

k) Pirms parauzu nogemianasz katru novErofanas aku atsiknét.
Katrd konkr&tz)3 aki veikt afsmelam3 didens tilpuma aprékizm
un zekot [Idzi ddens atdzidrindiands pakipes wn dimamizk3
|Emena izmaman;

I) Pazemes ddepu un grunts paravgn analizes veild akreditstd
laboratorija;

m} Degvielas uzpildes stacyis un nafiasz bizész pazemes ddegu un
grunts paraugns atlautz pemt akreditétim laboratorij@m un
akreditétiems  kemersanfiem  (ME  noteilkbumun Mo 408
12, punktz=);

n} Monforinga =sistfmaz izverdsl val momtoringa vetkianal
derizo  izraktemu atradgu  teritoryjdm wm  fo  zpkdrmE
neplecisiame zagemt atseviiku lcenct VD,

§. Geologizka
informicija

2} Rezultitus apkopot monitormga veikianas darbu parzkati;

b) Parzskatu eleliromizki var papira form3 medot LVGEMC lidz
licencez  derfpuma  termiga beig@m  (Mimstu  kabmeta
23082002 noteibumin. Wr. 37E “MNoteikumi par geologiskis
mformEcas sistému” 4. punkts).

¥ Vides aizsardziba

a) Mapielaut grunts, zemes dzilu, virszemes un pazemes Gdegn
plesdmojumu val citu kaitdumn videl;

b) Paredzt paszkumus, la1 tehmikas darbibas laik3 metiktn
parsniestas frokinu emiziju pielanjam3s vartibas;

ch Savikt un nodot athritumu apsaimmiekeotIjiem monitoringa
velkianas laik3 raduies athritemns;

d} Apturdt vai jercbeZot monitoringa darbus, ja atklijzs zindtne,
kultiirai un vides aizsardzibai nozimizi feclogiskie veidojumi
val eits objekt, nekavdjoties zipot par atklZjumu VVD.

Atlanju parvaldes

Piesamomuma un dabas resursu departamenta
Eesursu parvaldibas dalas vaditija vietmeks A Tunkurs

SIS DOKUMENTS IR PARAKSTITS AR DROAU ELEKTRONISKO PARAKSTU UN

Jaumzem 223401194
smtija jamzemei@rrd gov. v

SATUR LAIKA ZIMOGU
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2. pielikums

Urbumu absolitie augstumi, gruntsudens limenis

Urbumu absolitie augstumi, gruntsiidens limenis Grobinas sadzives atkritumu poligona "Kivites"

26.04.2023.
Urbuma absolitais Urbuma Gruntsiadens [imenis, Gru_ntsﬁdens
augstums, m v.j.l. Urbuma faktiskais m 26.04.2023. limena
Urb. galva virs dzilums, m zem absolutais
2 zemes, T augstums, m
urbuma zemes m no urbuma | no zemes v.j.l.
galva virsma galvas virsmas 26.04.2023.
2 29,13 28,47 0,66 5,70 2,70 2,04 26,43
3 29,38 28,62 0,76 9,55 1,71 0,95 27,67
4 27,73 27,16 0,57 5,66 1,63 1,06 26,10
5 29,51 28,96 0,55 4,87 2,60 2,05 26,91

Urbumu absoliitie augstumi, gruntsidens Iimenis Grobinas sadzives atkritumu poligona "Kivites"

18.12.2023.
Urbuma absolatais Urbuma Gruntsadens limenis, Gru_ntsﬁdens
augstums, mv.j.l. | Urbuma faktiskais m 18.12.2023. limena
Urb. galva virs dzilums, m zem absoltais
e zemes, ) o augstums, m
urbuma zemes . a no urbuma | no zemes v.j.l.
galva virsma galvas virsmas 18.12.2023.
2 29,13 28,47 0,66 5,70 1,53 0,87 27,60
3 29,38 28,62 0,76 9,55 1,02 0,26 28,36
4 27,73 27,16 0,57 5,66 1,32 0,75 26,41
5 29,51 28,96 0,55 4,87 2,21 1,66 27,30
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3. pielikums
Lauka hidrokimiskie mérijumi poligona , Kivites”

Lauka hidrokimiskie mérijumi poligona , Kivites” (28.03.2023.)

Virszemes udenu mérijumi

Novérojuma punkts EVS, us/cm t°c pH
GAP-V-1 1032 1,4 7,43
GAP-V-2 195 2,2 8,01
GAP-V-3 426 2,4 6,74

Attirita infiltrata mérijumi

Noveérojuma punkts EVS, uS/cm t°c pH

GA-I-2 327 7,3 6,36

Lauka hidrokimiskie mérijumi poligona , Kivites” (26.04.2023.)

Gruntsudenu mérijumi
Urbuma nr. Limenis, m

2. 2.70

3. 1.71

4. 1.63

5. 2.60

Virszemes tdenu mérijumi

Novérojuma punkts EVS, uS/cm t°c pH
GAP-V-1 783 9.8 8.33
GAP-V-2 2710 9.3 8.01
GAP-V-3 923 9.8 7.86

Attirita infiltrata mérijjumi

Noveérojuma punkts EVS, uS/cm t°c pH

GA-I-2 482 12.4 6.13

Infiltrata merijumi

Novérojuma punkts EVS, uS/cm t°c pH

GA-I-1 14190 9.8 8.23
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Lauka hidrokimiskie mérijumi poligona , Kivites” (26.09.2023.)

Virszemes adenu meérijumi

Novérojuma punkts EVS, uS/cm t°c pH
GAP-V-1 384 12,9 7,80
GAP-V-2 607 12,9 7,35
GAP-V-3 53,1 13,3 7,76

Attirita infiltrata mérijumi

Novérojuma punkts EVS, uS/cm t°c pH

GA-1-2 620 19,9 6.46

Sadzives notekiidens meérijumi

Novérojuma punkts EVS, uS/cm t°c pH

GA-I-1 46,1 16,6 7,08

Hidrokimiskie mérijumi poligona , Kivites” (18.12.2023.)

Gruntsidenu merijumi
Urbuma nr. Limenis, m

2. 1,53

3. 1,02

4. 1,32

5. 2,21

Virszemes udenu meérijjumi

Novérojuma punkts EVS, uS/cm t°c pH
GAP-V-1 82,5 3,9 7,38
GAP-V-2 180,7 4,1 7,33
GAP-V-3 194,2 4,2 7,30

Attirita infiltrata mérijjumi

Novérojuma punkts EVS, uS/cm t°c pH

GA-1-2 833 12,0 6,24
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3. pielikums
LABORATORIJAS TESTESANAS PARSKATA KOPIJA

VIDE, SIA "Vides audits" laboratorija 5o
Dzerbenes iela 27, Riga, LV-1006
talr.: 67556152 EN ISO/IEC 17025
A www.videsaudits.lv T-261

info@videsaudits.lv
06.04.2023

TESTESANAS PARSKATS Nr. 1433-29.03-23
1. Informacija par pasutitaju
Pasiutitajs: Geo Consultants, SIA
Adrese: Olivu iela 9, Riga, LV-1004
2. Pasiutitaja informacija par paraugiem:
Objekts: Kivites
Paraugu nemsanas datums: 28.03.2023

N.p.k, Nemsanas vieta Parauga veids
1 |GAP-V-1 virszemes lidens
2 |GAP-V-2 virszemes udens
3 |GAP-V-3 virszemes udens
4 |Attirits infiltrats attirits infiltrats
3. Paraugu apraksts
N.p.k, Trauka veids Daudzums
1 |plastmasas pudele 1L
2 |plastmasas pudele 1L
3 |plastmasas pudele 1L
4 |plastmasas pudele 1L

Paraugu pienemsSanas datums: 29.03.2023, plkst. 16:10
Testésanas rezultati

Testésanas izpildes sakuma/beigu datums: 29.03.2023/06.04.2023

Nosakamais raditajs [Merv. Rezultats ni?lil::letiiﬁb_a Testésanas metodes Nr.
1. paraugs - GAP-V-1
péjais slapeklis, LVS EN I1SO 11905-1:1998
kop. mg/Ll 211 011 hvs EN ISO 13395:1996
kgglms fosfors, mg/L|  0.128 0.008 [LVS EN ISO 15681-1:2005
[Kimiskais skabekla )
atéring, KSP mg/L| 49 5 1SO 15705:2002
Hloridjoni, Cl mg/L|  12.8 0.6 |LVS ISO 9297:2000
2. paraugs - GAP-V-2
péjais slapeklis, LVS EN I1SO 11905-1:1998
kop. mg/L| 135 0.7 lvs EN IS0 13395:1996
kggjais fosfors, mg/L|  1.64 0.10  [LVS EN ISO 15681-1:2005
[Kimiskais skabekla
atéring, KSP mg/L| 86 9 1SO 15705:2002
Hloridjoni, Cl mg/L| 58.8 29  |LVS ISO 9297:2000
3. paraugs - GAP-V-3
péjais slapeklis, VS EN 1SO 11905-1:1998
E:f{op. mg/L|  4.23 021 | vs EN ISO 13395:1996
kgglms fosfors, mg/L|  0.047 0.003 [LVS EN ISO 15681-1:2005
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Nosakamais raditajs Meérv.,| Rezultats Rezult.ate_l ] Testésanas metodes Nr.
nenoteikiiba
Kimiskais skabekla .
atéring, KSP mg/L| 43 4 1SO 15705:2002
loridjoni, Cl mg/L| 211 1.1 __|LVS ISO 9297:2000
4. paraugs - Attirits infiltrats
péjais slapeklis, LVS EN ISO 11905-1:1998
E?{op. mg/Ll 159 08 I'vs EN IS0 13395:1996
kgglms fostors, mg/L|  0.067 0.004 [LVS ENISO 15681-1:2005
Kimiskais skabekla .
atéring, KSP mg/L| <6 - 1SO 15705:2002
[Hloridjoni, CI mg/L|  48.3 24 |[LVS ISO 9297:2000

~ uzdota nenoteiktiba ir paplasinata nenoteiktiba, kas aprékinata, izmantojot A tipa
(statistisko) pieeju un parklasanas koeficientu 2, kurs nodrosina 95% ticamibas [imeni.
Rezultati, kas mazaki par metodes noteik$anas robezu (MDL), uzdoti ar Zimi "< “.
Skaitlis, kas atrodas aiz zimes “< “, ir vienads ar MDL.

Testésanas rezultati attiecas tikai uz konkrétajiem paraugiem!
Paraugu nemsanu veicis pasititajs.
Testésanas laboratorija nav atbildiga par pasifitaja sniegtajam zinam p.2.

Laboratorijas vaditajas vietniece: Natalija Gorbunova

Bez SIA "Vides audits" laboratorijas rakstiskas atlaujas test@sanas parskata reproducé$ana
nepilna apjoma ir aizliegta!

Rezultati ir sagatavoti elektroniski un ir derigi bez paraksta.
Testésanas parskats Nr. 1433-29.03-23
-KD-5-19-3-15-03-2007
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SLA *Vides sudits" horatonja fu s
Drirbeenes iela 27, Riga, LV-1006

talr.: 67356132 EN ISOVIEC 17025
ywidesaudits. v T-261
minfvidesaudsts by

2208023

TESTESANAS PARSEATS Mr. Z058400.0%23
1. Informiaclja par pasatitajo
Pasutitdjs: Geo Consultants, 514
Adrese: Ofivu iela 3, Riga, LV-1004
2. Pasititija informacijs par parangiem:

Ohjekis: Knites
Paraugu neméanas datwnes: 26004, 2025
Dk Nemsanas vieta Parauga weids
1 Ju2 prantsidens
2 | jprantsudens
] ] nisudens
4 Enuudﬂu
5 JGAPESL ckidens
[ 123 El._lrnls
T JArt mt jitimts inblirats
8 JGAPYI rirszemes Gdens
E ] frireeemies adens
_]ﬂ_% irzemes Gaens
3. Parawgu apraksis
.k Trauka veids Daudzums
1 msimasas pudels 0 5L
2 astmasas pudele SN
] mimasas pudele TEN
4 msimasas pudels 0 5L
5 astmasas un stkla podeles 0 SL+0 51
[] mimasas un stikla podeles 1L+1L
T mimasas pudele TEN
g mrbmasas pudels %%.
mbmasas pu B
10 |jplastmasas pudele 1L
Paraugu plenemf£anas datams: (305 2028, plist. 11:10
Testédanas rexultii

Testitianas trpddes siioomajibsedgo datums: 05308 2008238 06 2023

BP— ~— | Rezultem - ~
Mosakamais raditaps pdeéry] Rezuliats nenoteikil Testeianas metodes Mr.
T -

Jopias Sapois, VS EN [50 11905-1:1594
oy mgil{ 0275 L0 hve BN IS0 133951996
EEJH‘;J““E“““‘- mgrl| oose BO0E LV EN IS0 15681-1:2004
Hisridjant, C1 molL] 6.0 03 |IvE IS0 52502000

iskals skabekla ool 2 IS0 18705:2002

@_EP 2, paramgs - U3
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Mesakimais riditigs Marv] Reruties | Reml3 | ooina: motodes Nr.
Gl =7 IO T
ey, |rug|'L 0071 D008 [LVS EN IS0 15681-1:2005

A TT JLVE 150 Ga9T 200
mgil] <& : S0 15705: 20

| 3. -4

Popoeesipetli Ingn] 109 | a5 [RNEENISD eaniue

Eﬂ"_‘““f““- |rng|'L 0077 D005 JLVS EN IS0 15681-1:2005

VE 150 9207 2000
S0 15705: 2002

Bipeess sipellis  fmg] oa1e - |Ve BN 150 133051906 |

ﬁ;"’?‘_“"“’”"’“- |rng|'L 0,054 GO0 [LVS EN IS0 15681-1:2008

Torsdjani, C1 v i |Lve 150 92572000

;“m"‘é;“"l“ Irngn'L < . im0 15705.2002

.'-.plnugl-ﬁﬂm

uspendetas vielas  [magil ] 1 Vo ERATLE0E |

ha;_m';*ﬁé‘ib"”"lmgu 1490 138 [LVS EN IS0 5815.1:2020

;“m"‘é;""‘“ |r|:|g|'L 5223 522 fs0 15705200
i =0 I T 3
s, |r|:|g|'L 0.067 D004 JLVS EN IS0 15681.1:2005

. - INF
e |“"9"'- i 130 e minan sxaestioo

Ty s, |r|:l_:||'L 661 040 JLVS EN IS0 15681.1:2005

Hiondpon:, G [mgi] 108 50 |LvE 150 S297 2000

;“m‘_"é:;"*"l“ |r|:|g|'L 4648 465 50 15705200

T - ALLInf

Tondjont, o [maiL :%, 0% Eh [50r 1000412004

el 0 T T R

Fﬂ"{‘"“’”"’“- |r|:|g|'L 0271 D016 [LVS EN IS0 15681-1:2008

inloply kel |rug|'L 2 7 Js0 157052002
i TR T8 |LvS EN (50 10004 13
1.8 a7 |LVS EN IS0 10304.1:2

SIA Geo Consultants, 2023



Virszemes tidens un infiltrata attiriSanas monitorings Grobinas sadzives atkritumu poligona "Kivites"” 2023. gads

Mosakimais riditigs Marv] Rezultits | R2P38 | pociizanas metodes N
:m‘]‘;“"’“""‘f mgrL| <non . [Lvs BN 150 1030412009
. VE 150 GAI5A 1990
1 :1

iy ILWS EN S0 84672000

. VE 150 2001000
147 JLVE EN [50 155062007
: VG N G0 155AG- 2001

. ¥ 1
g7 LS EN G0 155852001
- W5 EN G0 12B45201 2

i 14:
- W5 EM [5G0 10GAG 20 |
g Wh IS0 BIED- 2000
1.2 LS 1500 S6H64-2000

ILW'S EN (S0 581512020

IL%S EN 50 10905115958
ILWS EN (S0 133951996

0004 [LWS EN IS0 1568102005
g LWS IS0 2072100
g IS0 15705; ez

il

[TV ER 150 1100511550
LS EN [50 133951996

0006 [LWS EN IS0 1568112005
a3 LS 150 G207 200
-] NS0 1505, Jid:

1 IV IR 50 10304-1:2004
49 [YSEN IS0 11905-1:1954
: LWS EN IS0 1330951906

0007 LWS EN IS0 15681020005

6 50 1570 5: 2
7 W5 EN 50 10304-1:2
il NS EN S0 5815102020

[LLi 1] IL%S EN IS0 10304-1:2 004

iy WS EN IS0 Jﬂiﬂd-]:iﬁ
. Y =1
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- Heraltita .
Rezuoltits Irl:nntl:ll 5t TesteSanas metodes Mr.
306

(1] W5 1500 07501 950

4 W5 EN [50 84672000

: %'.m
] 1

LYS EM IS0 155862003

) V5 EN [50 155862003

] Emm
: W5 ER [50 TZBAE201) |
D059 [Stand Moth 31118:2017

L4 Y5 150 56642000

* Rezultats atrodas interdla starp metndes notedéanas mobefu (MOL) un maziko kbantitativi
nosakimno inncentraciju (L), Nenobeiktiba Saja intervala var sasniegt 50%.

- uzdotd nenoteikiiha ir paplafindth nenoteiktiba, kas apréiomata, Tmantnjot A tipe
|statistisko) pieeju un paridifanas kneficentu 2, kur nodrodina 53% boamihes lmeni.
Rezultah, kas mariki par metndes notedicanas robefu (MOL), uzdob ar f@mi =< ©.
Skaitlis, kas atrodas alr dmes "< ", r vienads ar MDL.

TestiSanas reaultati attiecas tikai uz konkrétajiem paraugiem!
Paraugn nemEsn veick pasotitajs.
TestizSanas laboratorija nav athildiga par pasititajs smoegtagEm rindm p.l

Laboratorijas vaditajas vietniece: Natalijs Gorbunowa

Bez S1A "¥ides audits® laboratorijas rakstiskas atlaujas testédanss parskata reproduciiana
nepilnd apjom ir aizliegta!

Rezultah ir sagatavotl elelironski un ir dedg bez paraksta.
Testitdanas parsiats Nr. 20580050321

FED-5- 183 15-00-22007
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SIA "Vides audits” laboratorija okl
Dzerbenes iela 27, Riga, LV-1006
talr.: 67556152
www.videsaudits.Iv

info@videsaudits.lv

EN ISOVIEC 17025
T-261

13.10.2023

TESTESANAS PARSKATS Nr. 4994.27 00-23
1. Informacija par pasutitaju
Pasutitajs: Geo Consultants, SIA
Adrese: Olivu iela 9, Riga, LV-1004
2. Pasititaja informacija par paraugiem:
Objekts: SAP "Kivites", Grobinas pagasts
Paraugu nemsanas datums: 26.09.2023

N.p.k NemsSanas vieta Parauga veids
1 W1 wirszemes tdens
2 V2 wirszemes tdens
3 Vi wirszemes ddens
4 |Attiritais infiltrats attirits infiltrats
5  [Sadzives notelideni motekudens

3. Paraugu apraksts

M. p.k. Trauka veids Daudzums
1 |plastmasas pudele 1L
2 |plastmasas pudele 1L
3 |plastmasas pudels 1L
4 |plastmasas pudele 1L
5 |plastmasas un stikla pudeles 1L+1L

Paraugu pienemsanas datums: 27.09.2023
Testésanas rezultati

Testésanas izpildes sakuma/beigu datums: 27.09.2023/13.10.2023

Nosakamais raditajs Mérv| Rezultats | REZUMAta | pogiass nas metodes Nr.
nenoteiktiba
1. paraugs - V1
s a9 ImgiL| 86 9 [ISO 15705:2002
Gjais slapeklis, LVS EN ISO 11905-1:1998
Kuki;p. mg/l| 1.60 008 lvs EN 1S 13395:1996
ku;ﬁ‘s fostars, mg/L| 0.001 0.005 [LVS EN ISO 15681-1:2005
Toridjoni, Cl mg/L| 177 1.1 |LVS EN IS0 10304-1:2009
| 2. paraugs - V2
miskais seapelde Img| 96 10 [[SO 15705:2002
Zjais slapeklis, VS EN ISO 11905-1:1998
mp_ mg/L|  9.06 045 |yg EN 1S0 133951996
ﬂff{'g;ia‘s fostars, mg/L| 0.240 0.014  [LVS EN ISO 15681-1:2005
Toridjoni, CI mg/L| 885 53 |LVS EN ISO 10304-1:2009
j g
| 3. paraugs - V3
miskais Saeide mgL| 47 5 Pso 15705:2002
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Nosakémais raditijs [Mérv| Rezuitats | REZWaM " | pogtessnas metodes Nr.
nenoteiktiba
Zjais slapeklis, [VS EN 15O 11905-1:1998
Enki;p. mg/L| 958 048} ys EN ISO 13395:1996
ku;ﬁ“ fosfors, mg/L| 0.187 0.011 [LVS EN ISO 15681-1:2005
| Hloridjoni, CI mglL| 735 14 JLVS ENISO 10304-1:2009

4. paraugs - Attiritais infiltrats

amiskais skabekla

térind. KSP mg/L|  12* 1SO 15705:2002
Ejais slapeklis, LVS EN SO 11905-1:1998
Kuki;lp. mg/l| 221 1.1 hvs EN IS0 13395:196
Eﬁ:ﬂﬁ fosfors, mg/L| 0.112 0.007 [LVS EN ISO 15681-1:2005
loridjoni, Cl mg/L| 741 44 |LVS EN IS0 10304-1:2009
3. paraugs - Sadzives notekudeni
Suspendétas vielas  |mg/L] 12 1 LVS EN 872:2005
E;‘t’fn“;‘gkﬁg;é‘“hema mg/L| 157 011  [ISO 5815-2:2003
misals ad® Img|  15* 1SO 15705:2002
Sjais slapeklis, VS EN ISO 11005-1:1998
mp_ mg/l| 139 007 }vg EN IS0 13395:1996
E‘:E;Ja“ fosfiors, mg/L| 0.093 0.006 [LVS EN ISO 15681-1:2005

" Rezultats atrodas intervald starp metodes noteiksanas robeiu (MDL) un mazako kvantitativi

nosakamo koncentraciju (LQ). Nenoteiktiba $aja intervala var sasniegt 50%.

~ uzdotd nenoteiktiba ir paplasinata nenoteiktiba, kas aprékinata, izmantojot A tipa
(statistisko) pieeju un parklasanas koeficientu 2, kurs nodroSina 95% ticamibas limeni.
Rezultati, kas mazaki par metodes noteik$anas robezu (MDL), uzdoti ar zimi “< *.

Skaitlis, kas atrodas aiz zimes “< ", ir vienads ar MDL.

Testesanas rezultati attiecas tikai uz konkrétajiem paraugiem!
Paraugu nemsanu veicis pasotitajs.
Testésanas laboratorija nav athildiga par pasufitaja sniegtajam zinam p.2.

Laboratorijas vaditajas vietniece: Natalija Gorbunova

Bez SIA "Vides audits" laboratorijas rakstiskas atlaujas testésanas parskata reproducésana

nepilna apjoma ir aizliegta!

Rezultati ir sagatavoti elektroniski un ir derigi bez paraksta.
TestéSanas parskats Nr. 4994-27.09-23

1-KD+5-19-3-15-03-2007
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CERTIFICATE OF ANALYSIS

Work Order : PR2400264 Issue Date - 15-Jan-2024
Customer : SIA GEO Consultants Laboratory - ALS Czech Republic, s.r.o.
Contact - Janis Abelting Contact - Client Service
Address : Olivu street 9 Address - Na Harfe 336/9 Prague 9 - Vysocany
LV-1004 Riga Latvia 190 00 Czech Republic
E-mail : ge@geoconsultants.lv E-mail : customer.support@alsglobal.com
Telephone o Telephone - +420 226 226 228
Project : CSA Poligons "Kivites", Grobinas Page :10f6
pagasts, Dienvidkurzemes novads
Order number S Date Samples - 02-Jan-2024
Received
Quote number - PR2022SIAGE-LV0001
(CZ-207-22-0781)
Site P Date of test : 02-Jan-2024 - 15-Jan-2024
Sampled by - customer QC Level - ALS CR Standard Quality Control
Schedule
General Comments

This report shall not be reproduced except in full, without prior written approval from the laboratory. The laboratory is
not responsible for information provided by the customer.

The laboratory declares that the test results relate only to the listed samples. If "ALS" is not included in the test report in
the *Sampled by" section, then the results refer to the sample as received.

Sample(s) PR2400264/001-003, 008, method W-METMSFL - LOR for particular sample(s) raised due to matrix

interference.
Responsible for accuracy Testing Laboratory No. 1163
A by CAI g to
CSN EN ISO/IEC 17025:2018
Signatories Position
Lubomir Pokomy Country Manager

L 1163

The company is certified according to CSN EN ISO 14001 (Environmental management systems) and CSN ISO 45001
(Occupational health and safety management systems)

SIA Geo Consultants, 2023
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lage Date - 15-Jan-2024
Page s 2olB
Wark Order - PRE4D0Z64
Cusiomer - SIA GEO Consultans
Analytical Results
Sub-Matr: GROUNDWATER Clienf sample 1D Kivites 2 Kivites 3 Kivites 4
Labovatary sample I PR2Z400264004 PR2400264005 PR2400264006
Ciient sampiing date / time 18-Dec-2023 19-Dec-2023 18-Dec-2023
MU Result MU Result MU
migil — <0005 — <0.005 —
Nonmetallic Inorganic Paramaters
Ammonia and ammaonium ions W-NH4-SPC 0.020 gl 0.034 £ 150% 0.728 + 15.0% 103 = 1540
as M
Ammania and ammonium ions W-NH4-SPC | D.026 gl 0.044 £150% 0.934 +15.0% 133 £ 1500
as MH4
Biochemical Oxygen Demand W-BODS-0XYL 1.0 migil <1.0 — <1.0 — 1.5 + B
(BOD 5)
Chemical Oxygen Demand W-COD-SPC 50 [ 147 +21.6% 118 +333% 14.3 = Zhir%
{COD-Cr)
Chemical Oxygen Dermand W-CODMM-SPGC 0.50 mgil 343 £300% B.TE +30.0% 33 + 30
{COD-M}
Chilaride W-CL-IC 0.100 migil 4.13 = 150% 16.8 £ 150% 6.11 * 1500
Nitrate as N W-NO3-SPC 0.060 migiL <080 — <0080 _— <0.060 —
Nitrates W-NO3-5PC 0.27 gl <0.27 — <0.27 — =027 —
Mitrite » Nitrate as N W-NNO-SPC 0.0E0 mgiL <050 — «<(DED — <0.060 —
Nitrite &5 N W-NOZ-5PC | o.0zo mglL <(1.0020 — <0.0020 — <0.0020 —
Mitrites. W-NO2-5PC 0.0050 migil (.0050 — <0.0050 — <. 0050 —
Phosphorus (a5 P205) W-PTOT-5PC DAz0 migil <0120 — 0.173 £ H1.0% D421 = B
Total Kjeldahl Nitrogen as N W-NKJ-PHO 0.50 mgil 0.58 B06% 1.42 £39% 891 = 20T
Total Nitrogen as N W-NTOT-CC 1.0 mgiL <1.0 — 1.4 — [X] —
Total Phosphorus as P W.FTOT-SPC | 0.050 mgiL <0.050 — 0.075 t200% 1184 ey
Total Phosphorus as PO4 3- W-PTOT-SPC 0.150 mglL <150 — 0231 £H.0% 0564 = B
Dissolved salids dried at 105 °C W.TDS-GR 10 migil 568 8% 552 9% 4B =0E%
Sulphate &5 504 2- W-ANENY 0.0B0 migil 0.782 £ 150% 18.2 £ 15.0% 6.07 = 1500
WMETMSFLZ 10.0 L 124 £ MOL0% B0.3 + 10.0% 128 £ s
W-METMSFLL1 0.020 gL <020 —_ <020 — <0.020 —
W-METMSFLL1 | 0.200 il <0200 — <0200 - <D.200 —
W-METMSFLL1 0.050 @’L 0T = 11.1% 0280 +11i% .33z + 1%
W-METMSFLZ 10 bgl <10 —_ <10 — =1.0 —_
WMETMSFLZ 2.00 pgl 240 £ 0% B.2T £ 10.0% 131 £ 100
W-METMSFLL1 0.050 pariL. i), 050 — «i)_ 050 — <0050 —
W-METMSFLZ | 0.50 I@‘— BS3 = PWOL0% 518 + 100% ‘|H + Tlulrs
W-HG-AFSFL 0.1 00 pgfL <1.0100 — «0.0100 — <(.0100 —
W-METMSFLZ 20 gL 14.5 £ 100% 47 £10.0% 66 = 100rs |
C10 - C40 Fraction W-TPHFIDO1 50.0 gL <50.0 — | <50.0 _— =50.0 —
Sub-Malrix: GROUNDWATER Chenf sample iD Kivites 5 — —
Labovatary sample 1D PR2400264007 —_ —
Cliant sampiing date / time 18-Dec-2023 - —_—
Result MU Result Mu

arameters

Nonmetallic Inorganic Parameters

Ammonia and ammenium ions W-NH4-SPC 0.020 mgll 0200 2 150% - — — _
as N

Ammodnia and ammonium ions W-NH4-SPC D026 mgll 0258 + 15 0% —— — - —
as NH4 |

Biochemical Oxygen Demand W-BODS-0XYL 1.0 mgiL 21 £24.4% — — - —
(BOD 5)

Chemical Oxygen Demand W-COD-SPC 50 gl 147 + 1. B% i — e —_
{COD-Cr)

SIA Geo Consultants, 2023
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lssye Crabe: - 15-Jan-2024
Page c3olg
Work Order - PR2400264
Customes - 5IA GEO Consultanis
Sub-Matrix: GROUNDWATER Chent sample 10 Kivites 5 — —
Regult LL1] Result MU
Nonmetallic Inorganic Parameters - Continused
Chemical Oxygen Demand W-CODMN-SPC 0.50 migil 220 2 30.0% . — — —
{COD-Mn}
Chioride W-CL-IC 0.100 mglL 579 + 15.0% e — — —
Mitrate as N ‘W-ND3-SPC 0.DED mgil <0080 — - — - —
Nitrates W-NO3-SPC 0.27 gL <0.27 — [ — — —_
HNitrite » Nitrate as N W-NNO-SPC D.060 mgiL ) DED — — — — —
Nitrite as N W-NOZ-SPC | 0.0020 gL 0.0041 $150% — - — _
Nitrites. W-NO2-SPC 0.0050 mglL 0.0138 + 15.0% e — — —
Phasphorus (as P205) W-PTOT-SPC D120 mgil 0773 2200% — — — —_
Total Kjeldahl Nitrogen as N W-NK.J-PHO 0.50 mglL 0.68 252 2% — — — —_
Total Nitrogen as N W-NTOT-CC 1.0 mgiL <10 — — — — —
Total Phosphorus as P W-PTOTSPC | 0.050 gL 0337 170.0% — - — _
Total Phosphorus as PO4 3. W-PTOT-SPC 0.150 mglL 1.03 +200% = — — —
Disgsolved solids dried at 108 °C W-TDS-GR 12 migil =0E% e _— — —
Sulphate as 504 2- W-AMNENY 0.DED mgil 16.6 2 150% -— — — —_
W-METMSFLZ 10.0 pgl 0.8 2 100% — — f— —
W-METMSFLLY | 0.020 L <0020 —_ —— — — —_
W-METMSFLLY 0200 L <200 — - _— - .
W-METMSFLLY D.050 pgll 0.8E2 2 100% — — — —
W-METMSFLZ 1.0 ugl 1.0 — — — — —
W-METMSFLZ 2.00 pgl T.B2 2 100% — — - —
W-METMSFLL1 D.050 L <0050 —_ —— — — —_
WMETMSFLz | 0.50 gL 562 +100% — -~ — _
Mercury W-HG-AFSFL 0.0100 L i].0100 — - — — _
Zinc W-METMSFL2 2.0 pglL 146 * 100% - — — — ]
C10 - C4D Fraction W-TPHFIDO1 50.0 [Tl =50.0 — | — _— | — .
Sub-Matrix: SURFACE WATER Chient eampie i Kivites V1 Kivites V2 Kivites W3
Labovatory sampie D PR2Z4002640017 PR2400264002 PR2400264003
Ciierd samping date / time 18-Dec-2023 18-Dec-2023 18-Dec-2023
Result LL1] Result MU
Phenal Index J <0005 _ <0.005 — |
Nonmetallic Inorganic Parameters
Ammonia and ammanium ions W-NH4-SPC D020 mgil LR F] = 150% 0242 + 15.0% 0264 + 15.0%
as N
Afrimadnia and smmanium ions W-NH4-SPC D026 migill 0.145 2 150% 0.312 £ 15.0% 0.340 & 15.0%
as NH4
Biochemical Oxygen Demand W-BODS-OXYL | 10 mglL <10 —_ <10 — 10 * B
(BOD 5)
Chemical Dxygen Demand W-COD-SPC 5.0 gL E1.9 2 16.6% 531 + 16.9% 50.2 +17.0%
[COD-Cr)
Chermical Oxygen Demand W-CODMM-SPC 0.50 mgil 20 £30.0% 208 +30.0% 18.2 £ 300
{COD-Mn}
Chioride W-CL-C D03 mgiL 4.82 2 150% 7.95 +15.0% 8.20 £ 150%
Nitrate as N W-NO3-SPC D.060 mglL 0.246 — 0.874 — 128 —_
Nitrates W-NO3-SPC 0.27 mgiL 1.08 — 38T — 570 —
Nitrite + Nitrate as N W-NNO-SPC | D.0EQ gL 0.253 2 200% 0.921 + H.0% 1.20 + 20
Nitrite as N W-NOZ-5PC 0.0020 mglL 0.0072 2 15.0% 0.0472 2 15.0% 0.0038 * 15.0%
Nitrites W-ND2Z-5PC 0.0050 mgil 0.0238 2 150% 0.155 +15.0% 0.0123 +150%
Phosphorus (as PZOS) W-PTOT-SPC 0.120 mgll <) 120 — 0.169 + 30 0% 0.188 * 20
Total Kjeldahl Nitrogen as N W-NKJ-PHO 0.50 mgiL 1.22 2 358% 1.70 +20.0% 1.58 + 200%
Total Nitrogen as N WNTOT-CC | 1D gL 15 - 26 - FE] —
Total Phosphorus as P W-PTOT-5PC D.050 mglL <0050 —_ 0.074 + 20 0% 0.081 * 2005
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lzsue Drate

Work Order

- 15-Jan-2024

cdolf

. PR2Z400264

- SIA GEO Consultanis

Sub-Mafrix: SURFACE WATER Ciignt ssmple 1D Kivites V1 Kivites V2 Kivites V3
Labovatovy sample iD PR2400254001 PRZ400264002 FR2Z400264003
Client sampiing dale / time 18-Dec-2023 19-Dec-2023 18-Dec-2023
Rezult MU Rasult MU
gl 0.226 + 0% 0.248 £ 200%
Dizsolved solids dried at 105 "C W-TDS-GR 10 gl 117 £ 104% 178 2 102% 180 & 10.0%
Sulphate as S04 2. W-ANFENY D.0BD gl i + 15.0% 121 + 15.0% 128 + i50%
W-METMSFL2 10.0 gL =50.0 — =50.0 -— =50.0 —
W-METMSFLL1 DLDZ0 gL «0.100 — <. 100 — <0, 100 —
W-METMSFLL1 0200 gL 1.35 = 14E% 123 +15.3% 1.38 = 1478
W-METMSFLL1 D050 [T <0250 — < 250 — <0.250 —
W-METMSFLZ 10 L <50 — <510 — <50 —
W-METMSFLZ 2.00 gL 488 = 100% T2 + 100% 388 = s
W-METMSFLL1 0.0S0 gL 0.518 +135% 0.424 +142% 0.408 = 44%
W-METMSFL2 0.50 [T 1.54 £10.0% 132 2 10.0% 1.57 £ 1000
W-HG-AFSFL .oo0 bl 0.0108 £100% <0.0100 — <0.0100 —_
W-METMSFLZ 20 [N 16.8 £100% 1.0 +100% <10.0 —
<50.0 — =50.0 —
Sub-Mafrix: WASTEWATER Ciienf sample i Kivites Att. INF. —— —
Labovatory sample D PR2400254008 — -
Client samping date f tims 19-Diee-2023 - —
Result MU Razult MU

Nonmetallic Inorganic Parameters

Ammonia and ammonium ions W-NH4-5PC DLDZ0 mglL 44T = 15.0% — — - —
as M
Ammaonia and smmonium ions W-NH4-5PC D.0zE migil 576 £150% — — - —
as NH4
Biochemical Oxygen Demand W-BODS-0XY 10 mgll 21 + 24E% — — o —
(BOD 5)
Chemical Oxygen Demand W-COD-SPC 5.0 mgil 75.8 £163% — — — —_
(COD-Cr)
Chaemical Oxygen Demand W-CODMM-SPC 0.50 mglL T = 300% - — — —
{COD-Mn)
Chiaride W-CL-IC 0.100 mgiL T6.5 £150% — — — —
Nitrate as N W-MO3-5PC 0.DED mgilL <. DE0 — — — e —_
Hitrates W-NO3EPC | 0.27 il <027 _ — . — .
Mitrite + Mitrate as N W-NNO-SPC D.0BD mglL <0.060 —_ — — o —
Mitrite as N W-NO2-5PC 0.0020 gl 0.0071 £ 150% — — — _
Nitrites W-NO2-5PC 0.0050 migil 0.0234 £ 15.0% - — — —
Phasphorus [as P205) W-PTOT-SPC 0120 gl 205 £300% - — — —
Total Kjeldahl Nitrogen as N WeNK-PHO | 0.50 mgil 423 T200% — - - -
Total Nitrogen as N W-NTOT-CC 1.0 mgiL 493 — — — — —
Total | as P W-PTOT-SPC 0.050 gl 0.896 £200% — — — —
Total as PO4 3- W-PTOT-SPC 0.150 mgilL 275 £300% — — — —
Dissolved solids dried at 105 "C W-TDS-GR 10 mgll 375 T - — — _
W-ANLENY | DDBD il 120 +1E0% — -~ — -
Cations
W-METMSFL2 0.0 gl 1250 £100% — — —— —
W-METMSFLL1 D.020 L <0.100 — — — — —
W-METMSFLL1 D.2D0 gl 229 £107% —— — - —
W-METMSFLL1 0.osh [T 0.925 +100% — _— . —
W-METMSFL2 1.0 gL 7.2 + 10L0% - _— ] —_
WAMETMSFLZ | 2.00 s 218 +100% — - - -
W-METMSFLL1 0050 gL 482 £ 104% — — - —
W-METMSFL2 0.50 bl 248 £ 100% . — - —
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. 15-Jan-2024
:56l6

. PR24D0ZE4

. SIA GEO Conaultants

Sub-Malrix: WASTEWATER

Result MU Result MU
lsum Hydrocarbons
€10 - C4D Fraction W-TPHFIDO1 50.0 [ <50.0 — | — — | — —
When sampling date i nol provided by the dient, the laboralory delermines il for procedwral reasons, then it is equal o the dabte of receipl of the sample
io the |aboratory and iz displayed in brackets. Measuremeni unceriainly s expressed as expanded measurement uncerainty with coverage facior k

2, regresenting 95%
Key: LOR = Limit of reporing

dence [evel.

MU = Measurement Uncariainty. The MU does not include sampling uncertainty

Brief Method Summaries

Analytical Mathods | Method Descriptans

Location of hest perdformance: Bendiova 1657/7 Ceska Lipa Czech Republic 470 01

W-NK.J-PHO CZ_S0P_DDE_07_007.A (CSN EM 25663, CSM IS0 7150-1) Determination of Kjeldahl nitrogen by spectrophatometry.

W-PHI-CFA CZ_S0P_DDE_O7_066 (CSN EN 150 14402, SKALAR company methodology) Delenmnation of phenols by continuous flow
analysis (CFA) method spectropholomelrically.

Location of lest performance: Na Harfe 3369 Frague 9 - Vysocany Czech Republe 190 00

W-ANI-ENWY CZ_S0P_DDE_0Z_066 (CSN EM |S0 10804-1) Delermination of dissolved fluorde, chioride, nitte, bromide, niraie  and
sulphate by jon liquid chromatography and calculaion of niite nitogen and nitate nitrogen and sulphate sulphur  from
measured values including the calcutation of total mineralzation.

W-BOD5-0XY CZ_S0P_DDE_0Z_077 (CSN EN IS0 58151, SM 5210B) Determinalion of bicchemical oxygen demand elecirochemically afies
n days (B00n) by diution method with allyithicurea addition.

W-BODS-0XYL CZ_SOP_DDS_02_0TE (CSN EN 1838-2, 150 5815-2, SM 52108).

Detenranation of bochemical oxypen demand electrochemically attar n days (BO0n) by method for undiuted samgles.

W-CL-IT CZ_S0P_DDE_02Z_066 (CSN EM IS0 10804-1) Delermination of dissolved fluorde, chioride, nitte, bromide, nirate  and
sulphate by jon liquid chromatography and calculaion of niile nirogen and niate nirogen and sulphate sulphur from
measured values including the calcutation of total mineralzation.

W-CODMN-SPC CZ_S0P_DDS_02 092 (CSN EM IS0 B467) Delermination of chemical oxygen demand using pesmanganate (CODMn) by
fitration.

W-COD-S5PC CZ_SOP_DDS_02Z 076 (CSN IS0 15705) Delermination of chemical cxygen demand using  dichromate  (COD-Cr) by
photometry.

W-HG-AFSFL CZ_S0P_DDE_02_096 (US EPA Method 2457, CSMN EN IS0 17852) - Delesmination of Mercury by Fluorescence
Spectrometry. Sample was fllered by microfiller with porosity 0.45 prm followed by nifric ackd addition prior 1o analysis.

W-METMSFLZ C2 S0P _D0DS_02_002 (US EPA Method 2008, CSH EN IS0 172842, US EPA Method B0204A, CSM 757358) - Determination
of elements by mass specliometry  with inductively coupled plasma  and  stoichiometnc  calculations of  compounds
conceniralion from measured values including the calculation of tolal mineralization and calculating the sum of Ca+Mg
Sample was filtered by microfiter with poresity 0.45 m followed by nitric scid additen prioe to anatysis.

W-METMSFLLY CZ_SOP_DDS_02Z_002 (US EPA Method 2008, CSN EN 150 17284-2, US EPA Method B020A, CSM 757358) - Detemmination
of elemenis by mass speciromelry with induciively coupled plasma and  sipichiomelic calculaions  of  compounds
concentration from measured values including the calculation of tolal mineralization and calculating the sum of Ca+Mg
Sample was filtered by micrafiter with ponesity 0.45 pm followed by nitic acid additen priof 1o anatysis.

W-NH4-5PC CZ_S0P_DDE_02_018 (CSN EN IS0 11732, CSN EN IS0 13385, SM 4500-NO2-, SM 4500-NO3-) Delemmination of sum ol
ammonium and ammonium lons, nidle and the sum of nitile and nitrate lons by discrete spectropholometry and calculation of
nitrite, nitrale, ammonia, inorganic, organic. iotal nirogen, free ammonia and dissociated ammonium  ions  fom  Measured
wvalues inchuding the calculation of iotal minecalization

W-NNO-SPC CZ_S0P_DDE_0Z_018 (CSN EN IS0 11732, CSN EN IS0 13385, 5M 4500-NO2(-), SM 4500-NOG(-)) Determination of nitribe]
sum and sum of niite and nitrale mrogen by discrele  spectropholomelry and  calcutation of nitrites and nitrates  from
measurad values

W-NO2-5PC CZ_50P_D0E_02 09 (3N EM IS0 11732, &SN EM IS0 13395, SM 4500-M02-, SM 4500-MO3-) Delenminabion of nitrite sum
and sum of nitdte and nitrate nitrogen by discrete spectophotometry and calculation of niirites and nitrates fom messured
values

W-NOE-5PC CZ_S0P_DDE_0Z_018 (CSN EN IS0 11732, CSM EM IS0 13395, SM 4500-MO2-, SM 4500-MO3-) Delenmination of nitrite sum)
and sum of nitdte and nitrate nitrogen by discrete spectophotometry and calculation of niirites and nitrates fom messured
wables
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Wark Oeder . PR2400264

Customes . SIA GEQ Consultants

Analytical Methods Memhod Desenptions

W-NTOT-CC CZ_SOP_DDS_0Z_018(CSN EN IS0 11732, CSN EM IS0 13385 CSM EN 16132, S5M 4500-NO2(-). SM 4500-NO3(-)}
Determination of sum of ammonium and ammonium  jons, nitite and he sum of niite and niate jons by  discrele
spectrophotometry and  determination of nitite, nivate, ammonia, Inorganic, organic, fotal nirogen, fee ammonia  and
dissociated ammonium kons by calculation from measured values including Me calcutation of tatal mineralzation.

W-PTOT-SPC CZ_S0OP_D0S_02_080 Determination of fotal phosphorus by discrete speciiophotometry and  calculation of phosphorus  as
P205 andPO43-from measured values. (CSM EN IS0 6878 and CSN IS0 15681-1).

W-TDS-GR CZ_SOP_DDE_02 071(CSN 757346, CSN 757347, CSN EN 15216, SM 2540C) Determination of dissolved solids (RL) and
dissolved solids annealed [RAS) using glass fibee filters by gravimetry and calculaion of loss on igniion of dissolved solids
(RLS50) fram measured values (glass microfibre Mer of porosity 1.5 um - Environmental Express).

W-TPHFIDO1 CZ_SOP_D05_03_151(E5N EN IS0 9377-2; US EPA Method BO1S, US EPA Method 3510) Delerminaion of exiractable
substances i the range of hydrocarbons C10- C40. Meir frections by calculalion from measwed vales using the gas
chiomatography method with FID detection

The symbol " for the method indicates a test outside the scope of accreditation of the laboratory or subcontracior. If the UMICO-SUB
code is staled in the method table, this only informs that the fests have been performed by a subconfractor and the results are given
in an annex fo the test repor. incleding information on test accreditation. If the lab wsed for malrix outside the scope of accreditation or
non-standard sample matrix procedure specified in the accredited method and issues non-accredited results, this fact is siated on
the title page of this protocol in the section "Motes”. If the test report shows the results of subcontracting, the place of performance of
the test is outside the laboratories of ALS Czech Republic, s.r.o.

The method for calculating of the summation parameters is available on request in the customer service.

The end of the certificate of analysis
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