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levads

Saskana ar pakalpojuma TstenoSana planotajam aktivitateém, pakalpojuma realizacijas gaita
istenoti $adi darbi:

a) Troksna Itmena aprékinu modela izstrade.

b) NepiecieSamo ievades datu sagatavoSana modeléSanas veikSanai.

c) Troksna izplatibas modelu izstrade atsevisku iekartu darbibas rezultata un summara
trokSna limena novertgjums.

Apréekini veikti atbilstosi Latvija noteiktai likumdoSanai, prasibas ieklautas $ados dokumentos:

e MK Noteikumi Nr. 16-7.01.2014. Troksna noveértésanas un parvaldibas kartiba.
e MK Noteikumi Nr.432- 17.09.2019. “Noteikumi par Latvijas bavnormativu LBN 003-

"9

19 "Buvklimatologija"”.

Aprékiniem un rezultatu reprezentacijai izmantotas $adas programmas: MsExcel, ArcGIS.

Atskaite sagatavota elektroniski.

Objekts: Liepajas RAS - sadzives atkritumu apglabasanas kratuve “Kivites”, Grobinas
pagasts, Dienvidkurzemes novads.
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1. TROKSNA AVOTU RAKSTUROJUMS

SIA Liepajas RAS teritorija izvietoti vairaki trokSpa avoti, dala no teritorijas iznomata.
Detalizéts troks$na piesarnojuma avotu raksturojums sniegts turpmak, bet vert€jot kopgjas
potencialas izmainas, nemto vera ari apkartné esoSie piesarnojuma avoti - v&ja generatori,

transporta satiksme.

SIA Liepajas RAS, & L%
A7
Ay

1. attgls. Poigona izvietojuma karte (kartes pamatne — Google Mas, 2022)

2. att€la redzami gan esoSie avoti/aktivitates, gan planotie, pieméram, Katalizatoru riipnica

(VniMo Services).



~1 ha asfaltéts laukums
atkritumu apstradei/
uzglabasanai

~4,8 ha jauna kratuve

~3 ha potenciali
nomajams zemes gabals

14939 m? BNA
parstrades iekarta.

9800 m? iznomats SIA
VniMo Services

ATKRITUMU POLIGONA "KIVITES"
SHEMA

Celi Planotie infrastruktaras
I Asfaltéti laukumi objekti
[ ] Ekas Zalazona

1. Administracija

2 un sistéma
3. Skiroto

4.

5. Artéziskais urbums ar sanitaro zonu

6. Darbnicas

7. Bistamo pagaidu

8. Garazas un materialu novietnes
9. Degvielas uzpildes stacija

10. Kratuve azbestu
11. Kratuves sadzives un inerto atkritumu apglabasanai
12. i
13.
14. Poligona gazes regulésanas stacijas

15. Ugunsdzésibas baseini
16. un n iekartas
17. Infiltrata baseins

18. un sistéma
19. Kimikaliju uzglabasanas novietne

20. Atkritumu zavétava

21. Poligona gazes p:

22. Iznomata teritorija

2. attels. Detalizéts Liepajas RAS poligona esoso razotnu izvietojums (avots — SIA

“Liepajas RAS” informacija, 2022)



2. ESOSAIS TROKSNA LIMENIS

Fona (eso$a) trokSna limena novértéSana veikta izmantojot matematisko modelésanu, kura

ieklauti ar uzn@émuma SIA “Liepajas RAS” teritorija - sadzives atkritumu poligonu “Kivites”

darbibu nesaistiti trokSna piesarnojuma avoti:

- transporta satiksme autocela A9 Riga-Liepaja posma (izmantoti aktualie VSIA

“Latvijas Valsts Celi” 2023. gada diennakts satiksmes dati;

- transporta satiksme autocela Grobina — SIA “Liepajas RAS” posma (izmantoti SIA

“Liepajas RAS” sniegtie dati);

- Vgja elektrostaciju parka izvietotas ENERCON E-40 stacijas, kuru radttais troksna

Itmenis noveértéts 4.0 m augstuma; $aja novertejuma ieklautas 17 tuvak izvietotas

turbinas.

1. tabula. Vidgja diennakts satiksmes intensitate uz SIA “Liepajas RAS” tuvakajiem autoceliem

Cela posms Vidgja diennakts satiksmes Datu avots
intensitate
Vieglas Kravas
automasinas automasinas
A9 (186,116-191,681 km) 11809 1764 VSIA LVC!
Grobina — SIA “Liepajas 39 117 Liepajas RAS dati
RAS”

2. tabula. Transporta satiksmes plismas iedalijums trokSna piesarnojuma izplatibas
noverteésanai dazados diennakts posmos

Cela posms Videja diennakts satiksmes intensitate
Vieglas automasinas Kravas automasinas
Diena | Vakars | Nakts | Diena | Vakars | Nakts
A9 (186,116-191,681 km) 9093 2008 708 1341 247 176
Grobina — SIA “Liepajas 22 12 5 111 6 1
RAS”

Atsevisku dazu automasinu kustiba novérojama ari uz autocela péc poligona Kivites” vai uz

blakus esosa lokalas nozimes cela, kur§ ved uz majam Vilteri. Bet ta ka $1 kustiba nav precizi

Lhttps://Ivceli.lv/celu-tikls/statistikas-dati/satiksmes-intensitate/




prognozgjama un ir salidzinosi neliela, pat 10 reizes mazaka salidzinajuma ar kustibu uz cela,
kur§ ved uz poligonu, vai tukstoS reizes mazaka salidzinajuma ar lielo A9 Soseju, tad skaidrs,

ka salidzinosa ietekme nav biitiska un to var nenemt vera.

Atkritumu transportésanas marsrutu plasmas:

Liepajas valstspilséta; Dienvidkurzemes novads

—, Dienvidkurzemes novads; Kuldigas novads; Saldus novads

3.attels. Aprekinos ieklautie transporta avoti — celS no Grobinas Iidz SIA “Liepajas RAS” un
valsts nozimes autocel§ A9; Atkritumu transportésanas marsrutu plasmas

Esosa troksna limena novert€juma, kurs veikts atbilsto§i MK Noteikumos Nr. 16-7.01.2014.
“Trok$na novértéSanas un parvaldibas kartiba” minétam aprékinu metodém (1.pielikums)

izmantoti §adi ievades raditaji: transports un stacionarie avoti.



2.1. TRANSPORTS (Iinijveida avots)

1)
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3)

Hz

63
125
250

Rites trok$na aprékinos izmantotie parametri, m=1 (vieglie auto)

-1

E 2 £
3 g 3 g &
= 5 2 & F £ ¢ F & F v = =
5 R 2 <
< | 3
<
79.7 30 945 -1.3 70 90 0 0 0 0976 7.8 0.08 0.976
85.7 415 89.2 7.2 70 90 0 0 0 0976 7.8 0.08 0.976
84.5 38.9 88 7.7 70 90 0 0 0 0976 7.8 0.08 0.976
90.2 25.7 85.9 8 70 90 0 0 0 0976 7.8 0.08 0.976
97.3 325  84.2 8 70 90 0 0 0 0976 7.8 0.08 0.976
939 37.2 86.9 8 70 90 0 0 0 0976 7.8 0.08 0.976
84.1 39 833 8 70 90 0 0 0 0976 7.8 0.08 0.976
74.3 40 76.1 8 70 90 0 0 0 0976 7.8 0.08 0.976

Rites troksna aprékinos izmantotie parametri, m=3 (kravas auto)

-1

£ 5 £
= = o @ o = < =
< = < & F 5 ¢z £ F v 00¥
< 3
<
87 30 104.4 0 70 90 0 0 0 0.488 7.8 0.04
91.7 335 100.6 3 70 90 0 0 0 0.488 7.8 0.04
94.1 313 101.7 4.6 70 90 0 0 0 0.488 7.8 0.04
100.7 25.4 101 5 70 90 0 0 0 0.488 7.8 0.04
100.8 31.8 100.1 5 70 90 0 0 0 0.488 7.8 0.04
94.3 371 95.9 5 70 90 0 0 0 0.488 7.8 0.04
87.1 38.6 91.3 5 70 90 0 0 0 0.488 7.8 0.04
82.5 40.6 85.3 5 70 90 0 0 0 0.488 7.8 0.04

Vilces trok$na aprékinos izmantotie parametri, m=1 (vieglie auto)

€ £ €
= 3 = €
o o a [ ® £ 3 ® & &
< o < I55) 3 = > > % s % 3
i ] ] <

< <<
79.7 30 94.5 -1.3 0 0 70 90 0.11 0 0 0.11
85.7 41.5 89.2 7.2 0 0 70 90 0.11 0 0 0.11
84.5 38.9 88 7.7 0 0 70 90 0.11 0 0 0.11

Lwr,i,m

83.95
91.21
89.72
93.98
101.82
98.94
89.33
79.64

ALwRr,im

0.488
0.488
0.488
0.488
0.488
0.488
0.488
0.488

Lwp,im

94.24
91.37
90.31

2 MK Noteikumi Nr.432- 17.09.2019. “Noteikumi par Latvijas bivnormativu LBN 003-19 "Bavklimatologija"”

Lwr,i,m

90.76
95.84
98.00
103.96
104.76
98.84
91.80
87.42
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4) Vilces troks$na aprékinos izmantotie parametri, m=3 (kravas auto)

Hz

63
125
250
500

1000
2000
4000
8000

5) Kopgja troksna Iimena aprékins nemot véra transporta Iidzeklu

Ar

79.7
85.7
84.5
90.2
97.3
93.9
84.1
74.3

Br

30
415
38.9
25.7
325
37.2
39
40

Hz

63
125
250
500

1000
2000
4000
8000

Ap

94.5
89.2
88
85.9
84.2
86.9
83.3
76.1

Rites + vilces
troksnis (m

Bp

2.6
2.9
1.5
2.3
9.2

=1)

Auto skaits (m

9093
9093
9093
9093
9093
9093
9093
9093

3.1
-6.4
-14
224
-11.4

=1

LW’ eq,line,i,m

84.67
84.34
83.08
84.96
91.93
89.01
79.40
71.34

Vref

70
70
70
70
70
70
70
70

Rites + vilces
troksnis (m

Vm

90
90
90
90
90
90
90
90

=3)

ALWP,n::oad,i,m

0.11
0.11
0.11
-0.39
-3.39

-12.39
-19.99

-2.09

=3)

Auto skaits (m

1341
1341
1341
1341
1341
1341
1341
1341

AI-WP,acc,i,m

o O O o o o o o

=3

LW’ eq,line,i,m

77.58
78.90
80.42
85.80
86.52
80.60
73.54
69.47

ALWP,grad,i,m
ALWP im

0.11
0.11
0.11
-0.39
-3.39
-12.39
-19.99
-2.09

o O O o o o o o

87.79
83.09
76.79
65.59
76.29

Lwp,i,m

94.24
91.37
90.31
87.79
83.09
76.79
65.59
76.29

skaitu; aprékina piemeérs

(dB/km)

Kopéjais troksnis
LW’ eq,line,i,m

84.7
84.3
83.1
85.9
91.9
89.0
79.4
713

Transporta radita trokSna emisiju [imeni noverteti atbilstosos diennakts periodos — diena (7:00-

19:00), vakars (19:00-23:00) un nakts (23:00-7:00), nemot véra attiecigo pliismas intensitati.

Avota augstums 5-10 cm.

10



2.2. STACIONARIE AVOTI (punktveida avoti)

Végja turbinas — izmantota informacija par v&ja elektrostaciju parka izvietotam ENERCON E-
40 stacijam, kuru radttais trokSna [imenis noveértéts/model&ts 4.0 m augstuma; $aja novertgjuma
ieklautas 17 Liepajas RAS tuvak izvietotas turbinas. Katras turbinas raditais trokSna Iimenis
4.0 m augstuma — 55 dB(A); un, aprékinos pienemts, ka darbojas visas turbinas, nepartraukta

diennakts rezima (00-24).

Esosa (fona) trokSna Itmena vertibas noteiktas Sadiem diennakts perioda raditajiem — Laiena,
Lvakars, Lnakts. Sagatavotas troksSna piesarnojuma izplatibas kartes, ka ari, novertejums veikts
tuvako viensétu (Skujenieki, Vilteri, Kalisi) tuvuma. legiitie rezultati liecina, ka nozimigako

troksni rada autotransporta kustiba, bet, noteiktie robezlielumi pie viens€tam netiek parsniegti.

11



40 dB(A)
45dB(A)
50dB(A)
55dB(A)
60 dB(A)
65 dB(A)
70dB(A)

Skujnieki
36

75+ dB(A)

4. attels. Apréekinatais esosais (fona) trokSna [imenis paredzétas darbibas teritorijas apkartné troksna raditajam Laiena



Skujniek
30

Vilteri
38

40dB(A)
. 45dB(A)
50dB(A)
55dB(A)
60dB(A)
65dB(A)
70 dB(A) K&l
75+ dB(A) a2

5. attels. Aprekinatais esosais trokSna Iimenis paredzétas darbibas teritorijas apkartné troksna raditajam Lyakars




Vilteri
33

40 dB(A)

| 45dB(A)
50 dB(A)
55 dB(A)

| 60dB(A)
65 dB(A)
70dB(A)
75+ dB(A)

6. attels. Aprekinatais esosais trokSna limenis paredzetas darbibas teritorijas apkartn€ trokSna raditajam Lnakts




3. tabula. Aprékinatais augstakais esoSais trokSpa limenis viens€tu apbiives teritorijas
paredzetas darbibas teritorijas apkartné

Troksna raditajs
Ldiena Lvakars Lnakts

Vienséta % g § g g § g’ @ §

o =} = = - =

> ES| = > ES = = ER =

5 c g £ 5 ol g 5 el £

£ = £l 3 g | £ & E g | 58 3

= o B o) = o B o) 1= o B ©

s g -2 R S g -2 R 8 g 2 N

.y & Z 3] 7 & G 3] 7 ® Z 0

=< & 3 =< & S < & S

& [ & a7 & [
Skujenieki 36 - 55 30 - 50 26 - 45
Vilteri 44 - 55 38 - 50 33 - 45
Kalisi 48 - 55 41 - 50 36 - 45

Trok$na noveérte§juma mérkis ir noteikt, vai izbtv&jot un ekspluatgjot jauno atkritumu
apglabasanas kratuvi un uzglabasanas un kompostéSanas laukumu poligona “Kivites”, tiks
ievéroti vides trokSna robeZlielumi poligona tuvuma izvietotajas dzivojamas apbiives
teritorijas. Saskana ar Ministru kabineta 2014. gada 7. janvara noteikumiem Nr. 16 “TrokSna
noveértésanas un parvaldibas kartiba”, vides trok$na robezlielumi tiek noteikti gada vidgjiem

trokSna raditajiem.

SIA “Liepajas RAS” paredzétas darbibas vides trok$na Iimena izveérte§jumu izvelets veikt 2.
buivniecibas kartai. Konkréta biivniecibas karta izvéleta, jo no trokSna piesarnojuma aspekta

var radit vislielako ietekmi un tuvuma esoSajam dzivojamas apbiives teritorijam.

Biivniecibas darbu 2. kartas ietvaros veicamie darbi: valpu un kratuves konstrukcijas
izveidoSana, infiltrata sistémas izveide jaunajai atkritumu apglabasanas kratuvei, uzglabasanas

un kompostéSanas laukuma un iek$gjo celu izbuve.

Cela buvniecibai tiks izmantota smaga tehnika: ekskavators, buldozers un divas kravas
automasinas. STs pasas tehnikas vienibas, iznemot vibroveltni, tiks izmantotas ar uzglabasanas
un komposteSanas laukuma ka ar1 kratuves 2. kartas biivniecibas laika. Attiecigi atbilstosa
tehnika, péc nepiecieSamibas, parvietosies pa visu aktivo buvniecibas zonu, kas ietver celu,

jauna laukuma un jaunas kratuves izbuvi.

15



Biivniecibas 2.kartas laika izmantotas tehnikas raksturojums:

- Ekskavators, tiek darbinats no 7:00 lidz 19:00, raditais trok$na Iimenis — 105 dB
(uznémuma sniegta informacija); avota augstums 1.5 m;

- Buldozers, tiek darbinats no 7:00 lidz 19:00, raditais trok$pa limenis — 109 dB
(uznémuma sniegta informacija); avota augstums 1.5 m;

- Vibroveltnis, tiek darbinats no 7:00 lidz 19:00, raditais trok$pa Itmenis — 110 dB
(uznémuma sniegta informacija); avota augstums 1.5 m;

- 2 kravas automasinas; novert&jums — analogi aprékina piem&ram.

Planoto biivniecibas darbu laika ir paredzams nenozimigs transporta pliismas palielinajums,
kopuma neradot biitisku ietekmi uz vidi. Jaunas kratuves ierikoSana nerada izmainas pasreizgja
atkritumu pienemsanas, Skiro$anas un apglabasanas sistéma. Izmainas tikai apglabasanas vieta
un dala no poligona esosa transporta cela, kas ved no atkritumu SkiroSanas riipnicas uz jauno

kratuvi.

16



3. PAREDZETAS DARBIBAS RADITAIS TROKSNA
PIESARNOJUMS

Darbibas nodroSinasanai tiks izmantotas vairakas stacionaras un mobilas iekartas. Novertg§juma

SIA Liepajas RAS ietekme tiek vertéta nemot vera visus uznémuma teritorija izvietotas

iekartas.

1)

2)

3)

4)

5)

6)

7)

8)

9)

Katalizatoru riipnica (VniMo Services), darbojas nepartraukta diennakts rezima (00-
24), raditais troksna Itmenis — 79 dB(A), atbilstosi 2023. gada izstradatam IVN, kur$§
VPVB tika iesniegts 02.08.2023., apstiprinats 27.12.2023.; avota augstums 2.0 m;
Trumulsiets Neuenhauser ReTec NH 6020XL, tiek darbinats no 7:00 lidz 19:00,
raditais trokSna Itmenis — 98 dB (uzné€muma sniegta informacija); avota augstums 1.5
m;

Kogeneracijas iekarta TEDOM Quanto D550 SP CON, darbojas nepartraukta diennakts
rezima (00-24), raditais trokS$na Iimenis — 65 dB (uznémuma sniegta informacija); avota
augstums 2.5 m;

Traktortehnika — vieglas frakcijas atdalitajs TANA Windsifter, tick darbinats no 7:00
lidz 19:00, raditais trokSna Iimenis — 86 dB (uzné€muma sniegta informacija); avota
augstums 1.5 m;

Traktortehnika — frontalais iekravéjs AVANT veiks paligdarbus, tiek darbinats no 7:00
11dz 19:00, raditais troksna Itmenis — 104 dB(A) (uznémuma sniegta informacija); avota
augstums 1.5 m;

Traktortehnika — frontalais iekravéjs Volvo L90, tiek darbinats no 7:00 lidz 19:00,
raditais trokSna limenis — 104 dB(A) (uznémuma sniegta informacija); avota augstums
1.5m;

Buldozers New Holland W60, tick darbinats no 7:00 Iidz 19:00, raditais trok$na Iimenis
— 109 dB (uzp@muma sniegta informacija); avota augstums 1.5 m; tiek darbinats
atkritumu apglabasanas kratuve, uzglabasanas laukuma un uz pievedceliem;

Frontalais iekraveéjs Volvo L60E, tiek darbinats no 7:00 Iidz 19:00, raditais trokSna
Itmenis — 103 dB (uzn@muma sniegta informacija); avota augstums 1.5 m; tiek darbinats
atkritumu apglabasanas kratuve, uzglabasanas laukuma un uz pievedceliem;

Kravas auto Volvo FMO, tiek darbinats no 7:00 lidz 19:00, raditais trokSna limenis —
105 dB (uznémuma sniegta informacija); avota augstums 1.5 m. tiek darbinats

atkritumu apglabaSanas kratuve, uzglabasanas laukuma un uz pievedceliem.

17



Stacionara iekartas, kuru darbiba rada nenozimigu trokSna piesarnojumu:

- Atkritumu SkiroSanas riipnica “Skudras”, atlauja LI15IB0032;

- BNA parstrades iekartas kompleksa laukums ar jumtu un BNA parstrades iekartas
kompleksa tuneli;

- Zavesanas konteineri;

- Reversas osmozes attiriSanas iekarta.

Mobilie avoti uznémuma teritorija, kop€jais transporta vienibu skaits gada — 18640 transporta

vienibas (2023. gada dati), no tam:

- Pressmasinas - 3340 (kravas auto);

- BNA pienemsana no privatiem klientiem — 1346 (vieglas automasinas);

- Piegade uz atkritumu S$kiro$anas laukumu ar privato transportu — 5138 (vieglas
automasinas);

- Atkritumu piegade uz priekSapstrades laukumu — 8718 (kravas auto);

- BNA transports uz kompleksu — 98 (kravas auto).

So transporta vienibu kustiba notiks laika perioda no 7:00- 19:00, kustibas atrums teritorija —
lidz 50 km/h, aprekini veikti analogi, ka eso$a transporta piesarnojuma noveért€juma, avota

augstums 5 — 10 cm. Nemta vera ar1 transporta kustiba pa koplietoSanas celiem.

18
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4. tabula. Aprekinatais augstakais prognozejamais trokSna limenis viens€tu apbiives teritorijas
paredzetas darbibas teritorijas apkartné (tikai uznémuma ietekme)

Troksna raditajs
L diena L vakars Lnakts
. < 2 2 |3 2 = |z 2 <
Vienséta = CR=1 @ = -1 @ ° =5 s
“ g S = “ § S = @ ET =
Q - Q — Q “—
£ |5E 2 e | 5 & E e | 55 E
= L o [} = L o) 5} = L oo o
E S 2 R s = R E S 2 S
)(IJA 4 )UJ" 4 )!I)" Q
e 2 g 3 < 2 g S < 2 g 3
& [ & [ = (2
Skujenieki 39 - 55 0 - 50 0 - 45
Vilteri 43 - 55 9 - 50 9 - 45
Kalisi 38 - 55 9 - 50 9 - 45
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4. SUMMARAIS TROKSNA LIMENIS (FONA
PIESARNOJUMS UN UZNEMUMA IETEKME)

Kopgjais trokSna Iimenis novértéts dazadiem diennakts periodiem, nemot veéra autocelu

noslodzi un stacionaro avotu darbibas specifiku.
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nunRIZoqoy

(V)dp ‘studwi] BagyoI],
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(V)gp ‘swnarjzoqoy
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(v)gp ‘swnJorusied
nwnjoyzoqoy

(V)gp ‘stuowi eugyor],
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41
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biivniecibas laika
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2 .kartas buivniecibas laika
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6. tabula. Aprekinatais augstakais prognoz€jamais troksna Iimenis viens€tu apbtives teritorijas
paredzetas darbibas teritorijas apkartné (tikai uzn€muma ietekme) uznémuma darbibas un 2.
kartas biivniecibas realizacija laika

Troksna raditajs

Ldiena L vakars Lnakts
o = 2l 2 | F = | 2 |3 z | =
Vienséta = =5 = = = & & S s & e
“ g S = “ g S = @ £ =
Z 2 g ; Z Z g ; Z 2 5 J
(] “— () “— Q . —
g |NE 3 E | 5 & E E | 58 E
= O & o) = o B ) = o B o)
E S 2 R s = R E S 2 S
)(IJ" 4 )(I]n 4 )(I)" Q
e 2 g3 < 2 g S < 2 g 3
& ~ & =7 = [
Skujenieki 41 - 55 0 - 50 0 - 45
Vilteri 47 - 55 9 - 50 9 - 45
Kalisi 40 - 55 9 - 50 9 - 45

7. tabula. Aprekinatais augstakais kop€jais (fona limenis un uzn€muma ietekme) trokSna
limenis viens€tu apbiives teritorijas paredz€tas darbibas teritorijas
biivniecibas laika

apkartné 2 .kartas

Troksna raditajs

Ldiena Lvakars Lnakts
Vienséeta % g g ?:ﬁ g g % g g
= eS| 8 S| ES g 5 | ES =
= Q o — [} vex
£ = £l 3 g = E E g = 5 E
= L o0 D) = o o0 D) = 0 o [}
< <.8 S < < .9 S < <. =
& & g 2 = & & 2 i & & 2
=5 =] S 5 =] S S =] S
= ~ = a7 = ~
Skujenieki 42 - 55 30 - 50 26 - 45
Vilteri 49 - 55 38 - 50 33 - 45
Kalisi 48 - 55 41 - 50 36 - 45
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5. TROKSNA PIESARNOJUMA NOVERTEJUMS

Troksna raditaju noveérté€Sanai un aprékinasanai izmantota MK Noteikumu Nr. 16 “TrokSna
novertéSanas un parvaldiSanas kartiba” 1.pielikuma minéta aprékinu metode. Aprekini veikti

MS Excel, rezultatu kartéSana - izmantojot ArcMAP 10.8.2.; solis — 5 dB(A).

Atbilstos$i Ministru Kabineta noteikumiem Nr. 16. ,,TrokSna noveért€Sanas un parvaldibas
kartiba’’, veicot vides trok$na novértéSanu arpus telpam, izmanto $adus raditajus: Lavn, kas
raksturo diennakts troksni un ta radito kop&jo diskomfortu, Ldiena, Kas raksturo dienas troksni
un ta radito diskomfortu diena, Lvakars, kas raksturo vakara troksni un ta radito diskomfortu

vakara, un Lnakss, kas raksturo nakts troksni un ta radito diskomfortu nakti.

Diennakts dalas tiek sadalitas $adi: standarta diena ilgst no pulksten 7:00 lidz 19:00 jeb 12
stundas, vakars ilgst no pulksten 19:00 [idz 23:00 jeb 4 stundas, savukart nakts ilgst no pulksten
23:00 Iidz 7:00 jeb 8 stundas. Attiecigajiem laika periodiem iepriek§ minétajos Ministru

Kabineta noteikumos ir noteiktas arT pielaujamas robezvertibas (dB(A)), dotas 8. tabula.

8. tabula. Vides troksna robezlielumi

Nr. TrokSna robezlielumi

p. k.

Apbuves teritorijas veids L diena L vakars Lnakts

(dB(A)) | (dB(A)) | (dB(A))

1 | Individualo dzivojamo maju (mazstavu, savrupmaju 55 50 45
vai viensé€tu), veselibas, arstniecibas, socialas
apriipes un bérnu iestazu apbiives teritorija

2 | Dzivojamo daudzstavu €ku apbuves teritorija 60 55 50

3 | Publiskas apbiives teritorija (kultiiras, izglitibas un 60 55 55
zinatnes iestazu, valsts parvaldes iestazu, sabiedrisko
objektu, viesnicu teritorija)

4 | Jaukta veida apbuives teritorija (tirdzniecibas, 65 60 55
pakalpojumu biivju, ar dzivojamo apbiivi, teritorija)

5 | Apdzivotu teritoriju klusie rajoni 50 45 40

Novertgjot vides troksna raditajus, tiek nemta vera tiesa skana. Veéra netiek nemta skana, kas ir
atstarojusies no €kas fasades, tapeéc mérijumu korigé par -3 dB(A)). Veicot trok$na kartésanu,

lidzigi var tikt arT korigéts novértejuma punkta augstums virs zemes. Novérojuma punktam
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jaatrodas 3,8 lidz 4,2 metrus jeb 4,0 + 0,2 metrus virs zemes. Atseviskos gadijumos

noveért€juma punkta augstums virs zemes var buit mazaks, bet ne mazaks par 1,5 metriem (ka

tas darits Saja gadijuma). Péc tam rezultats tiek korigéts, lai to varétu pielidzinata 4 metru

augstumam.

a)

b)

d)

ESOSAIS PIESARNOJUMS (FONS) - trokSna Iimenis SIA “Liepajas RAS”
apkartné novertéts nemot véra mobilo avotu (garambraucosais transports) un tuvako
véja parka Grobina generatoru ietekmi. Rezultati liecina, ka galvena ietekme ir tiesi
transportam, bet Latvija noteiktie robezlielumi pie tuvakam viensétam neviena no
diennakts periodiem netiek parsniegtas. Sagaidams, ka augstaks troks$na piesarnojums
ir pie viensétam Kalisi un Vilteri, kuri atrodas tuvak A9 Sosejai.

TROKSNA LIMENIS DIENAS LAIKA BUVNIECIBAS 2. KARTAS LAIKA —
2. kartas buvniecibas darbos tiks nodarbinats lielakais skaits tehnikas, tamdel vertejums
veikts tikai Sai kartai. Darbi tiks veikti dienas perioda no 7:00-19:00; troksna
piesarnojuma Itmena novert&juma rezultati liecina, ka nemot véra fona piesarnojuma
ltmeni augstakais piesarnojuma limenis sagaidams tiesi §1 procesa laika, un pie majam
Vilteri tas var sasniegt 49 dB(A), kas ir zemaks par noteikto normativu — 55 dB(A). Pie
pargjam majam sagaidamais troksna Itmenis ir zemaks — Skujenieki 42 dB(A); Kalisi —
48 dB(A).

TROKSNA LIMENIS DIENAS LAIKA (uzpémums) — dienas laika sagaidama
intensivaka tehnikas izmantoSana, augstaka ietekme sagaidama no mobilam tehnikas
iekartam un transporta uznémuma teritorija. Redzams, ka pie viens€tam robezlielums
netiek parsniegts. Salidzinot rezultatus izbiives laika un péc izbives, redzams, ka
atSkiribas pie dzivojamam majam ir vien dazu decibelu Itmeni, kas faktiski ir zem
dzirdamibas sliek$na. Pie majam Kalisi atSkiritbu summara trokSpa Itment 2. kartas
izbiives laika un p&c izbiives nav, izbiives procesa laika dienas perioda no 7:00-19:00
par 2 dB(A) augstaks trokSna Itmenis sagaidam pie majam Vilteri, bet par 1 dB(A) pie
majam Skujenieki.

TROKSNA LIMENIS VAKARA UN NAKTS LAIKA - §aja laika tiks izmantotas
tikai daZas iekartas, troksSna piesarnojums lokaliz€jas uzn€muma teritorija, arpus tas

trokSna Itmeni galvenokart noteikts citi apkartn€ esosi avoti — transports, v€ja turbinas.
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e) SUMMARAIS TROKSNA LIMENIS DZIVOJAMO MAJU APKARTNE

Esosas situacijas analize liecina, ka tuvako maju apkartné augstakais trokSna piesarnojuma
Itmenis sagaidams dienas perioda no plkst. 7:00 lidz plkst. 19:00. Pasreizgja situacija
noteicosais trokSna piesarnojuma avots ir autocels A9, un ta domingjosa ietekme sagaidama art
pec RAS Kivites biivniecibas kartu pabeigSanas. Ja salidzina situaciju bez uzn€muma darbibas,
t.sk. transporta plismam uz RAS Kivites un situaciju pec izbiives, tad ta praktiski nemainas
pie dzivojamam majam Kalisi, savukart par 3- 5 dB(A) troksna limenis dienas laika
palielinasies pie dzivojamam majam Vilteri, bet par 5- 6 dB(A) pie dzivojamam majam
Skujenieki. Sada situacija skaidrojama ar troksna avotu dominanci un izplatibas specifiku. Ja
bez uznémuma darbibas esoSais troks$na limenis pie dzivojamam majam bija robezas no 36
dB(A) 11dz 48 dB(A), un uznémuma ietekme ir robezas no 38-43 dB(A), tad summarais trokSna
Iimenis sasniedz 41 — 48 dB(A). Ka zinams, decibelu vertibas nav pielaujams aritméetiski
summet, jo tas ir logaritmetas vértibas, 1idz ar to 2 gandriz lidzvertigu (piem&ram, 39 dB(A)
un 36 dB(A)) trokSna limenu summarais piesarnojums bis 41 dB(A), ka tas sagaidams pie
majam Skujenieki.

Konkréti tuvako dzivojamas maju attalumi 1idz uznémumam:

- aptuveni 400 m attaluma uz Austrumiem ir majas “Vilteri”;
- aptuveni 550 m attaluma uz Dienvidiem ir majas “Kalisi”;
- aptuveni 700 m attaluma uz Ziemeliem ir majas “Skujenieki”.
Model&Sanas rezultatu apkopojums dienas laika, 7:00-19:00, summarais Iimenis, ieverteta ar1

buvniecibas 2 .karta:

- “Skujenieki” — 42 dB(A);
“Vilteri” — 49 dB(A);
- “Kalisi” - 48 dB(A).

P&c biivniecibas darbu pabeigSanas sagaidamais trokSna [imenis pie dzivojamam majam dienas

laika:

- “Skujenicki” — 41 dB(A);
- “Vilteri” — 47 dB(A);
- “Kalisi” - 48 dB(A).

Neviena no periodiem robezlielumi netiek parsniegti.
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6. APREKINA PIEMERS UN APREKINOS IZMANTOTO
RADITAJU APKOPOJUMS

STACIONARIE AVOTI

Stacionaro avotu emisiju vértibas trokSna izplatibas novértéSana iegiitas no iekartu tehniskam
specifikacijam vai, atbilstos$i uznémuma sniegtai informacijai, citiem IVN.

MOBILIE AVOTI (TRANSPORTS), emisiju vertibu aprékini veikti atbilstosi MK Noteikumu
Nr. 16 “Troksna noveértésanas un parvaldiSanas kartiba” 1.pielikuma mingtai aprékinu metodei.

1) Rites troksna aprékins veikts péc formulam dazadam frekvencém (63; 125; 250; 500; 1000;
2000; 4000; 8000 Hz) katrai automasinu klasei (m = 1 attiecas uz vieglam automasmam, bet
m =3 attiecas uz smagam automasinam):

{

]

er;'_m = ARj.m + BRJ’_m Xlg' ?m +ALH_R_,-_,,,(1",W)
k"n;r'

(1!m)+M

Mﬁ'ﬁj.m (Vm} = Mﬁ'ﬁ.rmd.i.m studded hres i m=1 (T‘m) + Mm‘?.m:rj.m + MTF.M;? [ T)

AL”'.H.'nrp(T) =Kx (2()— 'Z')

Apréekina piemers:

ARr,i,m— 85,7 (125 Hz; m =1);
BRim—415 (125 Hz; m =1);
vm — 90 km/h;

Vref — 70 km/h;

K -0,08;

t-7,8°C;

ALWR road,im — 0;

AL studded tyres,i,m — 0;

ALwR,acc,im — 0;

ALy remp(7) = 0,08 X (20 — 7,8) = 0,976

ALypim(viy) =0+ 0+0+0,976 = 0,976

70
Lwpim =8924+72xlg (%) + 0,976 = 91,21 dB(A)

34



2) Vilces troksna aprékins veikts péc formulam dazadam frekvencém (63; 125; 250; 500; 1000;
2000; 4000; 8000 Hz) katrai automasinu klasei (m = 1 attiecas uz vieglam automasinam, bet
m =3 attiecas uz smagam automasinam):

=4 + B xM + &Lij'.r‘g'.m(vm)

WP.i,m “TPim Pim .
v
ref

~L nl[:vm}:M

" (v,)+AL

WP road im WP accim + Mﬁ?.g‘r'ﬂdi.m (1-m}

(
AL = 1 i -Lm
WRroadim aj.m +.f}’;." X g v
Vrer

Apréekina piemers:

Apiim—89,2 (125 Hz; m =1);
Bp,iim— 7,2 (125 Hz; m =1);
vm — 90 km/h;

vref — 70 km/h;

oi,m - 0;

Bi, m— 0;

ALWP,acc,i,m - 0;
ALWP,grad,i,m(Vm) -0.

70
Lwrroad,im = 0+ 0 X lg (—) =0,11
’ 90
ALWP,,i,m(Vm) =0114+0+0=0,11

(90 —70)

ALWP,i,m = 89,2 + 7,2 X 70

+0,11 = 91,37 dB(A)

Kopgjais (rites un vilces) troksna aprékins veikts péc formulas dazadam frekvenceém (63; 125;
250; 500; 1000; 2000; 4000; 8000 Hz) katrai automasinu klasei:

Ly 1 (v =10 1g( 1075 07007

Wim

Ly,im (i) = 10 x 1g(10%1:21/10 + 109137/10) = 94,30 dB(A)

Troksna Iimena aprékins attiecinats uz kilometru aprékinats péc formulas:
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I'JT'-tH]'.Iins.:'.m = LJT.:'.m +10x lg [i]

1000x v_

Apréekina piemers:

Lw,im— 94,30 dB(A) (125 Hz; m =1);
Qm — 9093 automasinas;
vm — 90 km/h.

Ly eqiine,im = 94,30 + 10 X lg (

9093

_ 72 )= 9434dB(A
1000><90) 34 dB(A)/km

TROKSNA IZPLATIBAS APREKINI

Aprekini veikti atbilstosi Latvija noteiktai likumdoSanai, prasibas ieklautas $ados dokumentos:

Vispargja aprékinu metode.

MK Noteikumi Nr. 16-7.01.2014. Trok$na novértésanas un parvaldibas kartiba.

MK Noteikumi Nr.432- 17.09.2019. “Noteikumi par Latvijas biivnormativu LBN 003-
19 "Buvklimatologija"”’; Liepajas meteorologiskie dati - atmosféras temperatira 7,8
°C; relativais mitrums 82 %.

Modelésana veikta 4,0 m augstuma.

Aprekinos nemti véra $adi specifiski nosacijumi, kas ietekme skanas izplatibu:

geometriska divergence;
atmosferas absorbcija;
zemes efekts;
atstarojums no virsmam,;

Skerslu izraisita ekrangSana.

Aprekiniem izmantotas Sadas formulas:

Ekvivalentais nepartrauktais skanas spiediena limenis (Li(DW)) oktavas josla uztvérgja

atrasanas vieta pa v€jam:
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Lw — skanas jaudas limenis oktavas josla decibelos, kuru rada skanas avots, kuram atskaites
skanas jaudas veértiba ir 1 pikovats (I pW); modell ievaditi dati atbilstosi razotaja

informacijai;

Dc — versuma korekcija decibelos, kas apraksta to novirzi, par kadu ekvivalentais
nepartrauktais skanas spiediena Iimenis atSkiras, noteikta virziena, no visvirzienu
punktveida skanas avota skanas jaudas Itmena Lw; D¢ ir vienads ar punktveida skanas
veérsuma indeksu D, pieskaitot tam arT indeksu Dgq, kas sevi ietver skanas izplatiSanos
tajos telpiskajos lenkos, kuri ir mazaki par 4n steradianiem; visvizienu skanas avotiem,

izstarojot briva telpa, korekcija ir 0 dB;

A — oktavas joslas vajinajums, decibelos, kas rodas skanas izplatiSanas laika no skanas avota

l1dz uztvergjam/receptoram.

apbiive).

Ekvivalentais nepartrauktais A-izsvarotais skanas spiediena Itmenis (dB) pa v€jam tiek
aprékinats sasummeéjot visus laika videjos kvadratiskos skanas spiedienus, kuri tiek aprékinati

izmantojot aprékinu formulas katram avotam:
LAT(DW) — 10l,g{ ?zl[zgzl 100,1[LfT(i]')+Af(j)]]}’ kur

n —ietekmju — | (avotu un trajektoriju) skaits;

J — indekss, kas norada oktavu joslas, ar vidéjam frekvencém no 63 Hz lidz 8 kHz;
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As — standartizeéta A-izsvaroSana.

Ilgtermina vidgjais A-izsvarotais skanas spiediena Itmenis Lat(LT) tiek aprékinats saskana ar

vienadojumu:
Lar(LT) = Lar(DW) — Cpee, Kur

Cmet — meteorologiska korekcija.

tiek aprékinats:
Adiv = [ZOlg (;_O) + 11], kur
d — attalums no avota lidz receptor punktam, m;

do — atskaites attalums, 1 m.

d
Agem =XX o0’ kur

zemes virsmas reljefu netalu no avota un ari netalu no uztvérgja. ST zemes iespaida
aprékinasanas metode it pielietojama vienigi tadai zemes virsmai, kas ir pietiekami Iidzena gan
horizontala, gan arT patstaviga slipuma gadijuma. Modeli tiek definétas tr1s (3) atSkirigas zemes

iespaida zonas:

a) avota zona, kas sniedzas 30hs attaluma no skanas avota, virziena uz uztvergju, ar
maksimalo attalumu dp (kur hs ir avota augstums, bet dp ir attalums no avota Iidz
uztveéréjam — ka projekcija uz zemes plaknes);

b) uztvérgja zona, kas sniedza 30d; attaluma no uztvéréja uz avotu, ar maksimalo attalumu

dp (kur hr — uztvérgja augstums);
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c) vidgja zona, kas atrodas vidi starp avota un uztvéréja zonam; ja dp<(30hs + 30hy), tas
avota un uztveréja zonas savstarp&ji parklasies, un §is vid€jas zonas nav (tiek izslégta
no aprékiniem).

vidgjas zonas lielumam, bet galvenokart ir atkarigs no avota un to uztvergju zonu Tpasibam.

Katra zemes gabala akustiskas 1pasibas tiek nemtas véra ar zemes faktoru G:

a) bliva virsma — cela segums, Tdens, betons vai cita virsma ar zemu porainibu, arl
nobliet€tu zemi (raksturiga riipnieciskdm zonam) var uzskatit par cietu, G = 0;

b) absorb&josa (poraina) virsma — ar kokiem, zali vai citu vegetaciju segta zeme un visas
citas vegetacijai noderigas zemes virmas, ari lauksaimnieciba izmantojama zeme, G =1;

C) jaukta tipa virsma sastav no cietas un porainas virsmas, G = [0-1], tiek noteikts

izmantojot poraino apgabalu kopiga laukuma Tpatsvara, kas izteikts ka dalskaitlis.

raksturo ar zemes faktoru Gr un An vid€jai zonai, kuru raksturo ar zemes faktoru Gm. Kopgjo

zemes izraisito vajinajumu oktavu joslas aprekina:
Agr = As + Ar + Am, kur
As — vajinajums avota zonai, kuru raksturo ar zemes faktoru Gs, dB;
Ar — vajinajums uztvéréja zonai, kuru raksturo ar zemes faktoru Gr, dB;
Am — vajinajums vidgjai zonai, kur raksturo ar zemes faktoru Gm, dB.
As=-15+Gs x c'(h)
Ar=-15+Gixc'(h)
c'(h) = 1.5 + 14.0 x e044h2 x (1 — gdP/50)
Am =-3q % (1 — Gm), kur
h — avota un uztvérgja vidgjais augstums, m;
dp — attalums no punktveida avota Iidz uztvéréja projekcijai zemes plakng, m;

g=0, jadp§30(hs+hr)
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30(hs+h,)

q=1 P

ja dp > 30 (hs + hy)

attieciba pret receptoru. Objektu var uzskatit par ekrangjosu Skérsli tada gadijuma, ja tas atbilst

sadam prasibam:

- virsmas slodze ir vismaz 10 kg/m?;

- objektam ir vienlaidus virsma bez lielam spraugam vai atstarpém,;

- objekta horizontala dimensija, kas meérita perpendikulari “avota - uztvergja” linijai, ir
lielaka neka skanas vilna garums | interes€josajas oktavas joslas vidgja frekvencg, jeb
li + Ir > I. Jebkurs objekts, kas atbilst $Tm prasibam, uzskatams par ekranu ar vertikalam

malam.

Atbilstosi ISO 9613-2:1996 standartam, ekrana vajinajums Apar tick raksturots ka skanas
izolacija, tas aprékinos janem veéra abu veidu difrakcijas — par barjeras augs€jo malu un gar

barjeras vertikalo malu.

Skanas izplatiSanas pa v&jam difrakcijas efektu, dB, par ekrana augs$€jo malu aprékina

izmantojot formulu:

Apar =Dz —Agr >0

Aprekins difrakcijai gar ekrana vertikalo malu:

Apgr = Dz > 0, kur

Aprekinot ekrana izraisito vajinajumu Dz, tiek pienemts, ka no skanas avota lidz uztvérgjam

eksiste tikai viens nozimigs skanas izplatiSanas cels:

Dy = 10lg [3 + (2) CyzKipee |, kur
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C. — tiek pienemts vienads ar 20, ietver zemes atstaroSanas efektu, atseviskos gadijumos, ja

atstaroSanas no zemes nem véra atsevisSki ar Skietamo avotu palidzibu, C; vértiba var bt ar1

40;

Cs —vienads ar 1 (vienkarSas difrakcijas gadijuma), bet dubultas difrakcijas gadijuma:

o )

T (1, 5212
(@)
| — skanas vilna garums, metros, atbilstosi oktavas joslas vidgjai frekvencei;

Z — starpiba starp atstarotas un tiesas skanas cela garumiem, metros:

z = [(dgs + ds)? + a?]Y? — d, kur
dss — attalums no avota Iidz (pirmajai) difrakcijas malai, m;
dsr — attalums no (otras) difrakcijas malas 1idz uztveérgjam, m;
a — cela d projekcija ekrana plakng, m
Kmet — meteorologisko apstaklu korekcijas faktors;

e — attalums starp divam difrakcijas malam dubultas difrakcijas gadijuma.

Dubultas difrakcijas gadijuma, izplatibas cel$ aprékinats $adi:

z = [(dgs + dgr + €)% + a?]*/? — d, kur

Korekcijas faktors Kmet meteorologisko apstaklu ievérosanai tiek aprékinats:

1 d
Kmet = exp I— (ﬁ) dssdgy Zl;z >0

Gadijumos, ja z < 0, Kmet =1; saniskas difrakcijas gadijuma ap Skérsliem un gadijumos, ja

attalums starp avotu un receptoru ir mazakas par 100 m, Kmet = 1.
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Citi vajinajumi (Amisc), kuru izsauc citi faktori (apstadijumi, ripnieciskas zonas un apbiive):

Asite - skanas vajinajums tai izplatoties riipnieciska zona;

Anous - skanas vajinajums tai izplatoties apbiiveta teritorija.

Meteorologiska korekcija (Cmet), decibelos, tiek aprékinata avotam, kurs izstaro laika

pastavigu Itmeni:

Cmet =0, ja. dp < 10(hs + hr)

hs+hy
P

Cmet=CO[1—10( .

hs — avota augstums, m;

)] ja dp > 10 (hs + hy), kur

hr — receptora augstums, m;
dp — attaluma projekcija starp avotu un uztvéréju horizontala plakng, m;
Co — faktors, dB, kas ir atkarigs no vietéjiem meteorologiskajiem statistikas datiem par v&ja

virzienu un temperatiiras gradientiem.
Apréekina piemers:

Agiw = 2019 (£) + 11| = 38.96

25
Agem = 04X ==10,1

C'(h) = 1,5 + 14,0 x g04:2752 x (1 _ g251250)=1 17
As=-15+0,7x 1,17 =-0,681

Ar=-15+0,7 x 1,17 =-0,681

An =-3x(-5,6) x (1-0,7) =5,04

Agr =-0,681 - 0,681 + 5,04 = 3,68

A=38,96+0,1+368+0+0=4274
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Ly (DW) =104+ 0—42,74 = 61,26 dB

Analogi veic aprékinu visam frekvenceém, lai péc tam aprékinatu ekvivalento nepartraukto A-

izsvaroto skanas spiediena Iimeni p&c $adas formulas:
l" d 0] Ler(i.j)+Ar(1)]
LAT(DW)=lOlgIZ Y 107 LA aB
i=1| j=1

jeb, pierakstot So formulu cita veida:

z—26.2 LizsHz—16.1 Lyso1i7z—8.6 Lsoorz—3.2

Le3nz
L.,(dB(A)) = 10 -log(10~fo— + 107 + 1016 + 10716
LokHz+1.2 LyknHz+1.0 Lgknz—1.1

LikHz
+10 10 410 10 + 10 10 +10° 10 )

Aprekina pieméra izmantotie parametri:

Lw — 104 dBA (traktortehnika, frontalais iekravejs)
Dc-0;

d-25m;

do—1m;

o - 0,4 (temp. - 10 °C; rel. mitr. — 70 %; 125 Hz)
h—2,75m;

q-(-5.6);

dp—25,12 m;

Gstm—0,7;

Apar - 0;

Anmisc — 0;

Modela konfiguracija / izdruka

0.5G Ground Factor

7.8°C Temperature

82% Humidity

Results are A-weighted

Results are rounded to 0 decimal places

Second order reflections are included

Reflections are only considered at a distance of 1m or greater from a reflector (facade level)

1IS09613-2 barrier attenuation limit (20/25dB) is enabled

Vertical edges (lateral paths) are included using convex paths only (following 1ISO17534-3 recommendation 5.2)

Ground reflections are not screened (as recommended in ISO17534-3 5.3)
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Modela ievades parametri / piemérs

D(L), m
LW, dB
A, dB
Adiv, dB
Aatm, dB
Agr, dB
As

Gs

h, m

dp, m
c'(h)

Ar

Gr

Am
30(hs+hr)
q

Gm

Afol
Asite
Ahous
LfT(DW), dB

100

108
47.9425
51

0.24
-3.3
-1.5

0

15

100
5.9980496
-1.5

0

-0.3

90

0.1

0

0
0.0025
0
60.0575

input
input
calculated according to LVS ISO 9613-2
calculated according to LVS ISO 9613-2
calculated according to LVS ISO 9613-2
calculated according to LVS ISO 9613-2
calculated according to LVS ISO 9613-2
input
input
input
calculated according to LVS ISO 9613-2
calculated according to LVS ISO 9613-2
input
calculated according to LVS ISO 9613-2
calculated according to LVS ISO 9613-2
calculated according to LVS ISO 9613-2
input
input
calculated according to LVS I1SO 9613-2
input
calculated according to LVS I1SO 9613-2
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