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IEVADS

Darbi CSA poligona ,,Janvari” ir veikti saskana ar noslégto ligumu starp SIA , Atkritumu apsaimniekoSanas sabiedriba
,Piejira”” un SIA ,,Geo Consultants”.

Dota monitoringa cikla ietvaros tika veikti sekojoSo darbi:

» gruntsiidenu paraugo$ana ar hidrokimisko parametru (pH, EVS un temperatira) mérijumu
veikSanu 5 urbumos;

virszemes denu paraugosana (gravjos,) ar hidrokimisko parametru (pH, EVS un temperatira)
meérijumu veiksanu 3 novérojumu punktos;

divu infiltrata paraugu nonemsana ar hidrokimisko parametru (pH, EVS un temperatira)
mérijumu veiksanu;

sadzives noteklidens parauga nonemsana ar hidrokimisko parametru (pH, EVS un temperatiira)
mérijumu veikSanu;

infiltrata un gruntstdens paraugu kimiska analize.

YV V V VY

Udens paraugu kimiskas analizes nodro$inaja SIA “Geo Consultants” testésanas laboratorija, kura ir akreditéta
adens Kimisko analizu veikSanai (T-582). Smago metalu testésana veikta “ALS Czech Republic s.r.0.” testésanas
laboratorija Cehija. Laboratorija ir akreditéta tidens kimisko analizu veik$anai (L-1163).

Lauku darbi tika veikti 2024. gada 28. novembiri, laboratorijas analizes veiktas no 5. lidz 27. decembrim. Papildus
attirita notekldens un virszemes Udenu paraugoSanas punktu paraugi panemti 2024. gada 18. decembri,
laboratorijas analizes veiktas no 19. lidz 27. decembrim. Parskats par veiktajiem darbiem sagatavots 2025. gada
janvari.

Lauka darbu izpildi nodrosinaja SIA ,,Geo Consultants” specialisti.

Pamatojoties uz lauka pétijumiem un laboratorijas analizu rezultatiem tika sagatavots parskats par veiktajiem
darbiem.
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1. POLIGONA RAKSTUROJUMS UN FIZIOGEOGRAFISKIE APSTAKLI

Sadzives atkritumu poligons ,,Janvari” atrodas Talsu novada Laidzes pagasta, apméram 6,5 km uz ziemeliem no
Talsiem, 1,2 km attaluma no autocela P125 Talsi — Dundaga. Kopéja zemes gabala (kadastra Nr. 8868 001 0066)
platiba ir 15,5 ha, no kuriem paslaik 3,1 ha aiznem rekultivéta atkritumu izgaztuve ,Janvari” [1]. Pétama teritorija
atrodas morénas pauguraina lldzenuma. Reljefa absolltas augstuma atzimes svarstas no 44 m lidz 47 m v.j.l.

Apkartéja teritorija sastopami art limnoglacialie ldzenumi. Zemes virsmas atzimes svarstas no 42 lidz 48 m v.j.l.
Objekta atrasanas vieta sniegta 1. attéla.

0.5

411000 o 415000 417'000

1. attéls. Sadzives atkritumu poligona “Janvari” atrasanas vieta
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2. DARBU METODIKA UN APJOMI

Dota cikla pétijumu laika tika veikti sekojosi darbi:
»  gruntstudenu paraugo$ana ar hidrokimisko parametru (pH, EVS un temperatira) mérijumu veikSanu 5
urbumos;
» virszemes GOdenu paraugosana (gravjos,) ar hidrokimisko parametru (pH, EVS un temperatira)
meérijumu veiksanu 3 novérojumu punktos;
» divu infiltrata paraugu nonemsana ar hidrokimisko parametru (pH, EVS un temperattra) mérijumu
veiksanu;
» sadzives noteklidens parauga nonemsana ar hidrokimisko parametru (pH, EVS un temperatira)
mérijumu veikSanu;
> infiltratu un gruntsiidens paraugu kimiska analize.
2.1. Paraugosana, lauka hidrogeokimiskie mérijumi

Gruntstidens monitoringa novérojumi tika veikti esosajos piecos monitoringa urbumos, urbumu izvietojums ir
sniegts 3. attéla. Pirms urbumu atstknésanas urbumos tika noteikts gruntsiidens limenis, izmantojot elektrisko
Gdens limena méritaju ,,SEBA KLL 15” (Vacija). Gruntslidens paraugu nonemsanai tika izmantots mazjaudas
iegremdgéjamais stiknis ,Whale” (Vacija), debits 0,2 I/s. Visu urbumu atstiknésanas gaita tika veikti pH un tGdens
elektrovadrtsp&jas mérijumi (skat. 3. pielikumu). Gruntstdens hidrokimiskie parametri — pH un elektrovaditspéja —
noteikti izmantojot mikroprocesorus ,, WTW 330i” un ,, WTW LF 330", un atbilstoSos elektrodus Sen Tix41 un Tetra
Con 325 (Vacija). Udens paraugi kimiskajam analizém tika nonemti tikai péc 3o parametru stabilizacijas.
Gruntstdens paraugi tika pilditi plastmasas pudelés, parauga tilpums — 2 litri. Gruntsiidens paraugi smago metalu
noteik$anai uz vietas tika filtréti caur 0,45 mm membranu filtru?, salieti polietiléna pudelé un konservéti, paskabinot
ar kimiski tiru slapekiskabi lidz pH < 1,5. Paraugi kimiskajam analizém tika nogadati SIA “Geo Consultants”
laboratorija uzreiz - nonemsanas diena. TransportéSanas laika paraugi tika uzglabati aukstumkaste.

Virszemes Gdeni tika nonemti tam paredzétajas vietas, nosakot tidens hidrokimiskos parametrus, kas ietvéra tdens
pH, elektrovaditspéjas un temperatlras mérijjumus. Mérijuma punkti atainoti 3. attéla, bet mérijjumu rezultati
sniegti 3. pielikuma.

2.2. Paraugu kimiskas analizes

Gruntstdens paraugu kKimiskas analizes veica SIA “Geo Consultants”, testéSanas laboratorija, saskana ar LR MK
2011. gada 27. decembra noteikumu Nr. 1032 “Atkritumu poligonu ierikosanas, atkritumu poligonu un izgaztuvju
apsaimniekosanas, slégsanas un rekultivacijas noteikumi” prasibam.
Gruntsudens, virszemes tdens, infiltrata paraugiem tika veikta pilna kimiska analize, kas ietver sekojoSu parametru
analizi:

- hloridi (CI),

- kopéjais slapekla daudzums (Niop.),

- kopéjais fosfora daudzums (Piop.),

- kimiskais skabekla patérins (KSP),

- sulfatus (S04%);

- amonija slapekli (N-NH,*); nitritus (N-NOy); nitratus (N-NOs);

- sausni; boru (B);

- naftas produktus; feonolu indeksu;

- permanganata indeksu (PO);

- biokimiska skabekla patérins (BSPs);

- metalus — cinks (Zn), dzelzs (Fe), dzivsudrabs (Hg), hroms (Cr), kadmijs (Cd), kobaltu (Co), mangans (Mn),

svinu (Pb) un varu (Cu).

Analizes metodes un iegltie rezultati ir noraditi testéSanas parskata, kas pievienots 4. pielikuma.

! Lai izvairitos no neistas koncentracijas paaugstina$anas metalu desorbcijas dél no suspensijas.
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3. GEOLOGISKA UZBUVE UN HIDROGEOLOGISKIE APSTAKLI

3.1. Geologiska uzbtive

Apkartéja teritorija parklata ar kvartara holocéna un augspleistocéna nogulumiem. Kvartara nogulumu kopéjais
biezums svarstas no 12 lidz 36 m. Zem tiem pagul vidusdevona Gaujas svitas mali.

0.5 0 0.5 1.0 15 2.0 km

APZIMEJUMI

HOLOCENS

Purvu nogulumi. Kadra
AUGSPLEISTOCENS

Latvijas svita

- Limnoglacialie nogulumi. Smilts, aleirits, mals

- Glacigénie nogulumi. Morénas malsmilts un smil§mals

L Izpites teritorija

2.attels. Sadzives atkritumu poligona “Janvari” apkartéjas teritorijas kvartara nogulumu karte

v—.m

Kvartara nogulumu segu galvenokart veido augséja pleistocéna nogulumi. Augséja pleistocéna nogulumi parstavéti
ar Baltijas svitas glacigénajiem un limnoglacialajiem veidojumiem. Reljefa pazeminatas vietas parasti ir parpurvotas
vai mitras, skat. 2. attélu. Baltijas svitas morénas nogulumu biezums aptuveni 10-36 m. Limnoglacialas smiltis un
aleiriti daléji parklaj morénas nogulumus. Limnoglacialo nogulumu biezums var svarstities no 0,5 lidz 2 m. Zem
Baltijas svitas nogulumiem 12-36 m dziluma pagul vidusdevona Gaujas svitas ieZi. Gaujas svitas augséja dala atrodas
mala slanis 17-19 m biezuma. Zem ta savukart atrodas Gdens piesatinatie smilsakmeni.

Izgaztuves teritorija parklata ar Baltijas svitas morénas nogulumiem. To atsegtais biezums urbumos parsniedz
6,5 m. Analiz€jot geologiskas kartéSanas datus, var pielaut, ka Saja teritorija morénas nogulumu biezums var
sasniegt 12-16 m. Morénas nogulumu sastavs ir Joti mainigs plana un griezuma. To sastava dominé smilSmali un
malsmilts ar malsmiltij paklautu lomu, bet sastopami art smilts un malainas smilts starpslani. Parasti starpslanus
veido iekSmorénas sik- un smalkgraudainas, malainas smiltis ar retu grants piejaukumu.
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3.2. Hidrogeologiskie apstakli

Gruntstdens limenis poligona teritorija atkariba no reljefa, 2024. gada 28. novembri atradas no 43,43 lidz
47,21 mvjl. Gruntsldenu plisma poligona teritorija ir vérsta uz dienvidiem, dienvidrietumiem (5. att.).

Pirmais no zemes virsmas tGdensapgadé izmantojamais Gdens horizonts saistas ar Gaujas svitas smilSakmeniem.
Si horizonta statiskais Gdens limenis atrodas 2-5 m dziluma. Udens horizonts ir nosaciti aizsargats no piesarnoto
gruntsiidenu ieklGSanas ar parklajosiem Gdeni vaji caurlaidigiem morénas nogulumiem un Gaujas svitas maliem.
Udeni vaji caurlaidigu hogulumu kopéjais biezums —aptuveni 34 —45 m.
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4. POLIGONA IETEKME UZ VIDI

4.1. Virszemes udenu piesarmojums

Virszemes Udenu piesarnojuma kontrolei speciali paredzéti 3 paraugoSanas punkti novadgravjos ap poligonu
(3. att.).
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3. attéls. Atkritumu poligona ,,Janvari” virszemes Gidenu monitoringa punktu izvietojums

2024. gada novembra un decembra virszemes Udenu novérojumu rezultatu apkopojums, salidzinajuma ar
iepriek$€jo gadu novérojumu rezultatiem, sniegts 1. tabula un 4. attela. Salidzinot ar ieprieksgjiem datiem
novérojams, redzams, ka visos tris virszemes novérojuma punktos nedaudz pieaugusas galvenas piesarnojoso
raditaju koncentracijas.
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1. tabula. Virszemes Gidenu paraugosanas rezultati

VU-1 VuU-2 VU-3
Parametrs Mer- 2023 2024
vieniba 2023 2024 2023 2024
X X m 1% X Xi m X Xi m 114 Xil Xl 114 Xl Xil m v X Xil
EVS (20°C) uS/em 777 | 1616 | 973 252 | 721 | 740 249 268 282 436 697 743 | 695 249 309 383 317 250 265 720
a mg/| 145 | 333 | 890 6.4 77 | 309 63 5.94 565 85 124 119 | 386 543 9.29 136 57 89 85 323
Niop mg/| 567 | 146 | 82 148 | 198 | 295 265 19 17 1,38 164 206 | 347 2,22 14 15 <1 1.88 2,02 3,08
Piop mg/| 158 | 259 | 0381 | 0170 | 0,124 | 0,055 | 0049 | <0.050 | <0.050 0,045 0052 | 0063 | 0076 | 0,065 0.051 <0.050 0,035 0.045 0,048 0,053
KSP mgO,/| 516 | 646 | 761 | 592 | 401 | 404 589 903 102 404 36.7 341 | 379 82 775 114 348 357 38,7 44,1
SO~ mg/| 57.7 31 42 5.1 1.99 6.4 52 129 42 38
Sausne mg/| 862 386 624 199 291 341 431 319 397 252
N-NH,4 mg/| 54.0 034 | 028 142 0.193 0.28 0,18 0.078 034 0,28
N-NO, mg/| <0.002 0.022 | 0034 0025 | <0.002 0011 | 0,027 0.0023 0.017 0,014
N-NO; mg/| <0.06 110 | 154 102 <0.060 1.22 1,68 0.12 139 1,61
BSPs mg0,/| 20.1 441 | 360 73 11 3.70 2,94 <10 242 2,62
B g/l 175 <200 | 101 50 <50.0 <200 159 <50.0 <200 <100
Zn pg/l 355 <400 | 563 10 124 <40.0 58 6.1 <40.0 <20,0
Cu ug/l <100 <200 | 379 12 <5.0 <20.0 69,4 <20 <20.0 <10,0
od pg/l <020 0,40 <0620 <02 <010 <040 <(()),(())z <0.04 <040 <0,200
Cr pg/! 54.2 <40 | 126 2.8 <1.0 441 0579 085 495 <2,00
Pb ve/! 159 <10 <0650 12 0250 111 | 0% 013 <10 | <0500
Hg pg/l 0.010 <001 | <0,01 <0.1 <0.010 <001 | <001 <001 <0.01 <0,01
Mn g/l 228 006 | 008 51 16.2 0.07 0,09 475 0.08 0,10
Co pg/l 408 <10 | 0691 13 <0.250 <10 | 0114 0.13 <10 <0,500
Fe mg/| 1020 062 | 054 039 443 0.74 0,48 222 0.64 0,72
<0,005 ! Y
Fenolu mg/! <0005 <o | 0% <0003 | 0005 <0.005 0026 0005 <00
indekss 5
Nafta mg/| 0,29 <002 | <005 <0.02 416 <0.02 <0,05 <0.050 <0.02 <0,05

10
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4.2, Gruntsiidenu piesamojums

Gruntstdens piesarnojuma izpéte CSA atkritumu poligona ,Janvari” veikta saskana ar LR MK 2011. gada
27. decembra noteikumu Nr. 1032 “Atkritumu poligonu ierikoSanas, atkritumu poligonu un izgaztuvju
apsaimniekosanas, slégsanas un rekultivacijas noteikumi” un A kategorijas piesarnojosai darbibai izsniegtas atlaujas
nosacijumiem. Gruntstdenu piesarnojuma kontroli nodrosinosais urbumu tikls atspogulots 5.attéla.

U

.. 44,52 o~ SEED. S

e 44

43 —

Apziméjumi

U1 urbuma numurs
® gruntsGdenu monitoringa urbuma novietojums
44,52 grunsddenu limena absolGta atzime, m v.j.l. )

¥ virszemes ddenu paraugoganas punkls 43,43
8' infiltrata paraugo$anas vieta
hidroizohipsa, m v.j.l.

A gruntsadenu plasmas virziens O—.—O 100 m
N

5. attels. Atkritumu poligona , Janvari” gruntsiidenu monitoringa urbumu tikls, gruntsiidens pliismas virziens
un infiltrata paraugos$anas punktu izvietojums

Piesarnojuma raksturosanai saskana ar LR MK 2002. gada 12. marta noteikumu Nr. 118 ,Noteikumi par virszemes
un pazemes tdenu kvalitati” rekomendacijam tiek izdalitas sekojosas tris kategorijas (2. tabula).

11
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2. tabula. Pazemes tidenu piesarnojuma kategorijas un robezvértibas

Kategorija Skaidrojums
mérklielums Vaji piesarnots vai zema dabiska kvalitate
mérklieluma un robezlieluma L
Cmen oo Piesarnots
vidéja vertiba
robezlielums Stipri piesarnots

Urbumu paraugu analizu rezultati ar minéto kategoriju robezvertibam salidzinati 3. tabula.

3. tabula. Urbumu piesarnojuma raditaju salidzinajums

Konstatétas koncentracijas
7] c 3 € 3 4 =]
£ (] o 9’y 2
g S = ;E) e 3 1. urb. 2.urb. | 3.urb. | 4.urb. | 5.urb.
o 3 E oz g e
Elektro-
vaditspéja | pS/cm 738
(20°C)
sausne 628 470 578 774 461
cr mg/| 26,8 24,1 25,7 22,8 20,1
Nkop mg/| 3 26.5 50 1,28 1,33 1,37 1,72 1,45
Prop mg/| 0,043 0,038 0,041 0,034 0,032
KSP mg/| 40 170 300 33,7 32,7 28,4 24,5 29,7
Neorty mg/| 16,1 11,9 15,1 14,1 10,3
N/NH 2* mg/| 0,18 0,16 0,23 0,34 0,22
N/NO 2 mg/| 0,014 0,023 0,011 0,012 0,009
N/NOs mg/| 0,92 1,02 0,94 1,22 1,14
BSPs mg/| 2,94 2,14 2,10 1,90 2,28
Kopéjie
naftas mg/| 1.0 <0,05 <0,05 <0,05 <0,05 <0,05
produkti
Fenolu o 0000 | 5025 | 005 | <0005 | <0005 | <0005 | <0005 | <0,005
indekss 5
B pg/l 12,3 15,5 13,0 13,0 29,6
PO mg/| 78 7.8 72 6,1 83
Zn pg/l 3,8 19,2 9,3 <2,0 <2,0
Cu pg/l 10 42.5 75 14,4 48,8 5,7 6,9 <1,0
Cd ug/l 1 3.5 6 <0,020 0,024 <0,020 <0,020 <0,020
Cr ug/l 10 20 30 0,326 0,370 <0,200 0,556 1,05
Pb ug/l 10 42.5 75 <0,050 0,070 <0,050 <0,050 <0,050
Hg ug/l 0.05 0.175 0.3 <0,01 <0,01 <0,01 <0,01 <0,01
Fe mg/| 2,2 18 1,2 0,94 0,84
Mn ug/l 0,12 0,10 0,12 0,07 0,10
Co ug/l 10 55 100 0,081 0,350 <0,050 <0,050 0,433

2 95% nodroginatibas vértiba Latvijas gruntsiidenu horizontos ar zemu dabisko organisko vielu, hloridu un sulfatu
koncentraciju (ko var izmantot ,,A” robezvértibas raditajiem, kuri nav minéti MK noteikumu Nr. 118 pielikuma)

12
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Ka redzams 3. tabula, elektrovaditspéja parsniedz fona vértibu Latvijas gruntstidenos 1., 3., 4. un
5. urbuma apkartné. Paréjos urbumos neviena no piesarnojosam koncentracijam neparsniedz kadu no
MK noteiktajam robezvértibam, l1dz ar to, lauj secinat, ka Sie gruntsideni urbumu apkartné ir ar labu
dabisko kvalitati.

Galveno 2024. gada novembra novéroto piesarnojumu raksturojoSo parametru izmainas
gruntslidenos, salidzinot ar 2010. — 2024. gada novérojumiem sniegtas 4. tabula.
4. tabula. Gruntsiidenu un piesarnojuma tendences
EVS, uS/cm cr, Niop, Piop, KSP, o
Laiks ( 250 é) g/l m';;l mk;;l m'g o/l Piesarnojuma tendences
1. urb.
12.2010.--
11.2016. 690-847 13,2436 | 0.31-2.70 | 0.020-0.090 | 19.1-40.3
03.2017. 830 431 0.46 0.047 30.1
06.2017. 745 449 0.90 0.022 296
09.2017. 815 39.7 11 0.029 323
12.2017. 836 42.7 1.02 0.027 27.7
04.2018. 802 45.2 14 0.042 324
06.2018. 667 154 14 0.051 314
09.2018. 946 413 1.0 0.024 34.1
11.2018. 896 442 13 0.030 26.9
05.2019. 653 15.2 14 0.035 34.1
07.2019. 759 264 16 0.035 34.9
08.2019. 974 30.1 24 0.034 40.1
12.2019. 916 46.3 1.7 0.027 27.2
03.2020. 930 204 12 0.030 36.2
06.2020. 881 304 11 0.037 35.7
08.2020. 870 184 0.58 0.027 34.8
11.2020. 917 438 12 0.024 25.7
03.2021. 842 215 0.65 0.048 32.7
07.2021. 913 325 16 0.032 36.5
09.2021. 960 20.2 1.16 0.042 36.7
11.2021. 923 45.2 2.10 0.022 26.2
03.2022. 974 22.7 0.75 0.052 34.1
07.2022. 919 45.1 1.08 0.028 28.1 Koncentracias svarstas ilegadigo
09.2022. 870 227 045 0.031 32.7 | noverojumu rezultatu robezas
11.2022. 865 a4.7 195 0.024 28.1
04.2023. 874 30.9 0.54 0.083 19.0
06.2023. 918 354 0.40 0.06 <6
11.2023. 552 41,7 <10 <0,05 19,4
12.2023. 907 384 <1.0 <0.05 23.6
03.2024. 930 45,7 2,49 0,027 32,3
04.2024. 888 241 1.09 0.034 34.8
09.2024. 930 45,0 1,31 0,029 30,5
11.2024. 924 26,8 1,28 0,043 33,7
2. urb.
12.2010.-
11.2016. 657-1248 10.3-25.3 0.50-.14 0.023-0.045 | 18.1-31.2
03.2017. 774 20.5 0.81 0.054 26.9
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Gruntsiidenu, virszemes tidenu un infiltrata monitorings CSA poligona ,,Janvari” 2024. gada IV cikls

Laiks EV(S'Z:;E é)c m mC;’/I r':';;l ::;I mlésg; /I Piesarnojuma tendences
06.2017. 730 269 0.92 0.023 186
09.2017. 802 189 15 0.050 28.1
12.2017. 808 289 1.08 0.025 20.4
04.2018. 807 245 11 0.047 28.1
06.2018. 768 275 12 0.043 234
09.2018. 725 16.8 13 0.032 302
11.2018. 826 30.1 14 0.027 213
05.2019. 614 18.1 12 0.051 26.1
07.2019. 725 231 13 0.038 24.7
08.2019. 864 26.7 17 0.032 295
12.2019. 821 289 13 0.024 189
03.2020. 863 27 11 0.035 302
06.2020. 830 24 20 0.035 262 Concentracias iéretss fnsadio
08.2020. 843 209 0.92 0.030 29.1 roveroi mJu gy rgﬁeiégs
11.2020. 856 275 11 0.021 17.4
03.2021. 813 208 0.67 0.024 284
07.2021. 855 202 15 0.025 25.1
09.2021. 853 223 130 0.033 302
11.2021. 902 295 117 0.022 18.3
03.2022. 774 19.7 0.62 0.034 29.7
07.2022. 724 189 1.03 0.024 19.4
09.2022. 775 199 051 0.036 341
11.2022. 779 274 122 0.027 24.7
04.2023. 774 7.11 0.50 0.062 9.0
06.2023. 815 6.47 097 0.11 <6
11.2023. 591 5.48 <10 <0.05 24.1
12.2023. 784 469 <10 <0.05 227
03.2024. 777 26,2 1,43 0,028 30,4
04.2024. 881 23 111 0.040 357
09.2024. 777 28,4 1,24 0,027 29,8
11.2024. 738 24,1 1,33 0,038 32,7

3. urb.

12.2010--

112016, 630-704 53195 | 02512 | 0021-0068 | 10.7-18.1
03.2017. 730 14.5 0.36 0.045 15.3
06.2017. 684 19.1 08 0.027 126
09.2017. 741 16.7 32 0.220 16.8
12.2017. 726 24.4 0.92 0.032 149
04.2018. 722 19.1 09 0.035 169
06.2018. 735 202 13 0.048 15.8
09.2018. 786 17.3 21 0.108 19.4
11.2018. 734 27.1 1.1 0.034 182
05.2019. 574 165 13 0.065 17.2
07.2019. 667 14.6 14 0.042 17.7
08.2019. 794 15.1 16 0.041 196
12.2019. 782 299 0.90 0.030 169
03.2020. 819 19.4 24 0.038 234
06.2020. 791 16.8 11 0.040 187
08.2020. 792 19.1 0.67 0.033 265
11.2020. 849 272 0.84 0.027 17.7
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Gruntsiidenu, virszemes tidenu un infiltrata monitorings CSA poligona ,,Janvari” 2024. gada IV cikls

. EVS, uS/cm cr, Nkop, Pkop, KSP, L
Laiks ( 2:(, Q) mg/| mg;l mg;l mg 03/ Piesarpojuma tendences
03.2021. 798 191 0.70 0.038 22.6
07.2021. 842 15.0 13 0.029 20.1
09.2021. 853 175 1.06 0.032 239
11.2021. 848 284 1.02 0.025 189 Koncentracijas ir stabilas
03.2022. 829 204 0.85 0.045 24.7
07.2022. 876 16.7 1.19 0.023 204
09.2022. 835 184 0.52 0.025 25.2
11.2022. 833 29.2 125 0.023 174
04.2023. 829 10.8 <0.06 0.06 <6
06.2023. 872 13.8 0.38 0.043 <6
11.2023. 564 204 <1.0 0.45 <5
12.2023. 878 225 <1.0 <0.05 5.6
03.2024. 882 27,7 1,22 0,024 314
04.2024. 781 17.7 122 0.032 310
09.2024. 882 28.0 1.30 0.025 316
11.2024. 932 25,7 1,37 0,041 284
4. urb.
12.2010.-
11.2016. 537-651 7.3-23.0 0.20-1.70 | 0.020-0.060 9.8-18.4
03.2017. 710 25.6 0.45 0.038 144
06.2017. 592 19.6 15 0.025 134
09.2017. 598 22.5 0.53 0.024 129
12.2017. 667 21.7 1.8 0.031 159
04.2018. 620 24.7 0.95 0.072 16.8
06.2018. 644 214 1.9 0.028 16.8
09.2018. 625 24.1 15 0.200 14.7
11.2018. 734 24.5 2.1 0.035 184
05.2019. 522 22.1 1.0 0.047 18.1
07.2019. 621 15.7 2.0 0.024 175
08.2019. 688 169 2.3 0.023 18.8
12.2019. 664 23.8 1.7 0.045 19.7
03.2020. 796 24.6 13 0.042 20.7
06.2020. 732 22.1 2.3 0.031 19.6
08.2020. 687 22.9 0.35 0.037 24.4
11.2020. 735 22.7 15 0.040 20.7
03.2021. 802 223 057 0.027 221 o
07.2021. 794 274 16 0.023 224 ﬁgg;f;:f:ﬁ;i‘l’taaﬁ?zbigziicﬁ@
09.2021. 768 26.9 0.88 0.033 27.5
11.2021. 866 24.1 1.90 0.038 214
03.2022. 920 24.8 1.84 0.038 24.9
07.2022. 904 34.1 1.22 0.058 233
09.2022. 704 218 0.62 0.028 28.1
11.2022. 806 22.7 1.72 0.034 23.9
04.2023. 920 148 0.56 0.08 12
06.2023. 1052 124 0.49 0.051 <6
11.2023. 562 146 9.6 <0.05 36.7
12.2023. 820 120 53 <0.05 17.2
03.2024. 728 22,0 141 0,027 30,1
04.2024. 697 19.9 1.26 0.027 320
09.2024. 728 19.9 132 0.028 322
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Gruntsiidenu, virszemes tidenu un infiltrata monitorings CSA poligona ,,Janvari” 2024. gada IV cikls

Laiks EV(S'Z:;: é)c m mC;’/I :';;I r:k;;l mlésg; /I Piesarnojuma tendences

11.2024. 1083 22,8 1,72 0,034 24,5
5. urb.

12.2010.--
11.2016. 565-1910 7.9-475 0.85-6.50 | 0.030-0.900 | 10.7-290
03.2017. 920 180 2.8 0.215 140
06.2017. 984 102 5 0.162 127
09.2017. 1230 40.5 3.6 0.270 110
12.2017. 1159 48.1 2.6 0.238 101
04.2018. 857 40.2 32 0.143 109
06.2018. 835 65.3 3.9 0.175 94.7
09.2018. 845 22.1 5.1 0.815 704
11.2018. 590 20.2 43 0.072 36.2
05.2019. 884 334 8.0 0.260 45.9
07.2019. 920 524 7.6 0372 70.3
08.2019. 2660 60.9 9.2 0.110 91.7
12.2019. 787 27.4 7.0 0.140 45,5
03.2020. 1400 48.1 10.3 0.072 40.2
06.2020. 1277 62.7 8.1 0.160 754
08.2020. 891 38.1 4.25 0.090 35.7
11.2020. 753 24.1 2.2 0.065 36.1
03.2021. 775 30.1 1.18 0.038 35.7
07.2021. 1092 355 2.6 0.038 329
09.2021. 756 26.5 2.89 0.140 384
11.2021. 775 21.7 2.15 0.042 32.7 Koncentracijas svarstas ilggadigo
03.2022. 981 355 2.30 0.082 385 novérojumu rezultatu robezas
07.2022. 757 25.2 2.36 0.062 31.1
09.2022. 688 22.1 144 0.100 40.1
11.2022. 614 16.8 1.84 0.037 30.8
04.2023. 1281 17.7 5.81 0.22 187
06.2023. 856 133 047 0.047 <6
11.2023. 490 56.0 3.8 0.42 35.1
12.2023. 1515 174 45 <0.05 85.0
03.2024. 720 220 10,1 0,233 251
04.2024. 980 24.8 1.53 0.051 38.5
09.2024. 1120 224 1.38 0.038 35.1
11.2024. 980 20,1 1,45 0,032 29,7

4.3. Infiltrata sastavs

Infiltrata sastavs ir atkarigs no ievesta atkritumu daudzuma un sastava, ka ari no atmosféras nokrisnu daudzuma,
kas iefiltréjas atkritumu slant. Infiltratu raksturoSanai tiek nonemti paraugi no infiltrata savaksanas tvertném
(skat. 5. tab. un 4. pielikumu). Abos infiltrata paraugos, (viena parauga, kas paraugots no jaunas poligona atkritumu
kratuves un otraja, kas ieglts no rekultivétas izgaztuves) piesarnojoSo vielu koncentracijas svarstas ilggadigo

novérojumu rezultatu robezas.
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5. tabula. Infiltrata sastavs

Laiks EVS (ZOOC) cl Nkop. Pkop. I,(SP
pS/cm mg/I mg/I mg/I mg0y/I
INF-1 (no jaunas siinas)
06.2010.- 978-25500 187-3700 8.1-960 0.478-34.1 251-3800
11.2016.
03.2017. 17400 3890 620 30.1 3020
06.2017. 17170 3100 670 189 3100
09.2017. 15580 3240 590 259 2890
12.2017. 12370 2500 602 149 2300
04.2018. 14000 3510 420 20.1 2710
06.2018. 12890 3290 420 27.1 2570
09.2018. 12820 3800 620 224 3200
11.2018. 18100 3240 704 19.8 2900
05.2019. 12100 3280 403 185 2450
07.2019. 15470 3400 470 241 2700
08.2019. 15090 3510 410 22.7 2940
12.2019. 15180 3940 370 18.7 2520
03.2020. 16800 4100 482 213 3800
06.2020. 17430 3600 450 22.1 2920
08.2020. 16800 4200 498 20.7 4100
11.2020. 17250 4200 450 224 3400
03.2021. 16800 4300 460 20.2 4200
07.2021. 18870 3600 470 22.1 3040
09.2021. 17140 3840 840 18.8 3800
11.2021. 16000 3890 419 20.8 3160
03.2022. 16600 4200 418 194 4500
07.2022. 15100 3540 430 21.8 2920
09.2022. 11870 3100 704 149 2920
11.2022. 13800 3280 394 189 2940
04.2023. 16590 2020 2585 58.0 3761
06.2023. 14660 2282 1335 1237 5585
11.2023. 97000 1170 572 8.10 2400
12.2023. 9170 1060 614 7.29 1720
03.2024. 8730 1080 178 12,8 2400
04.2024. 5880 1600 371 10.7 1460
09.2024. 8730 3190 650 14,2 2810
11.2024. 12800 3200 690 14,2 2840
INF-2 (no rekultivétas izgaztuves)

06.2009.-
11.2016. 274-22880 62.4-4250 1.4-874 0.42-35.2 41.3-2500
03.2017. 1590 178 12 6.8 210
06.2017. 1236 104 29 5.5 410
09.2017. 1261 94.7 274 0.525 240
12.2017. 7660 980 167 6.70 980
04.2018. 13100 2760 240 94 1940
06.2018. 13900 3650 510 254 3020
09.2018. 13130 4200 640 233 2900
11.2018. 3360 270 38 7.10 490
05.2019. 1090 63.9 46.7 3.38 710
07.2019. 7750 2760 290 141 1540
08.2019. 12170 3020 360 194 2320
12.2019. 11310 2920 320 16.1 2020
03.2020. 2310 120 66.4 213 840
06.2020. 2980 1020 190 11.8 720
08.2020. 2310 312 132 4.30 1400
11.2020. 2540 420 92 5.1 689
03.2021. 2600 136 58.1 240 890
07.2021. 9320 2700 280 16.6 1380
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Laiks EVS (20°C) c Niop. Piop. KSP
pS/cm mg/I mg/I mg/I mg0y/I

09.2021. 9880 3200 445 10.5 2700
11.2021. 5370 888 190 8.70 1540
03.2022. 4100 390 74.2 3.60 1090
07.2022. 14400 2940 328 18.90 2410
09.2022. 15020 3510 556 16.2 3440
11.2022. 7560 1450 232 12.8 1810
04.2023. 4110 119 118 2.99 270
06.2023. 1644 104 43.2 0.380 113
11.2023. 1054 37.6 515 2.27 87.8
12.2023. 1988 28.7 51.7 0.12 80.7
03.2024. 3830 922 152 10,6 1390
04.2024. 5490 1490 355 11.2 1850
09.2024. 3830 1630 344 11,5 1850
11.2024. 4490 680 74,3 7,80 1280

4.4. Notektidenu sastavs

Kopé€jo attirito noteklidenu paraugs tiek nemts atbilstosi atkritumu poligonu darbibas ,A” kategorijas

atlaujas prasitbam.

2024. gada decembri tika veikta poligona attirito notekidenu sastava kontrole. Notekldenu analizu
rezultati sniegti 5. tabula un 4. pielikuma.

5. tabula. Notekiidenu analiZu rezultati

Noveérotas
Parametrs Mérvieniba | Robeslielums koncentracijas
18.12.2024.
EVS (20°C) uS/cm 855
Suspendétas vielas mg/I 23,6
Nkop mg/l 3,85
Piop mg/| 0,144
KSP mg O/ 125 68,1
BSPs mg O/ 25 7,2
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SECINAJUMI UN REKOMENDACIJAS

Saja monitoringa cikla sadzives atkritumu poligona ,Janvari” atbilstoi A kategorijas atlaujai
piesarnojosai darbibai tika veikts monitoringa cikls, kas sastavéja no piecu gruntsidenu, tris
virszemes un divu infiltrata paraugu nonemsanas.

v" Gruntsidens limenis poligona teritorija atkariba no reljefa, 2024. gada 28. oktobri
atradas no 43,43 lidz 47,21 m vjl. Gruntsidenu plisma poligona teritorija ir vérsta uz
dienvidiem, dienvidrietumiem.

v" Elektrovaditspéja parsniedz fona vértibu Latvijas gruntsidenos 1., 3., 4. un
5. urbuma apkartné. Paréjos urbumos neviena no piesarnojosam koncentracijam
neparsniedz kadu no MK noteiktajam robezvertibam, lidz ar to, lauj secinat, ka Sie
gruntsldeni urbumu apkartné ir ar labu dabisko kvalitati.

v" Novembri un decembri iegltajos virszemes Gdenu novérojumu punktu VU-1, VU-2 un
VU-3 datus, salidzinot ar iepriek$éjiem datiem vérojams, ka visos tris virszemes
novérojuma punktos nedaudz pieaugusas galvenas piesarnojoso raditaju
koncentracijas. Visa gada griezuma veértéjot iegltos datus var secinat, ka poligona
ietekme uz poligona apkartné plustoSajiem virszemes udeniem 2024.gada ir bijusi
neliela .

v" Abos infiltrata paraugos, (viena parauga, kas paraugots no jaunas poligona atkritumu
kratuves un otraja, kas ieglts no rekultivétas izgaztuves) piesarnojoso vielu
koncentracijas svarstas ilggadigo novérojumu rezultatu robezas.
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PIELIKUMI
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1. PIELKUMS
ZEMES DZILU IZMANTOSANAS LICENCU (KOPUAS)

ZEMES DZILU IZMANTOSANAS LICENCE
Nr. API3ZD0265

Izzmiegta sabiedribai ar ierobefotu atbildibu “GEQ CONSULTANTS", registracijas
numurs: 40003340949, e-pasts: gc/@geoconsultants. v
(pasvaldibas nosaukims, komersata firma wn registrdcijas nupners vai fiziskas
personas vards, ievards un personas kods)

Femes dzilu monitoringa sistémas irveide vai monitoringa veikiana
{zemes dEfiu izmatosaas veids)

Piesdrnoetas vai potenciili piesarnotas vietas, degvielas nzpildes stacijas, naftas bazes,
katlu majas, izgaztuves. atkritumu poligoni
(Ticencétair objekis)

Latvijas teritorija
(licencetd objekia administrarivd piedertba, ja fespjams, adrese)

Licence izzniegta Rigd 01.12.2023

un deriga 10.12.2024
- Pielilkuma:
Nr.p. k Pielikuma nosaukums Lpp. skaitz
1 zemes dzilu izmantodanas nosacijumi 2
1 kearte vai plEns, o attElo atradnes robeiu, licences adresfta Tpasuma val

nomE esoio zemesgabala robeZas, licences laukuma robezu ar -
robezpunktien:; tabula ar robezpunktu koordingtim LES-92 Th sistSma
3. derizo 1zraktenu leguves limits -

Atflauju parvaldes
Piesdrmojuma un dabas resursu departamenta
Fesursu parvaldibas dalas vaditSia vietnielks A Junlkurs

$IS DOKUMENTS IR PARAKSTITS AR DRDE‘F ELEETRONISEO PARAKSTUUN
SATUR LATEA ZIMOGU

Zemeas deilu izmantodanas licenel va t2)3 notelktos noszeljurmes ménesiz [k no pazmofanas dienas var pareGdzat
Videsz pIrrandsTbas valsts birojam, 1esmegnmn par apstridéiam esniedzot Valsts vides diensets BEiipmecibas 16l
23, Big3, LV-1045, e-pasta adrese: pastz@ived gov. v val izmantojot eAdresi. Sazkand ar Pazipodanas likoma
9. panta otro daju zemes dzilu izmantoianas heence uzekatima par pazipotn oira)d darba diend péc 35 nosliiEanas.
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Pielikums licencei Nr. AP23ZD0268
1lapa

Zemes dzilu izmantofanas nosacljumi

I. Visparigie zemes dzilu izmantofanas nosacijumi

Licences derignma
‘.

11.12.2023 Iidz 10.12.2024

=

Licences
iZzniegsanas
pamatojums

a) Liluma “Par zemes dzflém” 10. panta pirmEs dalas 3. punlta “e”
apakipunkts un 2! dala;

b)) Ministru kabineta 06.09 2011, noteiboumu Nr. 696 “Zemes dzilu
izmantofanas licenfu un bieZi sastopamo derigo izraltenu
ieguves atlauju izsniegfanas kartiba, k3 il publiskas personas
zemes iznomEianas kartiba zemes dzilu izmantodanai”™ (turpmalk
— ME noteibumi Nr. 696) 4 2 apakipunlts.

Grozijumi

Nepieciefamibaz gadfjumd ilesniegt iesmiegumu  grozijumu
veikEanai licence un grozijumu pamatojumuy Valsts vides dienesta
{turpmik — VVD) (ME noteilmmu Nr. 626 34. punlts).

Zemes dzilu
iZmantoianas
ierobezoiana,
apturéiana

Zemes dzilu izmantofana var tikt ierobeZota, aptursta un licence
atcelta lilkum3 “Par zemes deilém™ 16. pantd noteiltajos gadijumos
un noteiktajd kartiba.

VVD informgiana

Informét VVD elektroniski (e-pasts: ap@hvd.gov.Iv):

a) pirms (vElams § darba dienas) monitoringa sistémas izveides
on'val veikianas konkr®td objeltd (ME noteillumu Nr. 696
25, punkts);

b) par nodotajiem parskatiem  valsts SIA “Latvijas  Vides,
geologijas un meteorologijas centrs” [turpmak — LVGMC).

I1. Monitoringa sistémas izveides vai monitoringa veikianas nosacijumi

Normafivie akti

a) Likums “Par piesZmojumu”, Ministru kabineta (Turpmak: — MK
noteibnmi): 22.01.2002. ME noteilumi Nr. 34 “Noteilumi par
piesEmojodo vielu emisiju Gdent”, 12.03.2002. MK noteilkumi
Nr. 118 “Noteiloumi par virszemes un pazemes Gdenu kovalitati™,
25102005 ME noteibumi Nr. 804 “Augsnes un grunts
lvalitites normattei™, 27.12.2011. ME noteikumi Nr. 1032
“Atkribinu  poligonu  derfkodanas, athrtumu  polizonu un
izgiztuviju apsaimnickoZanas, slScifanas un  rekultivacijas
notetkumi”, 17.02.2009. MK noteikumi Nr. 158 “Noteiloumi par
prasibam attiecibd uz vides monttoringu un t2 veikdanas kartibu,
piesdmojofo vielu registra izveidi un informacijas pieejamibu
sabiedrTbai™, 17.02.2004. ME noteilmmi Nr. 92 “Prasibas
virszemes Odenu, pazemes Gdenu un aizsargdjamo teritoriu
monitoringam un monitoringa programmu izstrader™;

b) INemt vErd, ka licence neatbrTve no Latvijas Republikas likumu
un city normativo akte prasibu ievErodanas, k3 &l paredz&tajam
ekspertizém un saskanoianim.

Monitoringa
sistémas izveide un
monitoringa
veiksana

a) MNoslegt ligumu ar zemes Ipadnielm, tiesisko valditdu vad
pilovarotu personu par tesibEm veikt monitoringa sist®mas
izveidi vai veikfanu (MK notetkumu Nr. 696 23, punlts);

b) Sastadit monitoringa  sistBmas  izveides wval  veikianas
programmu un saskanot to ar darbu pasatitan (MK notetkumu
Nr. 696 23 punlkts):

c) Veilt teritorijas apsekofanu dabd, izvertst Valsts feologijas
fonda piesjamos materiflus un  visu pasGiitja  sniegto
informaciju par ohjek;
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FPielikume: licencei Nr. APZIZIDM268

2.lapa

7. Monitoringa d) Izstridou fiklo verdot wn terikot 3, lai kentrelEtu preplistodl
sistémas izveide un aizpliztofd Gdans kvalitit un pazemes Gdegu [menus;

un momterngd | o) Urbuma dzilumu noteikt atharthd ne cobjekta Zeologiski-

veilsana hidrogeclogizkajiem apstikliem. Urbums jFeriko 2-3 m dzilik

par gruntsidens horizonta virsmu;

f) Urbumu urbéianas gaiti aprakstit atzegtos 1afus lanka Zum3l3;

g} Gruntsiidens kvalitites noteik@anal un konfroler, 1zurbtajos
urbumoeos lerikot grumtsiidens novSrofanaz akas (turpmik —
aka). Filiru ak3 jFieviato 13, lal prumfzidens virsma ikér=otu to
pa vidu;

h) MNoteikt akim atvern absclito avgstomu, 1zmantojot Eiropas
Vertik3lds atskartes zistémas realizdenu Latvijas feritori
un koordmitas, izmantojot Latvijas 1992, zada Zeodzizko
koordmdtu sist@mu {LES-52 ThI};

1) Aprikot zku atverss un weikt akn kr3sofanu un mark&iann
(akzs numrs we ) un teritorijas labiekdrtodznn ap akim;

1) Velkt akun dziluma un grunts@denms lEmena mérmumus. Ja
maETumi javels plesarpots objekis, vizas darbibas j3veic, sdkot
ar tirako aku;

k) Pirms paraugzu nogemianas katru novErofanas aku atsiknét.
Katrd konkrta)E akd veikt atzmelam3 ddens tilpuma aprékinm
un zekot [Fdz Gdens atdzidriniianis pakipes wm dinamizk3
[imena izmamim;

I) Pazeme: ddegu un grunts paraugzu analizes veikt akreditdta
laboratorija;

m} Degvielas uzpildes stacyis un nafias b3zés pazemes ddenu un
grunts paraugus atlautz pemt akreditdtim laboratori)Zm un
akreditétiem  komerzanfiem  (ME  notelkumu Wi 408
12, punktz];

n} Momforinga =istémasz izverdsl val momtoringa vetkianal
derizo izrakiegu atradgu teriforyiz un  fo apkdrtng
napieciedame sapemt atseviiku licenct VWD,

8. Geologiska a) Rezultitns apkopot monitormzz veikianas darbn parzkats;

informacija b) Parskatn eleltroniski vai papira form3 modot LVGMC Iid=z
licencez  deriguma  termiga  beig@m  (MMimstu  kabmeta
28082012 notetbumn. ¥r. 378 “Moteilkumi par geclogizkis
mform3chas sistému” 4. punkts).

9. Vide: aizzardziba a) MNapielaut grunts, zemss dzilu, virszemes un pazemes Gdepn
plesdmojumn vai citu kaitéumun vided;

b) Paredz#t pasikwmuz, lai tehmbkas darbibas laikd mefikio
parzniestas trokfnu emisiu pielaujam3s vartikas;

o) Savikt un modot atkrmitumu apsaimmiekotZjem momtoringa
vetkiznas laik3 raduios atkmhomus;

d} Apturdt vai lercbeZot monitoringa darbus, ja atklijzs mindine,
Ikultfirai wn vides aizsardzibai nozfmizi feclogiskie veidojomi
val it objelch, nekavajoties zigot par atklFumu VD,

Atlanu parvaldas
Piesdmopuma un dabaz resursu departamenta
Fesursn parvaldibas dalas vaditija vietmeks A Tunkurs

818 DOKUMENTS IR PARAKSTITS AR DE.GE}.T ELEETRONISEQ PARAKSTU UN
SATUR LAIEA FINOGU

Jamzem 21401194
simtija jaunzame@rrd gov. v
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Valsts vides dienests

Ripniccibas icla 23, Riga, LV-1045, tilr. 67084200, c-pasts ap@vvd.gov.lv, www.vvd.gov.Iv

ZEMES DZILU IZMANTOSANAS LICENCE
Nr. AP24ZD0321

Izsniegta sabiedribai ar ierobeZotu atbildibu “GEO CONSULTANTS”,
registricijas numurs: 40003340949
(pasvaldibas nosaukums, komersanta firma un registracijas numurs vai fiziskds
personas vards, uzvards un personas kods)

Zemes dzilu monitoringa sistémas izveide vai monitoringa veikSana
(zemes d=ilu izmantoSanas veids)

Eso3as piesarnotis, potenciili piesarnotis vietas, degvielas uzpildes stacijas, naftas
bizes, katlu mijas, izgaztuves, atkritumu poligoni, derigo izraktenu ieguves vietas
(licencétais objekts)

Latvijas teritorija
(licencéta objekta administrativa piederiba, ja iespéjams, adrese)

Licence izsniegta Riga  05.12.2024

un deriga lidz 10.12.2025.
Pielikumai:
Nr.p.k. Pielikuma nosaukums Lpp. skaits
1. zemes dzilu izmanto$anas nosacijumi 3
2. karte vai plans, kura attélo atradnes robezu, licences adresata ipasuma vai

noma esoSo zemesgabala robezas, licences laukuma robezu ar -
robezpunktiem; tabula ar robezpunktu koordinatam LKS-92 TM sistéma

3. derigo izraktenu icguves limits -
Licences pielikumi ir tis neatnemama sastivdala

Atlauju parvaldes
Piesarnojuma un dabas resursu departamenta
Resursu parvaldibas dalas vaditdja vietnieks A. Junkurs

SIS DOKUMENTS IR PARAKSTITS AR DROSU ELEKTRONISKO PARAKSTU UN
SATUR LAIKA ZIMOGU

Zemes dzilu izmantodanas licenci vai tajd noteiktos nosacijumus méncia laikd no pazinodanas dicnas var parsidzet Vides
parraudzibas valsts birojam, icsnicgumu par apstridéSanu iesniedzot Valsts vides dicnestd, Ripniccibas icla 23, Riga, LV-1045,
c-pasta adrese: pasts@vvd.gov.Iv vai izmantojot cAdresi. Saskand ar PazipoSanas likuma 9. panta otro dalu zemes dzilu
izmanto3anas licence uzskatdma par pazinotu otraji darba diena péc tas nosiitisanas.
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Pielikums licencei Nr. AP247D0321
1. lapa

Zemes dzilu izmantofanas nosacijumi

L. Visparigie zemes dzilu izmantofanas nosacijumi

Licences deriguma
terming

No 11.12.2024. lidz 10.12.2025.

2. Licences a) Likuma “Par zemes dzilém™ 10. panta pirmas dalas 3. punkta
izsniegsanas “e” apakSpunkis un 2'. dala;
pamatojums b) Ministru kabineta 06.09.201 1. noteikumu Nr. 696 “Zemes dzilu

izmantofanas licenéu un bieZi sastopamo derigo izraktenu
ieguves atlauju izsniegfanas karfiba, ki arf publiskas personas
zemes iznomasanas kirfiba zemes dzilu izmantoanai™ (turpmak
— MEK noteikumi Nr. 696) 4.2, apakSpunkts.
3. Grozijumi MepiecieSfamibas  gadfjumd iesniegt iesniegumu  grozijumu
veikfanai licencg un grozijumu pamatojumu Valsts vides dienesta
(turpmiak — VVD) (MK noteikumu Nr. 696 34. punkis).

4. Zemes dzilu Zemes dzilu izmantolana var tikt ierobeZota, apturBta un licence
izmantoSanas atcelta likuma “Par zemes dzilém™ 16. pantd noteiktajos gadijumos
ierobezodana, un noteiktaja kartiba.
apturésana

5. VVDinforméSana | Informét VVD elektroniski (e-pasts: ap@vvd.gov.Iv):

a) pirms (vélams 5 darba dienas) monitoringa sistémas 1zveides
un/vai veikfanas konkrétd objektd (MK noteikumu Nr. 696
25, punkis);
b) par nodotajiem parskatiem  wvalsts  SIA “Latvijas  Vides,
feologijas un meteorologijas centrs” (turpmak — LVGMC).
I1. Monitoringa sistémas izveides vai monitoringa veik¥anas nosacijumi
6. Normafivie akti a) Likums “Par piesmojumu”, Ministru kabineta: 2002. gada

12, marta noteikumi Nr. 118 “Noteikumi par virszemes un
pazemes Odenu kvalitati™, 2004. gada 17. februdra noteikumi
Nr. 92 “Prasibas virszemes Odenu, pazemes ifdenu un
aizsargdjamo  teritoriju  monitoringam un  monitoringa
programmu  izstrader”, 2005. gada 25. oktobra noteikumi
Nr. 804 “Aungsnes un grunts kvalitites normativi”, 2009. gada
17. februara noteikuwmi Nr. 158 “Noteikumi par prasibam
attiectbd uz wvides monitoringu un t3 veik3anas kartibu,
piesArmojofo vielu registra izveidi un informicijas pieejamibu
sabiedribai®, 2011. gada 27.decembra noteikumi Nr. 1032
“Atkritumu  poligonu  ierfkofanas, atkritumu poligonu un
iZgAztuvju apsaimniekoSanas, slégfanas un rekultivacijas
noteitkumi™, 2012, gada  12.jOngja notetkumi  Nr. 409
“Noteikumi par vides aizsardzTbas prasibim degvielas uzpildes
stacijam, naftas baz€m un parvietojamam cisterndm™;

b) MNemt vErd, ka licence neatbivo no Latvijas Republikas likumu
un citu normativo aktu prasibu ieveroSanas, ki ari paredz&tajim
ekspertizém un saskanofanam.
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Pielikums licencei Nr. AP247D0321
2. lapa

7. Monitoringa
sistémas izveide un
maonitoringa
veikSana

a) Noslégt ligumu ar zemes Tpainieku, tiesisko valditaju wvai
pilnvarotu personu par tiestham veiki monitoringa sisté@mas
izverdi vai veikianu (MK noteikumu Nr. 696 25, punkts);

b) Sastadit monitoringa sist@émas  izveides wvai  veik3anas
programmu un saskanot to ar darbu pasititaju (MK noteikumu
Nr. 696 25, punkts);

¢) Veikt teritorijas apsckofanu daba, izveErtét Valsts geologijas
fonda piegjamos materialus un  visu pasititaja  sniegto
informaciju par objektu;

dy Izstradou fiklu veidot un ierikot ta, lai kontrol&tu pieplistodd un
aizpllistoda Gidens kvalitdti un pazemes denu [imenus;

e¢) Urbuma dzilumu noteikt atkaribd no objekta geologiski-
hidrogeologiskajiem apstakliem. Urbums jaieriko 2-3 m dzilak
par gruntsfidens horizonta virsmu;

f) Urbumu urbianas gaitd aprakstit atsegtos 1efus lanku Zurnala;

g) Gruntsiidens kvalitites noteikfanai un kontrolei, izurbtajos
urbumos ierikot gruntsidens novErofanas akas (thwrpmak — aka).
Filtru akd jaievieto ta, lai gruntsidens virsma Sk@rsotu to pa
vidug

h) Noteikt akim atveru absollito augstumu, izmantojot Eiropas
Vertikalis atskaites sist@mas realiziciju Latvijas teritorijd un
koordinatas, izmantojot Latvijas 1992, gada geodgzisko
koordinatu sistému {LKS-92 TM},

1) Aprikot aku atveres un veikt aku krasofanu un markg3anu (akas
numuii u.c.) un teritorijas labiekirtosanu ap akim;

j) Veikt aku dziluma un gruntsiidens [Tmena méfjumus. Ja
mertjumi javeic piesarnota objekta, visas darbibas javeic, sakot
ar tfirdko aku;

k) Pazemes Odenu un grunts paraugu analizes veikt akreditta
laboratorija;

1) Degvielas uzpildes stacijas un naftas bazés pazemes lidenu un
grunts paraugus atlauts pemt akredittdm laboratorijdm un
akreditétiem  komersantiem (MK noteitkumu  Nr. 409
12. punkts);

m) Monitoringa sistémas izveidei vai monitoringa veikfanai
derigo izraktenu atradpu teritorijis un to apkirtné
nepieciefams sanemt atsevifku licenci VVD;

n) Noslédzoties momtoringa darbiem, likvidét monitoringa
urbumus.

8. Geologiska
informicija

a) Rezuliatus apkopot monitoringa sist@mas izveides vai veikianas
darbu parskata;

b) Parskatu elektroniskd vai papira formi nodot LVGMC [idz
licences deriguma termina beigam (Ministru  kabineta
28.08.2012. noteitkumu Nr. 578 “Notetkumi par geologiskas
informacijas sistému” 4. punkts).
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Pielikums licencei Nr. AP247D0321
3. lapa

9. Vides aizsardziba

a) Mepielaut grunts, zemes dzilu, virszemes un pazemes Odenu
piesarnojumu vai citu kaitgjumu videi;

b) Paredz&t pasikumus, lai tehnikas darbibas laikd netiktu
parsniegtas trokinu emisiju pielanjamas vertibas;

c) Savakt un nodot atkritumu apsaimniekotijiem monitoringa
sistémas izveides vai veikSanas laika raduos atkritumus;

d) Apturgt vai ierobeZot monitoringa darbus, ja atklajas zinatnei,
kultlirai un vides aizsardzibai nozimigi geologiskie veidojumi
vai citi objekti, nekavEjoties zinot par atkldjumu VVD.

Atlauju parvaldes

Piesarnojuma un dabas resursu departamenta
Resursu parvaldibas dalas vaditaja vietnieks AL Junkurs

SIS DOKUMENTS IR PARAKSTITS AR DROSU ELEKTRONISKO PARAKSTU UN

Kolomyjcuka
innakolomijeuka@ved gov.dv

SATUR LAIKA ZIMOGU
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2. PIELIKUMS
GRUNTSUDENU LIMENI
Gruntsidenu limeni 2024. gada 28. novembri
Caurules gala atzime, m Gruntsiidenu limenis, | Gruntsuadenu limenis, m
Urbuma Nr. . .
v.j.l. m no caurules gala v.j.l.
1 47,60 3,08 44,52
2 4877 1,56 47,21
3 45,22 1,53 43,69
4 44,42 0,99 43,43
5 46,14 2,22 43,92
3. PIELIKUMS
GRUNTSUDENU, VIRSZEMES UDENU UN INFILTRATA PARAUGOSANA
2024. gada 28. novembri
Paraugi EVS, uS/cm (20°C) pH t°C Suknésana
1 924 7,88 11,6 impulsu
2 738 6,34 9,6 impulsu
Monitoringa urbumi 3 932 8,00 96 impulsu
4 1083 8,04 9,6 impulsu
5 773 7,44 11,1 nepartraukta
VU1l 796 8,36 0,5
Virszemes . VU2 624 8,06 0,7
noverosanas punktl
VU3 262 7,91 0,5
Infiltrats INF-1 12800 7,66 11,5
INF-2 4490 8,58 3,5
2024. gada 12. decembri
Paraugi EVS, uS/cm (20°C) pH t°C Suknésana
Attirits notekidens 434 7,56 1,4
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2024. gada 18. decembri

Paraugi EVS, uS/cm (20°C) pH t°C Stiknésana
VU1 740 7,62 0,2
Virszemes . VU2 695 7,75 0,5
novéerosanas punkti
VU3 720 7,51 0,3
Attirits notekadens 855 7,12 1,2
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4. PIELIKUMS
PARAUGU TESTESANAS PARSKATI
27-12-24-001 un 02-01-25-002
‘ SIA “Geo Consultants” testé3anas laboratorija
A Ofivu iela 9, Riga, LV 1004
Talrunis +371 67627504
'GCO E - pasts: ge@geoconsultants.v
Consultants e sy
TESTESANAS PARSKATS NR./ | 27-12-24-001 "SB‘
TEST REPORT No. MOy
17025
T-582
1. Pasutitajs/ Customer SIA “AAS “Piejara™"
2. Objekts/ Object CSA poligons “Janvari”
3. Informacija par paraugiem/ Information about Samples
Paraugu Paraugi Testéianas Testélana Paraugu Parauga Parauga identifikacija/
nemsanas sanemti sakta / pabeigta/ apraksts, nemsanas Identification of the
datums/ | laboratorija/ Testing Testing apjoms/ vieta/ Sample
Samples’ Samples’ started completed | Description Sampling
taking date | recelved in of Samples, location
laboratory amount |
28.11.2024. | 28.11.2024. | 05.12.2024. | 27.12.2024. | 11 CSA | 1. urb. (28.11.2024-1)
plastmasas | poligona 2. urb. (28.11.2024-2)
PET pudele, | “Janvari" 3. urb. (28.11.2024-3)
11 stikia teritorija 4. urb. (28.11.2024-4)
pudele, | 5. urb. (28.11.2024-5)
taras V-1(28.11.2024-6)
komplekts V-2 (28.11,2024-7)
V-3 (28.11,.2024-8)
‘ ‘ infiltrits 1(28.11.2024-9)
l Inflltrats 2 (28.11.2024-10)

4. Paraugu nem3anas metode/ Samples’ taking method

LVS IS0 5667-11:2011; I1SO 5667-6:2014

S. Par paraugu nonemsanu atbildigs/

Responsible for taking samples

SIA "Geo Consultants” laboratorija

6. Parametrs, Test&3anas metode/ Parameter, Testing method

Parametrs/ Parametr Metode/Method Parametrs/Parametr Metode/Method
CI" (hloridi/chiorides) APHA method 4500- CI' | M-NOs (nitritu APHA method 4500
C(2017) slapeklis/ MO3 E (2017)
nitrate nitrogen)
Mz [kopdjais slapeklis/ APHA method 4500-N | N-MH:* {amonija VS IS0 7150-1:1984
totol nitrogen) C (2017} slapeklis/omonium |
nitrogen) i
Puep (kOp&ais fosfors APHA method 4500- P | Fe (kopsjd dzelzs/totol | APHA method 3500- Fe |
total phosphorows) BS (2017) iron) B(2017)
KSP (kimiskais skibek|a V5 150 6060:1589 S04 {sulfati/sulfotes) T-582-0-7:2023
patérinschemical oxygen
demand)
B5P: [biokimiskais skabek|a WS EM 150 5815- Mn {mangans/ V5 150 6333:1986
patérins/bicchemical oxygen 1:2020 manganese}
demand)
MN-MNOy (mitritu slapeklis/ VS IS0 6777:1984 Permanganata indekss | T-582-00-5:2023
mitrites nitrogen) [permanganate index)
MP1 {naftas produktu VS EN 150 9377- *Sausne |dissolved W-TD5-GR
oglidenraiu indekss/ 2:2001 solids dried ot 205" C)
hydrocarban oll index)

1143

30



SIA Geo Consultants, 2024

Gruntsiidenu, virszemes tidenu un infiltrata monitorings CSA poligona ,,Janvari” 2024. gada IV cikls

LU

L o
WGeo
Consultants

SIA “Geo Consultants” testé3anas laboratorija

Olivu lela 9, Riga, LV 1004
Talrunis +371 67627504

E - pasts: ge@geoconsyltants,lv

www.geoconsuftants.lv

Parametrs/Parametr Metode/Method Parametrs/Parametr Metode/Method
*B8, Cu, Zn (bors, vars, cinks W-METMSFL2 *Cd, Cr, Co, Pb W-METMSFLLL
/boron, copper, zinc) (kadmijs, hroms,

kobalts, svins/

cadmium, chromium,

cobalt, lead)
*Hg (dzivsudrabs/ W-HG-AFSFL *Fenolu indekss W-PHI-CFA
mercury) (phenol index)

Parametrs/ c Nkop Pkop KSP BSPs N-NO: | N-NO: | N-NH:" Fe
Parametr

Mérvieniba mg/l | mg/l | mg/l mg/| mg/! mg/! mg/| mg/! mg/|
1.urb. 26,8 1,28 0,043 33,7 2,94 0,014 0,92 0,18 2,2
2.urb. 24,1 1,33 0,038 32,7 2,14 0,023 1,02 0,16 18
3.urb. 25,7 1,37 0,041 284 2,10 0,011 0,94 0,23 1,2
4.urb. 22,8 1,72 0,034 245 1,90 0,012 1,22 034 0,94
S.urb. 20,1 1,45 0,032 29,7 2,28 0,009 1,14 0,22 0,84

V-1 7,7 1,98 0,124 40,1 3,60 0,034 1,54 0,28 0,54
V-2 11,9 2,06 0,063 34,1 2,94 0,027 1,68 0,18 0,48
V-3 8,5 2,02 0,048 38,7 2,62 0,014 1,61 0,28 0,72
Infiltrits 1 3200 690 14,2 2840 90,0 <0,003 <0,01 682 8,0
Infiltrats 2 680 74,3 7,80 1280 58,3 <0,003 <0,01 72,1 5,2
Nenoteiktibo (%) 4 12 8 6 13 6 10 7 7
Parametrs/ SO+ Mn Perman. NP1 Fenolu | Sausne® B* Ccd*
Parametr Indekss indekss*

Mérvieniba mg/| mg/l mg/| mg/l mg/| mg/| ue/! ug/|
1.urb. 16,1 0,12 7,8 <0,05 <0,005 628 123 <0,020
2.urb. 11,9 0,10 7,8 <0,05 <0,005 470 15,5 0,024
3.urb. 15,1 0,12 7,2 <0,05 <0,005 578 13,0 <0,020
4.urb. 14,1 0,07 6,1 <0,05 <0,005 774 13,0 <0,020
S.urb. 10,3 0,10 33 <0,05 <0,005 461 29,6 <0,020

V-1 4,2 0,08 12,4 <0,05 <0,005 624 101 <0,200
V-2 52 0,09 10,4 <0,05 <0,005 431 15,9 <0,020
V-3 38 0,10 9,4 <0,05 <0,005 252 <100 | <0,200
Infiltrats 1 172 0,28 1100 <0,05 0,018 8050 3790 <1,25
Infiltrts 2 42,7 0,24 720 <0,05 <0,005 2960 1270 <0,500
Nenoteiktiba (%) 8 9 15 4% 27 10 10 56
Parametrs/ [ Co* Cu* Pb* Hg* n* pH EVS
Parametr

Mérvieniba ug/| ug/l e/l | pg/! ug/l uS/Cm
1.urb. 0,326 | 0,081 144  <0,050  <0,0100 3,8 7,88 924
2.urb. 0,370 | 0,350 | 48,8 @ 0,070 | <0,0100 | 19,2 6,84 738
3.urb. <0,200 | <0,050 | 5,7 @ <0,050 <0,0100 | 9,3 7,84 932
4.urb. 0,556 | <0,050 | 6,9 | <0,050 | <0,0100 | <2,0 8,04 1083
S.urb. 1,05 | 0433 | <10  <0,050 | <0,0100 | <2,0 7,56 980

V-1 126 | 0,691 | 37,9 | <0,500 | <0,0100 | 56,3 7,31 721

V-2 0,579 @ 0,114 694 | <0,050 <0,0100 5,8 7,24 743

V-3 . <2,00 | <0,500 | <10,0 @ <0,500 <0,0100 | <20,0 7,87 265
Infiltrats 1 | 1810 40,0 124 149 | 0,0830 | 442 7,66 12800
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‘ SIA “Geo Consultants” testédanas laboratorija
P Olivy tela 9, Riga, LV 1004
'G o Talrunis +371 67627504
E - pasts: ge@groconsyitants.bv
Consultants www.geoconsultants. b
Parametrs/ Cr* Co* Cu* Pb* Hg* n* pH EVS
Parametr
Mérvieniba wa/l wa/l ug/l pg/l uefl ug/l uS/Cm
Infiltrats 2 404 13,4 56,8 5,81 0,0450 158 8,18 4490
Nenoteiktibo (%) 18 13 10 19 10 10 QI5veer 3,5

*Smago metalu testésana veikta "ALS Czech Republic s.ro” testéianas laboratorija Cehija. Laboratorlja
akreditéta Cehijas akreditacijas institGtd, akreditdcijas numurs: L-1163. lzraksts no testd3anas parskata
PR24F6944, izdots 27.12.2024./

Heavy metal testing has been carried out at the “ALS Czech Republic 5.r.o.” testing laboratory in the Czech
Republic, Laboratory accredited to the Czech Accreditation Institute, accreditation number: L-1163, Extract from
test report PR24F6544, issued 27.12.2024.

**Nenoteiktiba attiecas tikai tdda gadijuma, ja rezultats parsniedz 0,5mg/!

***Nenoteiktiba attiecas tikai tada gadijuma, ja rezultats parsniedz 0,1mg/|

****oH vienibas

Uzradita nenoteiktiba ir paplasinata standartnenoteiktiba, kas aprékindta, izmantojot parklasanas koeficientu 2,
kurs nodrosina 95% ticamibas limeni. Standartnenoteiktiba tiek apritkinata, ja rezultats ir lielaks vai vienads ar
QL (kvantitativi nosakama koncentracija)./

The uncertainty reported is the expanded standard uncertainty calculated using the overlap coefficient 2, which
provides a 95% confidence level. The standard uncertainty is calculated if the result is greater than or equal to
QL {quantifiable concentration).

Testésanas rezultatl attiecas tikal uz konkréto (-ajiem) paraugu (-iem). Bez testésanas laboratorijas rakstiskas
atlaujas nav atlauta testésanas parskata reproducéiana nepilna apjoma./

Results of this Test Report concern only the present sample(s). It's not allowed to reproduce this Test Report
partially without writen permission of testing laboratory.

TestéSanas parskata izdodanas datums/ Test Report date of issue: 27.12.2024.
Testésana veikta Ofivu ield 9, Rigd, LV-1004/ Testing done Olivu iel3 9, Riga, Lv-1004
Atbildigais par testésanu/Responsible for testing: /M. Lazalks/

Laboratorijas vaditajs/ = -
Head of laboratory: /). Sars/
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‘ SIA “Geo Consultants” testélanas laboratorija
B =) Ofivu jela 9, Riga, LV 1004
VG eo Talrunis 4371 67627504

E—pasts: ge@geoconsultants. v

Consultants wwow.geoconsultants.lv

TESTESANAS PARSKATS NR./ | 02-01-25-002 &7 ‘%‘

EN ISO/IEC
TEST REPORT No. > s
el T-582
1. PasGtitajs/ Customer SIA “AAS "Plejira™”
2. Objekts/ Object CSA poligons “Janvari”
3. Informacija par paraugiem/ Information about Samples
Paraugu Paraugi Testédanas Testéana Paraugu Parauga Parauga identifikacija/
nemsanas sanemti sakta / pabeigta/ apraksts, nemsianas Identification of the
datums/ | laboratorija/ Testing Testing apjoms/ vieta/ Sample
Samples’ Samples’ started completed | Description | Sampling
taking date | received in of Samples, location
laboratory amount
18.12.2024. | 18.12,2024. | 19.12.2024. | 27.12.2024. | 1| CSA VU-1(18.12.2024-5)
plastmasas | poligona VU-2 (18.12.2024-6)
PET pudele | “Janvari” VU-3 (18.12.2024-7)
teritorija Notekideni
(18.12.2024-8)
4. Paraugu nem3anas metode/ Samples’ taking method ISO 5667-6:2014; LVS ISO 5667-10:2021
:;:;:;::‘,:::::;‘::::zww SIA “Geo Consultants” laboratorija
6. Parametrs, Testé3anas metode/ Parameter, Testing method
Parametrs/Parametr Metode/Method Parametrs/Parametr Metode/Method
Nias (kopéjais slapeklis/ APHA method 4500- | CI (hloridi/chlorides) APHA method 4500- CI'
total nitrogen) N C(2017) C(2017)
Piep [kopéjais fosfors/ APHA method 4500- | KSP (kimiskais skabekla | LVS 1SO 6060:1989
total phosphorous) P B5(2017) patériné/chemical
oxygen demand)
BSPs (blokimiskals skabek]a LVS EN I1SO 5815- Suspendétas vielas LVS EN 872:2005
patérins/ biochemical oxygen 1:2020 (suspended solids)
demand)
Parametrs/ a Mian Piap KSP BSPy Suspendétas | pH EVS E
Parametr vielas | |
Méarvieniba mg/| mg/| mE.f'I_ gl mg/l mg/| | psfCm |
Vu-1 30,9 2,95 0,055 40,4 = - | 182 740
vu-2 38,6 3,47 | 0,076 373 . . | 7,75 695 |
Vu-3 32,3 3,08 | 0,053 44,1 - - . 7,51 720 |
Notekidenl - 3,85 | 0,144 63,1 7,2 236 | 712 855 |
Nenoteiktiba (%) 4 12 ] & 13 12 | 015" | 135
*pH vienibas

Uzradita nenotelkiiba ir papladinata standartnenoteiktiba, kas aprékinata, izmantojot parklaanas koeficientu
2, kur nodrodina 95% ticamibas limenl. Standartnenoteiktiba tiek aprékindta, ja rezultats ir lieldks vai viendds
ar QL (kvantitativi nosak@ma koncentracija)./

The uncertainty reported is the expanded standard uncertainty calculated using the overlap coefficient 2, which
provides a 95% confidence level. The standard uncertainty is calculated if the result is greater than or equal to
0L [quantifiable concentration).

1{2)
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‘ SIA “Geo Consultants” testésanas laboratorija
) Ofivu lela 9, Riga, LV 1004
W Ceo Taleunis +371 67627504
E ~ pasts: gc@geoconsultants. v
Consultants s

Test&5anas rezultati attiecas tikai uz konkréto (-ajiem) paraugu (-lem). Bez testédanas laboratorijas rakstiskas
atlaujas nav atlauta testésanas parskata reproducéiana nepilna apjoma./

Results of this Test Report concern only the present sample(s). It’s not allowed to reproduce this Test Report
partially without writen permission of testing laboratory.

TestéSanas parskata izdosanas datums/ Test Report date of issue: 02,01.2024.
Testéiana veikta Ofivu ield 9, Riga, LV-1004/ Testing done Ofivu ield 9, Riga, LV-1004
Atbildigais par testéSanu/Responsible for testing: /M. Lazniks/

Laboratorijas vaditajs/ g S
Head of laboratory: eLinX /. Sars/
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1. Infiltrata monitoringa rezultati

5. PIELIKUMS

POLIGONA APKARTEJAS TERITORUAS VIDES KOMPONENTU MERLUMI

Parauga Infiltrata 1 I:if::;(t:i:
nemsanas Infiltr. Testésanas Mérvie- kimiskais sastavs sastivs
Datums vieta daudzu parskata Sastavdala _ Z Parauga némeéjs (vards, uzvards) Piezimes

(geografiskas | ms(m3) numurs niba Sastavdalas Sastavda!_as:
koordinatas) koncentracija konctjeantraa

28.11.24. EVS (20°C) uS/em 12800 4490 Dainis Klavinskis

a mg/l 3200 680 Dainis Klavinskis

Niop mg/| 690 74,3 Dainis Klavinskis

Prop mg/| 14,2 7,80 Dainis Klavinskis

KSP mg0y/| 2840 1280 Dainis Klavinskis

SO mg/| 172 42,7 Dainis Klavinskis

Sausne mg/| 8050 2960 Dainis Klavinskis

N-NHq4 mg/| 682 72,1 Dainis Klavinskis

N-NO; mg/| <0,003 <0,003 Dainis Klavinskis

N-NOs3 mg/| <0,01 <0,01 Dainis Klavinskis

PO mg/| 1100 720 Dainis KJavinskis

BSPs mgO,/| 90,0 58,3 Dainis Klavinskis

B ug/l 3790 1270 Dainis KJavinskis

Zn pg/l 442 158 Dainis Klavinskis

Cu vg/! 124 56,8 Dainis Klavinskis

cd pg/! <1,25 <0,500 Dainis Klavinskis

Cr = 1810 404 Dainis Klavinskis

Pb pg/! 14,9 5,81 Dainis Klavinskis

Hg pe/l 0,0830 0,0450 Dainis KJavinskis

Mn pg/! 0,28 0,24 Dainis KJavinskis

Co g/l 40,0 13,4 Dainis Klavinskis

Fe mg/| 8,0 5,2 Dainis Klavinskis

Fenolu indekss mg/| 0,018 <0,005 Dainis Klavinskis

Nafta mg/| <0,05 <0,05 Dainis Klavinskis
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2. Poligona apkartéjas teritorijas vides komponentu mérijumi

Pazemes udenu kimiskais sastavs

Pazemes
Parauga Pvarauga. tdenu —y _ - .. R
pomiaras | TS | e | e | e o e | s
datums kgoorgdinétas) no caurules P astavdala ba ’
gala)
1. urb. 2. urb. 3. urb. 4. urb. 5. urb.

28.11.2024. Elektrovaditspéja pS/cm 924 738 932 1083 980 Dainis Klavinskis
1.urb. 3,08 sausne 628 470 578 774 461 Dainis Klavinskis
2.urb. 1,56 cr mg/! 26,8 24,1 25,7 22,8 20,1 Dainis Klavinskis
3.urb. 1,53 Niop mg/I 1,28 1,33 1,37 1,72 1,45 Dainis Klavinskis
4.urb. 0,99 Pkop mg/! 0,043 0,038 0,041 0,034 0,032 | Dainis Klavinskis
5.urb. 2,22 KSP mg/I 33,7 32,7 28,4 245 29,7 Dainis Klavinskis

SOs* mg/I| 16,1 11,9 15,1 14,1 10,3 Dainis Klavinskis
N/NH 4* mg/I 0,18 0,16 0,23 0,34 0,22 Dainis Klavinskis
N/NO 2 mg/I| 0,014 0,023 0,011 0,012 0,009 | Dainis Klavinskis
N/NOs mg/I| 0,92 1,02 0,94 1,22 1,14 Dainis Klavinskis

BSPs mg/I 2,94 2,14 2,10 1,90 2,28 Dainis Klavinskis

Kopéjie naftas mg/| <0,05 <0,05 <0,05 <0,05 <0,05 | Dainis Klavinskis
Fenolu indekss mg/| <0,005 <0,005 <0,005 | <0,005 | <0,005 | Dainis K|avinskis
B ug/| 12,3 15,5 13,0 13,0 29,6 Dainis Klavinskis

PO mg/I 7.8 7.8 7,2 6,1 8,3 Dainis Klavinskis

Zn ug/| 38 15,2 93 <2,0 <20 Dainis Klavinskis

Cu ug/! 144 488 5,7 6,9 <1,0 Dainis Klavinskis

Cd ug/l <0,020 0,024 <0,020 <0,020 <0,020 | Dainis K|avinskis

Cr ug/l 0,326 0,370 <0,200 0,556 1,05 Dainis Klavinskis

Pb ug/l <0,050 0,070 <0,050 <0,050 <0,050 | Dainis K|avinskis

Hg ug/! <0,01 <0,01 <0,01 <0,01 <0,01 Dainis Klavinskis

Fe mg/I 2,2 1,8 1,2 0,94 0,84 Dainis K|avinskis

Mn ug/| 0,12 0,10 0,12 0,07 0,10 Dainis Klavinskis

Co ug/l 0,081 0,350 <0,050 | <0,050 0,433 | Dainis Klavinskis
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